
Tadano  All terrain crane

ATF-130G5(J)
Specifications

Carrier: FAUN ATF130G-5
Spec. No. ATF-130G-1-90102

Control No. JA-02



Schematic

FLJ
Full automatic luffing jib

Boom
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Select rated lifting capacity table below based on combination of counterweights and outrigger extension width, and read the appropriate page.

Note: Do not perform crane operations for combinations displayed as (—).

Counterweight
Outrigger extension width

7.5 m
6.2 m
5.0 m

40 t 28 t 25 t 15 t 6 t

Boom + full automatic luffing jib (FLJ)

Counterweight
Outrigger extension width

7.5 m
6.2 m
5.0 m
4.1 m
2.5 m

40 t 28 t 25 t 15 t 6 t

Boom
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� Crane

Specifications

1.6 m+ 7.4 m FLJ

1.6 m+12.4 m FLJ

1.6 m+17.4 m FLJ

12.8 m

17.1 m

21.4 m

25.8 m

30.1 m

34.4 m

38.7 m

43.0 m

47.4 m

51.7 m

56.0 m

60.0 m

130,000 kg ×   2.7 m  (2 x 12 parts of line, with attachment)

  86,900 kg ×   4.0 m  (13 parts of line)

  86,900 kg ×   4.0 m  (13 parts of line)

  70,000 kg ×   5.0 m  (11 parts of line)

  54,300 kg ×   4.5 m  ( 8  parts of line)

  44,000 kg ×   5.0 m  ( 7  parts of line)

  32,800 kg ×   7.0 m  ( 5  parts of line)

  27,100 kg ×   9.0 m  ( 4  parts of line)

  21,400 kg × 11.0 m  ( 3  parts of line)

  16,600 kg × 12.0 m  ( 3  parts of line)

  13,200 kg × 14.0 m  ( 3  parts of line)

  10,600 kg × 16.0 m  ( 3  parts of line)

    7,300 kg                 ( 1  part of line)

    7,300 kg ×  26.0 m ( 1  part of line)

    4,300 kg ×  28.0 m ( 1  part of line)

    3,300 kg ×  20.0 m ( 1  part of line)

FLJ

Boom

FLJ

Boom

FLJ

Boom

FLJ

FLJ

Boom

Single top Lateral folding stowage attached to top boom

Boom

Box-shaped 6-section hydraulic telescoping type, 
pin lock mechanism for each section

Box-shaped 3 section
Offset (5° to 60°) hydraulic stepless tilt type

1 double-acting direct-pushing hydraulic cylinder

1 double-acting direct-pushing hydraulic cylinder
1 wire rope boom telescoping device

1 double-acting direct-pushing hydraulic cylinder, 
with pressure compensating flow control valve

120 m/min (4th layer)

120 m/min (4th layer)

Fully hydraulic H-type
Extension width:Maximum 7.5 m,
    　　　　　　 Middle 6.2 m, 5.0 m, 4.1 m, Minimum 2.5 m
Slide and jacks with independent operation device
With slide lock pin
Slide-stowing float

Hydraulic motor driven planetary gear speed reducer
Ball slew bearings
Manual switch brake
Manual slew lock

  61 m  (10.6 t)

  78 m  (2.8 t)

  56.0 m  (2.0 t)

  64.0 m  (0.8 t)

  12.8 m to 60.0 m

    1.6 m + 7.4 m - 17.4 m 

15.928 L

390 kW [530PS] / 1,800 min-1 (rpm)

2,400 N･m (245 kgf･m) / 1,300min-1 (rpm)

500 L

Benz OM502LA
Water-cooled, 4-cycle, in-line 8 cylinder, direct injection
turbocharged diesel engine with intercooler

85 km/h

tan��= 0.7

9.31 m

12,850 mm

  2,780 mm

  4,020 mm

  2,560 mm + 1,650 mm + 2,000 mm + 1,700 mm

  2,310 mm

 38,100 kg (two-person occupancy)

 18,580 kg (1 axle + 2 axle)

10 x 6... Onroad
10 x 8... Offroad (with differential lock mechanism)

Pneumatic all-wheel braking, dual system

3/4/5 axle (6-wheel) spring braking

Transmission-integrated fluid intarder, exhaust brake

12 forward and 2 reverse speeds

445 / 95R25 (all-wheel)

�����������	
���������

� Carrier

Maximum
lifting height

Maximum
load radius

Single top

Boom/jib

Boom/jib

Wire rope
Auxiliary winch

Main winch

Auxiliary winch

Main winch
Hoist-up speed

Boom/jib
Boom telescoping 
device

Type

length

Boom

Boom extension speed

Boom elevating system

Hoisting system

Boom raising speed

Slewing system

Slewing angle

Slewing speed

Counterweight

Outriggers

Hook block

Engine

Gross vehicle weight

Overall weight

Type

Type

Gears

Displacement

Brakes

Main brake

Parking brake

Auxiliary brake

Maximum output

Maximum torque

Front axle

Rear axle

Maximum speed

Gradability

Minimum turning radius

Overall length

Passenger occupancy

Fuel tank capacity

Transmission

Driving method

Axle type

Suspension

Steering

Battery

Standard equipment

Tires

Overall width

Overall height

Wheel base

Wheel track

1.5 t weight, loudspeaker

Safety devices

Standard equipment

Options

4.25 LUpper engine

Type

Displacement

Maximum output

Maximum torque

Fuel tank capacity

Hydraulic pump

90 t hook block (13 parts of line)
50 t hook block (7 parts of line)
22 t hook block (3 parts of line)
7.3 t hook block (1 part of line)

Dia. 21 mm × L 360 m, rotation-resistant wire rope

Dia. 21 mm × L 250 m, rotation-resistant wire rope

Hydraulic motor driven planetary gear speed reducer, automatic brake,
high/low speed switching device, 2 single winches,
with pressure compensating flow control valve

Full automatic
Luffing jib
　　(FLJ)

Load moment indicator (LMI)
　Work range limit function
　Slew range limit function
　Slewing automatic stop function
　Boom elevation slow stop function
　Hook block movement display function
Counterweight combination detector
Subwinch detector
Automatic independent outrigger extension width detector
Anti-two-block device
Over-unwinding cutout device
Level
Hook safety latch
Slewing lock
Hydraulic safety valve
Hydraulic lock (boom telescoping/elevating/hoist up/jack)

Counterweight mounting/demounting device
Boom mounting/demounting device
Speed adjustment device (elevating, slewing, winch, jib tilt)
Anemometer
Lift adjuster
Oil cooler
AML external warning lamp
Slew auditory alarm
Drum monitor
Crane cab air conditioner
Radio
Mobile communication device (HELLO-NET Owner's Site)

High-pressure variable piston pump x 2,
High-pressure piston pump x 1,
High-pressure gear pump x 2

220 L

Benz OM904LA
Water-cooled, 4-cycle, in-line 4 cylinder, direct injection
turbocharged diesel engine with intercooler

47.2 m/400 s

129 kW [175PS] / 2,200 min-1 (rpm)

675 N･m (68 kgf･m) / 1,200 min-1(rpm)

Lefthand handle, emergency steering pump dual 
system with power steering, special steering

�����������������ｓ

360° continuous

1.4 min��

40 t, 28 t, 25 t, 15 t, 6 t, 0 t

　1,550 kg (3 axle)
 17,970 kg (4 axle + 5 axle)

Two persons

5 axle full-floating type

All-axle hydropneumatic, with leveling adjusting device
Suspension lock: +160 mm, ｰ110 mm

Air conditioner, radio, centralized lubrication system,
sleeping area, back monitor

ZF AS tronic
with automatic transmission intarder brake
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15,490

12,800

(Wheel base)7,910

2,5604,601 1,650 2,000 1,700 2,979

2,
78

0
4,

02
0*

����������������������������� Minimum road clearance: 350 mm

18 16

Travelling

� When travelling on public roads Unit (mm)

� When travelling on premises Unit (mm)

� Carrier + slewing structure + boom elevating cylinder  38.1 t

（Caution for travelling on public roads）
1. When traveling, the boom and counterweight equipment should be sent separately, the slewing structure 
     should face rear, and the slewing brake and pin lock should be engaged.
2. Authorization for relaxed safety standards must be acquired, in accordance with road transport vehicle safety standard.
3. A special vehicle road permit should be acquired, in accordance with the Road Traffic Act.A basic road travel 
    conditions weight class :C certificate of conformance has been acquired, but travel should be performed in 
    accordance with conditions authorized according to actual routes.

2,580 2,560 1,650 2,000

12,850

（Wheel base）7,910

1,700 2,360

4,
02

0
2,

78
0

No subwinch
With 1.5 t weight attached
(option)
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Travelling

� Minimum right-angle passage width Unit (mm)

1,462

1,462

a
a

a

3

1
2

4

3

1
2

4

a

①

②

③

④

A

11,715

  9,310

  5,500

  9,712

  6,956

①

②

③

④

A

10,903

  9,310

  5,500

  9,712

  6,464

� When travelling on public roads

� When travelling on premises (without jib)

- 5 -



Conveyance

� Disassembled conveyance components

� Counterweight (C/W)

� Boom  15.2 t

� Full automatic luffing jib (FLJ)  2.2 t � Adaptor 0.3 t

Not all attachments shown.

Unit (mm)

1,
73

0

1,570

9,390

83
0

Width 1,090 Width 1,350

① 2.7 t

② 3.4 t

③ 8.9 t

④ 10.0 t 

×1

×1

×1

Length 1,605

Length 1,753

Length 1,770 

×1

⑥ 6.1 t ×2

⑤ 3.1 t ×1

Length 1,770 

Length 1,275

Length 1,750

37
4

66
6

17
7

1,
06

1

16
5

89
0

2,730

2,730

2,730

2,730

2,730

1,255

1,
80

0

13,390

Width 1,650

Length 9601,460

85
0

� Subwinch  1.5 t

Width 380

� 1.5 t weight (option)  1.5 t

1,250

85
0
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� Hook block dimensions Unit (mm)

Mounting

� Full automatic luffing jib (FLJ)

� Boom

90 t hook block 1,120 kg

Attachment

50 t hook block

600 kg

7.3 t hook block

300 kg

4,830.5

13,469

3,199.5

4,
19

1

2,
30

4

4,779

100

40
6

17
135

0

12,800 ～ 60,000

����°to  85.0°

17
0

2,
19

0

95
1

3,
31

3
68 !���

1,
90

5
10

6
1,

31
3

630

1,
64

6

620

17
0

5,
46

8

90 t hook block  x2 1,120 kg ×2

1,
64

6

620

7.3 t hook block 300 kg

95
1

3,
51

0
68 !���
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� Outrigger extension width /Tail swing Unit (mm)

� Counterweight (C/W) combinations

M
ax

. 7
,5

00

M
id

. 6
,2

00

M
id

. 5
,0

00

M
id

. 4
,1

00

2,
81

0

R 4,
20

0

R 4,
80

0

R 2,580

"�
��

"�
��

328 328

8,030

4,994.5 3,035.5

8,030

4,666.5 3,363.5

6.1 t

15.0 t

25.0 t

28.1 t

40.3 t

①+②

①+②+③

①+②+③+④

①+②+③+④+⑤

①+②+③+④+⑤+⑥ ×2

� Weight of each part

①
②
③
④
⑤
⑥

2.7 t
3.4 t
8.9 t

10.0 t
3.1 t
6.1 t

40.3 t 

28.1 t 

25.0 t 

15.0 t 

6.1 t 

1

4
5

6 6

2

2

3

1

4
5

3

2

1

4

3

2

1

2

1

3

Mounting

1

2

3

4

5

6

6

Ｒ
4,2

00

No subwinch, with 1.5 t weight attached (option)
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MEMO
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All terrain crane

Boom
ATF130G-5

Bo
om
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Boom working range chart

Li
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m
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m
)

Note 1. The above drawing does not include boom deflection.
2. Displays maximum load capacity for A, F capacity.

Load radius (m)

 15

 10

  5

 55

 60

 50

 45

 40

 30

 20

 35

 25

 65

  0
555045405 352510 3020150 60

Note 1. The above drawing does not include boom deflection.
2. Displays maximum load capacity for A, F capacity.

Load radius (m)

 15

 10

  5

 55

 60

 50

 45

 40

 30

 20

 35

 25

 65

  0
555045405 352510 3020150 60

56.0 m boom

47.4 m boom

38.7 m boom

30.1 m boom

12.8 m boom

21.4 m boom

60.0 m boom

51.7 m boom

43.0 m boom

34.4 m boom

17.1 m boom

12.8 m boom

25.8 m boom

Boom

0°

10°

20°

30°

40°

50°

60°

70°

85°

10°

20°

30°

40°

50°

60°

70°

85°

0°
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Boom rated lifting capacity table

Outrigger extension width
Counterweight 6 t

E
J
O
R

0 t
K
K
P
S
T

15 t
D
I
N
Q

7.5 m
6.2 m
5.0 m
4.1 m
2.5 m

25 t
C
H
M

28 t
B
G
L

40 t
A
F

Rated lifting capacity table capacity classifications A-T are as shown in the chart below.

  *Rated lifting capacity my vary depending on telescoping ratio, even when capacity classification and boom length remain the same.
  *S capacity if for boom length of 51.7 m or less. T capacity is for boom length of 25.8 m or less.
Rated lifting capacities include the weight of the lifting devices and hook block (90 t hook block: 1,120 kg, 50 t hook block: 600 kg, 
22 t hook block: 375 kg, 7.3 t hook block: 300 kg).
Rated lifting capacities are based on actual load radius, including boom deflection.When using fewer parts of line than the standard 
number included in rated lifting capacity tables, maximum load limits will be as shown in the chart below.

◆

◆
◆

When using the single top, the number of parts of line is 1 (using 7.3 t hook block), and the rated lifting capacity is the value obtained 
by subtracting the weight of the hook block attached to the boom from the rated lifting capacity, and must not exceed 7.3 t.
The rated lifting capacities assume that the outriggers are set firmly on level ground.
Rated lifting capacity tables do not account for the effect of wind.Do not operate the crane during maximum instantaneous wind 
speeds of 10 m/s or greater.
The values above the thick line in the rated lifting capacity tables are based on the structural strength while those below are based 
on the crane stability factor.
"Maximum load without pin" indicates maximum rated lifting capacity when the B-pin (boom fixing pin) is not inserted.
"��(°)" indicates possible boom elevation angle range without load.

◆

◆
◆

◆

◆
◆

◆

Number of 
parts of line 13 parts

87.0 t

11 parts

75.0 t

8 parts

56.2 t

7 parts

49.6 t

6 parts

43.0 t

5 parts

36.2 t

4 parts

29.2 t

3 parts

21.9 t

1 part

7.3 tMaximum load

� Precautions concerning rated lifting capacity table

Bo
om

Boom
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� Capacity block diagram

Boom number

Capacity 
block

Boom number

Capacity 
block

12.8 m

1

17.1 m

2

34.4 m

15

34.4 m

1
6

25.8 m

13

25.8 m

4

30.1 m

2
14

30.1 m

5

38.7 m

16

43.0 m

43.0 m 43.0 m

8

38.7 m

7

47.4 m

9

51.7 m

10

21.4 m

12

21.4 m

3

56.0 m

11

17 18

3

19 20

4

21

5

22

6

23

7

24 25

8

26

9

27 28 29

10

30 31 32 33

11

34

38.7 m

47.4 m

60.0 m

17.1 m

21.4 m 21.4 m

25.8 m

30.1 m

34.4 m

43.0 m

34.4 m

17.1 m

30.1 m

25.8 m

47.4 m

51.7 m

Boom
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1
1

1
1

12.8

9
26

10
28

17.1

1
2

9
27

10
29

21.4 25.8

2
12

1
3

10
30

11
32

2
13

1
4

10
31

11
33

30.1

2
14

1
5

11
34

2
15

34.4

3
17

1
6

2
16

3
18

38.7

1
7

5
21

3
19

43.0

4
20

1
8

6
22

7
23

47.4

1
9

7
24

51.7

1
10

1
11

60.056.0

8
25

1
1

9
26

10
28

17.1

1
2

9
27

10
29

21.4 25.8

2
12

1
3

10
30

11
32

2
13

1
4

10
31

11
33

30.1

2
14

1
5

11
34

2
15

34.4

3
17

1
6

2
16

3
18

38.7

1
7

5
21

3
19

43.0

4
20

1
8

6
22

7
23

47.4

1
9

7
24

51.7

1
10

1
11

60.056.0

8
25

Telescoping ratio (%)

Note: Counterweight 40 t, outrigger extension width 7.5 m　　* values are for with attachment, without jib.　　** values are for over-rear only.

[A capacity]
Boom

[B capacity]
Boom

Note: Counterweight 28 t, outrigger extension width 7.5 m　　* values are for with attachment, without jib.

Capacity block

Boom number

 Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  
26.0  
28.0  
30.0  
32.0  
34.0  
36.0  
38.0  
40.0  
42.0  
44.0  
46.0  
48.0  
50.0  
52.0  
54.0  
56.0  

Capacity block

Boom number

   Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  
26.0  
28.0  
30.0  
32.0  
34.0  
36.0  
38.0  
40.0  
42.0  
44.0  
46.0  
48.0  
50.0  
52.0  

��(ﾟ)

Maximum load 
without pin

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate
Standard number of 
parts of line

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

**
*

12.8*

Unit: t

Unit: t

24 
1,120 kg ×2 
90 t ×2 

0 
0 
0 
0 
0 

0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 
46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 
46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
0 
0 

0 
46 
46 
46 
0 

0 
0 
46 
46 
46 

0 
0 
0 
46 
92 

92 
46 
46 
0 
0 

46 
46 
46 
46 
0 

0 
46 
46 
46 
46 

0 
0 
0 
92 
92 

92 
46 
46 
46 
0 

46 
46 
46 
46 
46 

0 
46 
46 
46 
92 

0 
0 
46 
92 
92 

92 
46 
46 
46 
46 

46 
46 
46 
46 
92 

0 
0 

92 
92 
92 

92 
92 
46 
46 
46 

92 
46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)
0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 

46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 
46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
0 
0 

0 
46 
46 
46 
0 

0 
0 
46 
46 
46 

0 
0 
0 
46 
92 

92 
46 
46 
0 
0 

46 
46 
46 
46 
0 

0 
46 
46 
46 
46 

0 
0 
0 
92 
92 

92 
46 
46 
46 
0 

46 
46 
46 
46 
46 

0 
46 
46 
46 
92 

0 
0 
46 
92 
92 

92 
46 
46 
46 
46 

46 
46 
46 
46 
92 

0 
0 
92 
92 
92 

92 
92 
46 
46 
46 

92 
46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

0 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

2.0
2.3
2.62.7
3.03.0
3.43.43.83.1
3.63.84.23.5
3.94.24.63.94.34.23.6
4.24.75.14.44.64.74.1
4.55.25.64.94.95.24.65.05.64.94.4
4.95.76.05.45.35.85.15.36.25.45.0
5.36.46.46.15.76.55.85.66.76.15.6
5.76.96.86.86.17.26.56.07.16.86.35.27.36.3
6.27.57.47.66.67.77.46.57.67.77.25.68.17.1
6.78.17.98.37.18.38.46.98.18.68.16.09.18.16.49.18.67.5
7.38.98.69.07.79.09.37.58.79.89.36.610.39.26.89.69.78.5
8.09.79.39.98.49.810.28.19.411.110.57.111.610.57.310.311.09.8
8.810.39.910.99.210.711.28.810.212.211.67.812.412.18.011.012.611.4
9.611.110.712.010.211.712.49.611.113.513.08.613.513.68.711.914.513.3

10.411.811.513.411.012.813.810.412.115.114.59.514.715.29.513.016.915.3
10.512.412.514.412.013.915.411.413.216.716.410.615.817.110.614.319.917.2
10.613.113.415.513.215.217.412.614.418.018.211.717.219.311.815.823.819.6
10.613.214.316.414.516.719.214.015.519.620.413.218.821.613.317.527.222.5
10.613.214.316.615.718.120.915.716.921.223.114.920.824.515.319.530.126.0
10.613.214.316.615.718.621.416.717.722.124.716.021.926.216.520.631.827.8

13.214.316.615.718.621.417.718.523.026.017.223.128.117.821.933.729.9
14.316.615.718.621.418.519.423.127.118.524.330.319.123.335.832.4

15.718.621.419.020.323.127.120.025.532.620.524.938.035.1
19.020.723.127.120.526.932.821.926.838.038.4

20.527.432.823.428.638.042.2
25.129.538.044.0

0 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

6.18.87.66.5
6.710.18.97.8
7.311.710.59.49.011.810.99.8
8.113.712.411.39.813.812.911.7
9.016.214.913.810.716.315.414.110.116.114.513.5

10.119.618.217.011.919.718.717.311.118.017.716.6
11.524.122.721.413.422.923.121.712.420.022.121.020.221.921.3
13.228.329.127.215.325.829.628.114.122.628.527.322.028.327.6
14.330.033.629.516.527.534.132.515.124.232.931.723.232.732.0
15.531.938.232.217.829.437.737.316.326.037.636.624.637.436.836.6
16.934.142.835.219.431.740.241.917.728.242.241.226.242.041.541.2
18.636.746.038.221.234.343.247.619.330.747.946.928.247.747.146.8
20.639.649.341.823.337.346.654.621.233.654.953.930.454.754.153.8
23.142.450.046.126.040.950.063.423.537.261.062.733.163.563.062.6
25.442.450.051.329.244.050.070.026.341.667.573.236.470.573.573.1
26.642.450.054.331.145.750.070.028.044.071.379.438.374.579.679.3

33.046.650.070.029.946.075.585.940.579.086.185.8
34.746.650.070.032.046.680.286.942.884.086.993.4

34.146.685.686.945.586.986.9102.3
108.4

18 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.11.1
1.41.4
1.71.72.21.4
2.12.12.51.7
2.42.42.92.13.22.51.7
2.82.83.32.53.63.02.2
3.33.33.73.04.03.42.74.33.93.12.5
3.83.84.23.54.53.93.24.84.43.63.0
4.44.44.84.05.14.53.85.45.04.13.6
5.05.05.54.75.85.24.56.05.64.84.35.25.34.3
5.85.86.25.46.55.95.36.56.35.55.05.66.05.0
6.76.77.16.37.16.76.16.97.16.35.86.06.85.86.47.36.35.2
7.37.68.07.37.77.77.07.58.17.36.86.67.86.86.88.27.26.1
8.08.79.18.48.48.88.28.19.28.47.97.18.97.97.39.38.37.1
8.810.09.99.79.210.29.58.810.29.89.27.810.29.28.010.79.68.4
9.611.110.711.310.211.711.19.611.111.410.98.611.910.88.711.911.210.0

10.411.811.513.311.012.813.110.412.113.412.89.513.912.89.513.013.212.0
10.512.412.514.412.013.915.411.413.215.915.410.615.815.310.614.315.714.5
10.613.113.415.513.215.217.412.614.418.018.211.717.218.611.815.819.117.7
10.613.214.316.414.516.719.214.015.519.620.413.218.821.613.317.523.622.2
10.613.214.316.615.718.120.915.716.921.223.114.920.824.515.319.530.126.0
10.613.214.316.615.718.621.416.717.722.124.716.021.926.216.520.631.827.8

13.214.316.615.718.621.417.718.523.026.017.223.128.117.821.933.729.9
14.316.615.718.621.418.519.423.127.118.524.330.319.123.335.832.4

15.718.621.419.020.323.127.120.025.532.620.524.938.035.1
19.020.723.127.120.526.932.821.926.838.038.4

20.527.432.823.428.638.042.2
25.129.538.044.0

0 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

6.111.510.39.2
6.713.011.810.7
7.314.913.712.69.015.114.213.0
8.117.316.114.99.817.316.515.3
9.020.319.017.810.718.819.518.210.116.418.617.6

10.123.022.920.311.920.723.422.111.118.022.421.4
11.525.427.723.313.422.928.226.912.420.027.226.220.227.126.5
13.228.333.227.215.325.833.532.414.122.632.731.722.032.532.0
14.330.036.729.516.527.535.435.815.124.236.135.123.235.935.4
15.531.940.632.217.829.437.739.916.326.040.139.224.640.039.438.342.1
16.934.143.135.219.431.740.244.717.728.244.944.026.244.844.243.947.7
18.636.746.038.221.234.343.250.519.330.750.849.828.250.650.049.752.7
20.639.649.341.823.337.346.657.321.233.655.756.730.457.456.956.658.8
23.142.450.046.126.040.950.065.423.537.261.064.833.163.865.064.766.3
25.442.450.051.329.244.050.070.026.341.667.574.536.470.574.774.575.8
26.642.450.054.331.145.750.070.028.044.071.380.338.374.580.580.283.3

33.046.650.070.029.946.075.586.940.579.086.986.891.4
34.746.650.070.032.046.680.286.942.884.086.994.499.7

34.146.685.686.945.586.986.9103.4111.2
130.0

Standard number of 
parts of line

��(ﾟ)

Maximum load 
without pin

Bo
om

Boom
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1
1

9
26

10
28

17.1

1
2

9
27

10
29

21.4 25.8

2
12

1
3

10
30

11
32

2
13

1
4

10
31

11
33

30.1

2
14

1
5

11
34

2
15

34.4

3
17

1
6

2
16

3
18

38.7

1
7

5
21

3
19

43.0

4
20

1
8

6
22

7
23

47.4

1
9

7
24

51.7

1
10

1
11

60.056.0

8
25

1
1

9
26

10
28

17.1

1
2

9
27

10
29

21.4 25.8

2
12

1
3

10
30

11
32

2
13

1
4

10
31

11
33

30.1

2
14

1
5

11
34

2
15

34.4

3
17

1
6

2
16

3
18

38.7

1
7

5
21

3
19

43.0

4
20

1
8

6
22

7
23

47.4

1
9

7
24

51.7

1
10

1
11

60.056.0

8
25

12.8*

12.8*

[D capacity]
Boom

Note: Counterweight 15 t, outrigger extension width 7.5 m　　* values are for with attachment, without jib.

Capacity block

Boom number

   Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  
26.0  
28.0  
30.0  
32.0  
34.0  
36.0  
38.0  
40.0  
42.0  

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

Unit: t

[C capacity]
Boom

Note: Counterweight 25 t, outrigger extension width 7.5 m　　* values are for with attachment, without jib.

Capacity block

Boom number

   Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  
26.0  
28.0  
30.0  
32.0  
34.0  
36.0  
38.0  
40.0  
42.0  
44.0  
46.0  
48.0  
50.0  

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

Unit: t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)
0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 
46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 
46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
0 
0 

0 
46 
46 
46 
0 

0 
0 
46 
46 
46 

0 
0 
0 

46 
92 

92 
46 
46 
0 
0 

46 
46 
46 
46 
0 

0 
46 
46 
46 
46 

0 
0 
0 
92 
92 

92 
46 
46 
46 
0 

46 
46 
46 
46 
46 

0 
46 
46 
46 
92 

0 
0 
46 
92 
92 

92 
46 
46 
46 
46 

46 
46 
46 
46 
92 

0 
0 
92 
92 
92 

92 
92 
46 
46 
46 

92 
46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)
0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 
46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 
46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
0 
0 

0 
46 
46 
46 
0 

0 
0 
46 
46 
46 

0 
0 
0 

46 
92 

92 
46 
46 
0 
0 

46 
46 
46 
46 
0 

0 
46 
46 
46 
46 

0 
0 
0 
92 
92 

92 
46 
46 
46 
0 

46 
46 
46 
46 
46 

0 
46 
46 
46 
92 

0 
0 
46 
92 
92 

92 
46 
46 
46 
46 

46 
46 
46 
46 
92 

0 
0 
92 
92 
92 

92 
92 
46 
46 
46 

92 
46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

15 to 8518 to 850 to 8517 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.01.0
1.21.21.7
1.51.52.01.2
1.91.92.31.62.62.01.3
2.22.22.71.93.02.41.7
2.62.63.12.33.42.82.13.73.22.41.9
3.13.13.52.83.93.32.64.23.72.92.4
3.63.64.13.34.43.83.14.74.23.42.9
4.34.34.73.95.14.43.75.34.94.03.55.24.63.5
5.05.05.44.65.85.24.56.15.64.74.25.65.34.2
5.85.86.25.46.76.05.36.96.55.65.06.06.15.06.46.65.54.3
6.76.77.26.47.77.06.37.57.56.66.06.67.16.06.87.66.55.2
7.97.98.47.58.48.27.58.18.67.77.27.18.27.17.38.67.66.3
8.89.39.78.99.29.48.88.89.89.08.57.89.58.48.09.98.97.7
9.610.810.710.510.211.010.39.611.110.610.08.611.110.08.711.510.49.2

10.411.811.512.311.012.812.210.412.112.511.99.513.011.99.513.012.311.1
10.512.412.514.412.013.914.611.413.214.914.310.615.414.310.614.314.713.4
10.613.113.415.513.215.217.412.614.418.017.511.717.217.411.815.817.916.5
10.613.214.316.414.516.719.214.015.519.620.413.218.821.613.317.522.220.8
10.613.214.316.615.718.120.915.716.921.223.114.920.824.515.319.528.426.0
10.613.214.316.615.718.621.416.717.722.124.716.021.926.216.520.631.827.8

13.214.316.615.718.621.417.718.523.026.017.223.128.117.821.933.729.9
14.316.615.718.621.418.519.423.127.118.524.330.319.123.335.832.4

15.718.621.419.020.323.127.120.025.532.620.524.938.035.1
19.020.723.127.120.526.932.821.926.838.038.4

20.527.432.823.428.638.042.2
25.129.538.044.0

0 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

5.74.73.42.2
6.75.84.43.2
7.37.15.74.47.97.36.24.9
8.18.87.36.09.68.97.86.4
9.011.19.58.110.711.210.08.510.110.99.07.8

10.114.212.511.111.914.313.111.511.114.011.910.6
11.518.116.715.413.418.217.115.712.417.916.114.816.915.915.2
13.223.321.820.515.323.422.320.814.122.621.220.022.020.920.3
14.326.925.324.016.527.025.924.315.124.224.723.423.224.423.8
15.531.629.928.417.829.430.428.816.326.029.227.924.628.928.227.9
16.934.136.034.419.431.736.534.817.728.235.233.826.234.934.233.7
18.636.744.438.221.234.343.243.219.330.743.642.128.243.342.541.9
20.639.649.341.823.337.346.650.921.233.651.250.130.451.050.450.0
23.142.450.046.126.040.950.059.523.537.259.858.833.159.659.058.6
25.442.450.051.329.244.050.070.026.341.667.570.036.470.570.369.8
26.642.450.054.331.145.750.070.028.044.071.377.038.374.577.376.8

33.046.650.070.029.946.075.584.340.579.084.584.1
34.746.650.070.032.046.680.286.942.884.086.992.4

34.146.685.686.945.586.986.9101.2
107.2

39 to 8533 to 8517 to 8530 to 8515 to 8515 to 8525 to 850 to 850 to 8514 to 8511 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.0
1.01.31.61.2
1.41.71.12.01.5

1.31.31.81.02.11.52.41.91.1
1.81.82.21.42.62.01.32.92.41.61.03.02.11.0
2.32.32.72.03.12.51.83.42.92.11.53.52.61.5
2.92.93.32.63.83.12.44.13.62.72.24.13.22.14.23.72.61.4
3.63.64.13.34.63.93.24.84.33.42.94.94.02.85.04.43.32.1
4.54.54.94.15.54.84.05.85.24.33.85.84.93.75.95.34.22.9
5.55.56.05.16.65.95.16.96.35.44.86.96.04.87.06.45.23.9
6.86.87.36.48.07.26.58.37.76.86.18.37.36.18.47.86.65.2
8.58.59.08.19.79.08.210.09.58.57.89.59.07.79.59.58.36.8

10.510.711.210.212.011.310.411.411.810.710.110.611.310.010.611.810.59.0
10.613.113.413.213.214.513.512.614.413.913.211.714.513.111.815.013.612.0
10.613.214.316.414.516.717.514.015.517.817.213.218.417.113.317.517.616.2
10.613.214.316.615.718.120.915.716.921.222.414.920.822.315.319.522.821.3
10.613.214.316.615.718.621.416.717.722.124.716.021.925.916.520.626.424.8

13.214.316.615.718.621.417.718.523.026.017.223.128.117.821.931.029.4
14.316.615.718.621.418.519.423.127.118.524.330.319.123.335.832.4

15.718.621.419.020.323.127.120.025.532.620.524.938.035.1
19.020.723.127.120.526.932.821.926.838.038.4

20.527.432.823.428.638.042.2
25.129.538.044.0

0 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

6.18.16.95.6
6.79.38.27.0
7.310.99.68.59.011.010.18.9
8.112.811.510.49.812.911.910.7
9.015.213.912.710.715.314.313.110.115.013.512.4

10.118.317.015.811.918.517.416.111.118.016.515.4
11.522.721.220.013.422.821.720.312.420.020.719.620.220.519.9
13.228.327.426.115.325.827.926.414.122.626.725.622.026.525.9
14.330.031.629.516.527.532.230.615.124.230.929.723.230.730.0
15.531.937.132.217.829.437.636.016.326.036.335.124.636.135.435.1
16.934.142.135.219.431.740.241.217.728.241.540.526.241.340.740.4
18.636.746.038.221.234.343.246.819.330.747.146.128.246.946.446.0
20.639.649.341.823.337.346.653.821.233.654.053.030.453.953.352.9
23.142.450.046.126.040.950.062.623.537.261.061.833.162.662.161.7
25.442.450.051.329.244.050.070.026.341.667.572.736.470.573.072.6
26.642.450.054.331.145.750.070.028.044.071.378.938.374.579.278.8

33.046.650.070.029.946.075.585.740.579.085.985.6
34.746.650.070.032.046.680.286.942.884.086.993.2

34.146.685.686.945.586.986.9102.0
108.2

Standard number of 
parts of line

Standard number of 
parts of line

��(ﾟ)

Maximum load 
without pin

��(ﾟ)

Maximum load 
without pin

Boom
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1
1

9
26

10
28

17.1

1
2

9
27

10
29

21.4 25.8

2
12

1
3

10
30

11
32

2
13

1
4

10
31

11
33

30.1

2
14

1
5

11
34

2
15

34.4

3
17

1
6

2
16

3
18

38.7

1
7

5
21

3
19

43.0

4
20

1
8

6
22

7
23

47.4

1
9

7
24

51.7

1
10

1
11

60.056.0

8
25

1
1

9
26

10
28

17.1

1
2

9
27

10
29

21.4 25.8

2
12

1
3

10
30

11
32

2
13

1
4

10
31

11
33

30.1

2
14

1
5

11
34

2
15

34.4

3
17

1
6

2
16

3
18

38.7

1
7

5
21

3
19

43.0

4
20

1
8

6
22

7
23

47.4

1
9

7
24

51.7

1
10

1
11

60.056.0

8
25

Note: Counterweight 6 t, outrigger extension width 7.5 m　　* values are for with attachment, without jib.

[E capacity]
Boom

[F capacity]
Boom

Note: Counterweight 40 t, outrigger extension width 6.2 m　　* values are for with attachment, without jib.

Capacity block

Boom number

 Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  
26.0  
28.0  
30.0  
32.0  

Capacity block

Boom number

   Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  
26.0  
28.0  
30.0  
32.0  
34.0  
36.0  
38.0  
40.0  
42.0  
44.0  
46.0  
48.0  
50.0  
52.0  
54.0  
56.0  

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

12.8*

12.8*

Unit: t

Unit: t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)
0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 

46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 
46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
0 
0 

0 
46 
46 
46 
0 

0 
0 
46 
46 
46 

0 
0 
0 
46 
92 

92 
46 
46 
0 
0 

46 
46 
46 
46 
0 

0 
46 
46 
46 
46 

0 
0 
0 
92 
92 

92 
46 
46 
46 
0 

46 
46 
46 
46 
46 

0 
46 
46 
46 
92 

0 
0 
46 
92 
92 

92 
46 
46 
46 
46 

46 
46 
46 
46 
92 

0 
0 
92 
92 
92 

92 
92 
46 
46 
46 

92 
46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)
0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 

46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 
46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
0 
0 

0 
46 
46 
46 
0 

0 
0 
46 
46 
46 

0 
0 
0 
46 
92 

92 
46 
46 
0 
0 

46 
46 
46 
46 
0 

0 
46 
46 
46 
46 

0 
0 
0 
92 
92 

92 
46 
46 
46 
0 

46 
46 
46 
46 
46 

0 
46 
46 
46 
92 

0 
0 
46 
92 
92 

92 
46 
46 
46 
46 

46 
46 
46 
46 
92 

0 
0 
92 
92 
92 

92 
92 
46 
46 
46 

92 
46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

53 to 8548 to 8537 to 8546 to 8523 to 8535 to 8543 to 8513 to 8510 to 8531 to 8538 to 850 to 850 to 8528 to 850 to 850 to 8523 to 8524 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.11.1
1.21.51.01.61.71.2

1.31.81.12.11.62.11.22.21.7
1.41.41.91.12.41.71.02.72.21.32.81.82.82.31.1
2.12.12.61.83.22.51.73.53.02.01.43.62.61.43.63.01.9
3.03.03.52.64.23.52.74.53.93.02.44.63.52.34.64.02.81.4
4.24.24.73.85.44.73.95.75.24.23.55.84.73.45.95.24.02.5
5.75.76.25.27.16.35.47.46.85.75.17.56.35.07.56.85.54.0
7.77.78.37.39.48.57.69.79.17.97.29.88.67.19.89.17.76.0

10.610.811.410.312.711.810.813.112.411.110.413.211.810.213.212.410.89.1
10.613.214.315.115.717.115.915.716.916.315.514.917.115.315.317.816.014.0
10.613.214.316.615.718.619.916.717.720.419.416.021.219.216.520.620.017.8

13.214.316.615.718.621.417.718.523.024.217.223.124.117.821.924.623.0
14.316.615.718.621.418.519.423.127.118.524.329.119.123.329.728.0

15.718.621.419.020.323.127.120.025.532.620.524.936.835.0
19.020.723.127.120.526.932.821.926.838.038.4

20.527.432.823.428.638.042.2
25.129.538.044.0

0 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

6.19.78.67.5
6.711.110.08.9
7.312.911.710.69.013.012.111.0
8.115.013.812.69.815.114.213.0
9.017.716.415.310.717.816.915.610.116.416.015.0

10.121.319.918.711.920.720.419.111.118.019.418.4
11.525.424.723.313.422.925.223.812.420.024.223.120.224.023.4
13.228.330.827.215.325.831.330.014.122.630.329.322.030.129.5
14.330.034.129.516.527.534.533.215.124.233.532.523.233.332.8
15.531.937.932.217.829.437.737.116.326.037.436.424.637.236.636.4
16.934.142.535.219.431.740.241.717.728.242.041.026.241.841.240.9
18.636.746.038.221.234.343.247.319.330.747.546.628.247.446.846.5
20.639.649.341.823.337.346.653.821.233.654.053.130.453.953.453.0
23.142.450.046.126.040.950.061.723.537.261.061.033.161.861.360.9
25.442.450.051.329.244.050.070.026.341.667.571.136.470.571.471.0
26.642.450.054.331.145.750.070.028.044.071.377.338.374.577.577.2

33.046.650.070.029.946.075.584.440.579.084.684.3
34.746.650.070.032.046.680.286.942.884.086.992.5

34.146.685.686.945.586.986.9102.3
109.0

0 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.0
1.2
1.51.6
1.81.9
2.22.22.71.9
2.62.63.12.2
3.03.03.52.63.73.02.2
3.53.54.03.14.23.52.7
4.04.04.53.64.74.03.25.04.53.63.0
4.64.65.04.25.24.63.85.35.14.23.6
5.25.25.64.85.75.34.55.65.74.84.2
5.75.96.35.66.15.95.26.06.35.64.95.26.14.9
6.26.67.06.36.66.76.16.57.16.35.85.66.85.8
6.77.57.97.27.17.66.96.98.07.26.76.07.76.76.48.17.15.9
7.38.58.68.27.78.67.97.58.78.27.76.68.77.76.89.18.17.0
8.09.79.39.38.49.89.18.19.49.48.97.19.98.87.310.39.38.1
8.810.39.910.89.210.710.68.810.210.810.37.811.310.28.011.010.79.5
9.611.110.712.010.211.712.39.611.112.512.08.613.012.08.711.912.411.2

10.411.811.513.411.012.813.810.412.114.714.29.514.714.19.513.014.513.3
10.512.412.514.412.013.915.411.413.216.716.410.615.816.810.614.317.216.0
10.613.113.415.513.215.217.412.614.418.018.211.717.219.311.815.820.819.5
10.613.214.316.414.516.719.214.015.519.620.413.218.821.613.317.525.622.5
10.613.214.316.615.718.120.915.716.921.223.114.920.824.515.319.530.126.0
10.613.214.316.615.718.621.416.717.722.124.716.021.926.216.520.631.827.8

13.214.316.615.718.621.417.718.523.026.017.223.128.117.821.933.729.9
14.316.615.718.621.418.519.423.127.118.524.330.319.123.335.832.4

15.718.621.419.020.323.127.120.025.532.620.524.938.035.1
19.020.723.127.120.526.932.821.926.838.038.4

20.527.432.823.428.638.042.2
25.129.538.044.0

0 to 850 to 8522 to 8512 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

2.61.7
3.42.41.0
4.43.31.94.13.52.41.1
5.64.53.01.75.34.63.52.1
7.26.14.53.17.06.25.03.56.05.94.02.8
9.58.36.65.19.28.47.25.58.28.06.04.6

11.511.59.78.012.511.610.38.511.411.28.97.59.98.77.9
13.216.714.612.815.316.915.313.214.116.413.712.114.913.412.5
14.320.818.516.516.520.919.216.915.120.417.515.718.817.116.1
15.525.223.521.817.825.324.122.316.325.022.820.923.822.521.420.8
16.930.328.527.019.430.429.127.417.728.227.726.426.227.526.726.3
18.636.735.533.921.234.336.234.319.330.734.733.228.234.433.633.0
20.639.646.041.823.337.346.644.621.233.645.043.430.444.743.843.2
23.142.450.046.126.040.950.056.523.537.256.855.733.156.656.055.6
25.442.450.051.329.244.050.067.626.341.667.566.836.467.767.166.7
26.642.450.054.331.145.750.070.028.044.071.373.738.374.574.073.6

33.046.650.070.029.946.075.581.940.579.082.181.7
34.746.650.070.032.046.680.286.942.884.086.990.7

34.146.685.686.945.586.986.9100.4
106.4

Standard number of 
parts of line

Standard number of 
parts of line

��(ﾟ)

Maximum load 
without pin

��(ﾟ)

Maximum load 
without pin

Bo
om

Boom
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1
1
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29

21.4 25.8
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33
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2
14

1
5

11
34

2
15

34.4

3
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1
6

2
16

3
18

38.7
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7

5
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3
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43.0
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20

1
8
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7
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47.4

1
9

7
24

51.7

1
10

1
11

60.056.0

8
25

1
1
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26

10
28

17.1

1
2

9
27

10
29

21.4 25.8

2
12

1
3

10
30
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2
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1
4
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31

11
33

30.1

2
14

1
5

11
34

2
15

34.4

3
17

1
6

2
16

3
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38.7

1
7

5
21

3
19

43.0

4
20

1
8

6
22

7
23

47.4

1
9

7
24

51.7

1
10

1
11

60.056.0

8
25

12.8*

12.8*

[H capacity]
Boom

Note: Counterweight 25 t, outrigger extension width 6.2 m　　* values are for with attachment, without jib.

Capacity block

Boom number

   Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  
26.0  
28.0  
30.0  
32.0  
34.0  
36.0  
38.0  
40.0  
42.0  
44.0  
46.0  

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

Unit: t

[G capacity]
Boom

Note: Counterweight 28 t, outrigger extension width 6.2 m　　* values are for with attachment, without jib.

Capacity block

Boom number

   Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  
26.0  
28.0  
30.0  
32.0  
34.0  
36.0  
38.0  
40.0  
42.0  
44.0  
46.0  
48.0  

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

Unit: t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)
0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 
46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 
46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
0 
0 

0 
46 
46 
46 
0 

0 
0 
46 
46 
46 

0 
0 
0 

46 
92 

92 
46 
46 
0 
0 

46 
46 
46 
46 
0 

0 
46 
46 
46 
46 

0 
0 
0 
92 
92 

92 
46 
46 
46 
0 

46 
46 
46 
46 
46 

0 
46 
46 
46 
92 

0 
0 
46 
92 
92 

92 
46 
46 
46 
46 

46 
46 
46 
46 
92 

0 
0 
92 
92 
92 

92 
92 
46 
46 
46 

92 
46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)
0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 
46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 
46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
0 
0 

0 
46 
46 
46 
0 
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46 
46 
46 

0 
0 
0 

46 
92 

92 
46 
46 
0 
0 

46 
46 
46 
46 
0 

0 
46 
46 
46 
46 

0 
0 
0 
92 
92 

92 
46 
46 
46 
0 

46 
46 
46 
46 
46 

0 
46 
46 
46 
92 

0 
0 
46 
92 
92 

92 
46 
46 
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46 
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46 
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92 

92 
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46 
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92 
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92 
92 
92 
46 
46 

46 
92 
92 
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46 

0 
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92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

28 to 8517 to 850 to 8512 to 850 to 850 to 8516 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.2
1.01.01.5
1.31.31.81.02.01.4
1.71.72.21.32.41.7
2.12.12.61.72.92.21.43.22.71.81.2
2.62.63.12.23.32.71.83.73.12.21.6
3.13.13.62.83.93.22.44.23.72.72.1
3.73.74.23.44.53.83.04.84.33.42.74.84.02.7
4.44.44.94.05.14.53.75.45.04.13.45.54.73.4
5.25.25.64.85.95.34.56.15.74.94.26.05.44.26.35.84.83.4
6.06.06.45.76.76.15.57.06.55.75.26.66.25.16.86.65.74.3
7.07.07.46.77.77.16.58.07.56.76.27.17.26.27.37.66.65.3
8.18.18.67.88.98.37.68.88.77.97.47.88.47.38.08.87.86.6
9.59.510.09.210.29.79.09.610.19.38.88.69.88.78.710.29.28.0

10.411.311.510.911.011.510.810.411.911.110.59.511.610.59.512.010.99.7
10.512.412.513.112.013.813.011.413.213.312.710.613.812.710.614.213.111.9
10.613.113.415.513.215.216.012.614.416.215.611.716.715.611.815.816.014.7
10.613.214.316.414.516.719.214.015.519.619.613.218.819.513.317.520.018.6
10.613.214.316.615.718.120.915.716.921.223.114.920.824.515.319.525.824.3
10.613.214.316.615.718.621.416.717.722.124.716.021.926.216.520.629.827.8

13.214.316.615.718.621.417.718.523.026.017.223.128.117.821.933.729.9
14.316.615.718.621.418.519.423.127.118.524.330.319.123.335.832.4

15.718.621.419.020.323.127.120.025.532.620.524.938.035.1
19.020.723.127.120.526.932.821.926.838.038.4

20.527.432.823.428.638.042.2
25.129.538.044.0

0 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

6.16.45.23.8
6.77.56.35.0
7.38.87.66.49.08.98.06.9
8.110.49.28.19.810.69.68.5
9.012.511.310.110.712.611.710.510.112.410.89.8

10.115.314.012.811.915.414.413.111.115.113.512.4
11.519.117.716.413.419.218.116.812.418.917.116.017.916.916.3
13.224.623.121.715.324.723.622.114.122.622.421.322.022.221.6
14.328.426.825.416.527.527.325.815.124.226.124.923.225.925.2
15.531.931.630.117.829.432.130.516.326.030.929.624.630.629.929.6
16.934.138.035.219.431.738.636.917.728.237.235.926.237.036.335.8
18.636.744.238.221.234.343.243.319.330.743.542.528.243.442.842.4
20.639.649.341.823.337.346.649.921.233.650.249.230.450.049.449.0
23.142.450.046.126.040.950.058.323.537.258.657.633.158.457.957.5
25.442.450.051.329.244.050.068.826.341.667.568.236.468.968.468.1
26.642.450.054.331.145.750.070.028.044.071.374.338.374.574.574.1

33.046.650.070.029.946.075.581.340.579.081.581.2
34.746.650.070.032.046.680.286.942.884.086.989.4

34.146.685.686.945.586.986.999.1
105.8

34 to 8526 to 8517 to 8523 to 850 to 8515 to 8514 to 850 to 850 to 850 to 8514 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.1
1.41.6

1.31.31.82.01.3
1.71.72.21.32.41.72.72.21.3
2.12.12.61.72.82.21.33.22.61.71.1
2.62.63.12.23.42.71.93.73.22.21.6
3.23.23.72.84.03.32.44.33.72.82.24.33.42.2
3.83.84.33.44.63.93.14.94.43.52.84.94.12.8
4.64.65.04.25.34.73.95.55.14.23.65.64.83.55.75.24.12.7
5.45.45.85.16.15.54.86.35.95.14.56.45.64.46.56.05.03.6
6.36.36.76.07.06.45.87.36.86.05.57.16.55.57.36.95.94.6
7.47.47.87.18.17.66.98.48.07.16.67.87.66.68.08.07.05.8
8.78.79.18.49.58.98.29.69.38.58.08.69.07.98.79.48.37.1

10.310.310.810.011.010.69.910.411.010.19.69.510.69.59.511.010.08.8
10.512.412.512.112.012.712.011.413.112.211.710.612.811.610.613.212.110.8
10.613.113.414.813.215.214.712.614.415.014.411.715.514.411.815.814.813.5
10.613.214.316.414.516.718.514.015.518.818.213.218.818.113.317.518.617.2
10.613.214.316.615.718.120.915.716.921.223.114.920.823.515.319.524.022.6
10.613.214.316.615.718.621.416.717.722.124.716.021.926.216.520.627.826.3

13.214.316.615.718.621.417.718.523.026.017.223.128.117.821.932.729.9
14.316.615.718.621.418.519.423.127.118.524.330.319.123.335.832.4

15.718.621.419.020.323.127.120.025.532.620.524.938.035.1
19.020.723.127.120.526.932.821.926.838.038.4

20.527.432.823.428.638.042.2
25.129.538.044.0

0 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

6.17.15.94.6
6.78.27.05.8
7.39.68.47.39.09.88.97.7
8.111.410.19.09.811.510.69.4
9.013.612.311.110.713.712.711.510.113.411.910.9

10.116.515.214.011.916.615.614.311.116.314.713.6
11.520.519.117.913.420.619.618.212.420.018.517.519.318.417.8
13.226.324.823.515.325.825.323.814.122.624.223.022.024.023.3
14.330.028.827.416.527.529.327.715.124.228.126.923.227.927.2
15.531.933.932.217.829.434.432.816.326.033.131.924.632.932.231.9
16.934.139.635.219.431.740.138.717.728.239.038.026.238.838.338.0
18.636.745.038.221.234.343.244.119.330.744.443.428.244.243.743.3
20.639.649.341.823.337.346.650.821.233.651.150.130.450.950.450.0
23.142.450.046.126.040.950.059.323.537.259.658.633.159.458.958.5
25.442.450.051.329.244.050.069.526.341.667.568.836.469.669.168.7
26.642.450.054.331.145.750.070.028.044.071.374.938.374.575.274.8

33.046.650.070.029.946.075.582.040.579.082.281.8
34.746.650.070.032.046.680.286.942.884.086.990.1

34.146.685.686.945.586.986.999.8
106.5

Standard number of 
parts of line

Standard number of 
parts of line

��(ﾟ)

Maximum load 
without pin

��(ﾟ)

Maximum load 
without pin

Boom
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1
1

9
26

10
28

17.1

1
2

9
27

10
29

21.4 25.8

2
12

1
3

10
30

11
32

2
13

1
4

10
31

11
33

30.1

2
14

1
5

11
34

2
15

34.4

3
17

1
6

2
16

3
18

38.7

1
7

5
21

3
19

43.0

4
20

1
8

6
22

7
23

47.4

1
9

7
24

51.7

1
10

1
11

60.056.0

8
25

1
1

9
26

10
28

17.1

1
2

9
27

10
29

21.4 25.8

2
12

1
3

10
30

11
32

2
13

1
4

10
31

11
33

30.1

2
14

1
5

11
34

2
15

34.4

3
17

1
6

2
16

3
18

38.7

1
7

5
21

3
19

43.0

4
20

1
8

6
22

7
23

47.4

1
9

7
24

51.7

1
10

1
11

60.056.0

8
25

Note: Counterweight 15 t, outrigger extension width 6.2 m　　* values are for with attachment, without jib.

[I capacity]
Boom

[J capacity]
Boom

Note: Counterweight 6 t, outrigger extension width 6.2 m　　* values are for with attachment, without jib.

Capacity block

Boom number

 Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  
26.0  
28.0  
30.0  
32.0  
34.0  
36.0  
38.0  
40.0  

Capacity block

Boom number

   Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  
26.0  
28.0  
30.0  
32.0  

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

12.8*

12.8*

Unit: t

Unit: t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)
0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 

46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 
46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
0 
0 

0 
46 
46 
46 
0 

0 
0 
46 
46 
46 

0 
0 
0 
46 
92 

92 
46 
46 
0 
0 

46 
46 
46 
46 
0 

0 
46 
46 
46 
46 

0 
0 
0 
92 
92 

92 
46 
46 
46 
0 

46 
46 
46 
46 
46 

0 
46 
46 
46 
92 

0 
0 
46 
92 
92 

92 
46 
46 
46 
46 

46 
46 
46 
46 
92 

0 
0 
92 
92 
92 

92 
92 
46 
46 
46 

92 
46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)
0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 

46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 
46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
0 
0 

0 
46 
46 
46 
0 

0 
0 
46 
46 
46 

0 
0 
0 
46 
92 

92 
46 
46 
0 
0 

46 
46 
46 
46 
0 

0 
46 
46 
46 
46 

0 
0 
0 
92 
92 

92 
46 
46 
46 
0 

46 
46 
46 
46 
46 

0 
46 
46 
46 
92 

0 
0 
46 
92 
92 

92 
46 
46 
46 
46 

46 
46 
46 
46 
92 

0 
0 
92 
92 
92 

92 
92 
46 
46 
46 

92 
46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

48 to 8544 to 850 to 8542 to 8511 to 8528 to 8539 to 850 to 8513 to 8523 to 8533 to 850 to 850 to 8518 to 850 to 850 to 850 to 8511 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.2
1.01.21.61.1
1.41.71.02.01.5

1.41.41.91.02.21.52.51.91.02.51.6
1.91.92.41.52.72.01.23.02.51.53.12.1
2.52.53.02.13.32.61.83.73.12.11.53.72.71.53.83.32.1
3.23.23.72.84.13.42.54.33.92.92.24.43.52.24.54.02.81.3
4.14.14.53.74.84.23.45.14.73.73.15.24.33.05.24.73.62.1
5.05.05.44.65.85.24.46.05.64.74.16.15.24.06.15.64.63.1
6.16.16.55.76.96.35.67.16.75.85.37.26.35.27.26.75.74.3
7.47.47.87.08.27.66.98.58.07.26.68.67.76.68.68.17.05.8
9.19.19.58.710.09.48.610.39.88.98.310.39.48.310.49.88.77.5

10.611.311.710.912.311.610.912.612.111.110.611.711.710.511.812.110.99.6
10.613.214.313.914.514.713.914.015.214.213.613.214.813.513.315.214.012.6
10.613.214.316.615.718.118.415.716.918.718.014.919.317.915.319.518.417.0
10.613.214.316.615.718.621.416.717.721.721.116.021.921.016.520.621.520.0

13.214.316.615.718.621.417.718.523.025.017.223.124.917.821.925.423.8
14.316.615.718.621.418.519.423.127.118.524.330.219.123.330.729.0

15.718.621.419.020.323.127.120.025.532.620.524.938.035.1
19.020.723.127.120.526.932.821.926.838.038.4

20.527.432.823.428.638.042.2
25.129.538.044.0

0 to 850 to 8513 to 8533 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

2.61.7
3.42.41.0
4.43.31.94.13.52.41.1
5.64.53.01.75.34.63.52.1
7.26.14.53.16.96.25.03.56.05.94.02.8
9.08.06.65.18.78.17.15.57.97.86.04.6

11.510.49.07.811.210.59.58.110.310.28.57.49.28.37.7
13.214.012.511.214.814.113.011.513.913.811.910.712.711.611.0
14.316.514.913.516.516.615.413.915.116.214.213.015.114.013.3
15.519.618.016.517.819.718.516.916.319.417.216.018.217.016.316.0
16.923.922.120.519.424.022.720.917.723.621.319.922.421.020.319.9
18.629.827.926.221.230.028.526.619.329.627.025.628.226.725.925.4
20.638.936.734.823.337.337.435.321.233.635.734.130.435.434.533.9
23.142.450.046.126.040.950.049.823.537.250.448.433.150.048.948.1
25.442.450.051.329.244.050.062.326.341.662.661.536.462.461.861.3
26.642.450.054.331.145.750.068.928.044.069.268.138.369.068.467.9

33.046.650.070.029.946.075.576.040.576.876.375.8
34.746.650.070.032.046.680.285.042.884.085.284.8

34.146.685.686.945.586.986.994.5
101.2

61 to 8558 to 8547 to 8556 to 8539 to 8545 to 8553 to 8523 to 8532 to 8543 to 8548 to 850 to 8525 to 8541 to 850 to 850 to 8521 to 8538 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.11.1
1.21.51.01.61.71.2

1.31.81.12.11.62.11.22.21.7
1.41.41.91.12.41.72.72.21.32.81.82.82.31.1
2.12.12.61.83.22.51.73.53.02.01.43.62.61.43.63.01.9
3.03.03.52.64.23.52.74.53.93.02.44.63.52.34.64.02.81.4
4.24.24.73.85.44.73.95.75.24.23.55.84.73.45.95.24.02.5
5.75.76.25.27.06.35.47.36.85.75.17.36.35.07.46.85.54.0
7.77.78.37.38.88.27.49.18.67.77.19.28.27.19.28.77.56.0

10.210.210.79.811.310.79.911.711.110.29.611.710.79.511.711.19.98.6
10.613.214.113.215.014.213.415.314.713.713.114.914.313.015.314.713.512.0
10.613.214.315.615.716.715.816.717.216.115.516.016.815.416.517.215.914.4

13.214.316.615.718.619.017.718.519.318.617.219.918.517.820.419.017.4
14.316.615.718.621.418.519.423.122.818.524.222.719.123.323.221.5

15.718.621.419.020.323.127.120.025.528.520.524.929.227.3
19.020.723.127.120.526.932.821.926.838.036.0

20.527.432.823.428.638.042.2
25.129.538.044.0

0 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

5.04.22.71.4
5.95.13.72.3
7.06.14.93.56.86.35.44.0
8.17.56.24.98.27.66.75.4
9.09.27.96.89.99.38.37.19.19.07.56.4

10.111.410.18.911.911.510.59.211.111.39.68.6
11.514.513.111.913.414.613.612.212.414.312.511.413.312.411.8
13.219.017.516.115.319.118.016.514.118.816.815.717.716.616.0
14.322.120.519.116.522.221.019.415.121.819.818.620.719.618.9
15.526.024.422.917.826.124.923.316.325.823.622.424.623.422.722.4
16.931.429.628.019.431.530.228.417.728.228.827.426.228.527.827.4
18.636.736.935.221.234.337.635.619.330.736.034.628.235.835.034.5
20.639.647.741.823.337.346.646.621.233.647.045.430.446.745.845.2
23.142.450.046.126.040.950.055.023.537.255.354.233.155.154.554.1
25.442.450.051.329.244.050.065.826.341.666.165.036.465.965.364.9
26.642.450.054.331.145.750.070.028.044.071.371.838.372.772.171.6

33.046.650.070.029.946.075.579.040.579.079.378.9
34.746.650.070.032.046.680.286.942.884.086.987.1

34.146.685.686.945.586.986.996.8
103.5

Standard number of 
parts of line

Standard number of 
parts of line

��(ﾟ)

Maximum load 
without pin

��(ﾟ)

Maximum load 
without pin

Bo
om

Boom
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1
1

9
26

10
28

17.1

1
2

9
27

10
29

21.4 25.8

2
12

1
3

10
30

11
32

2
13

1
4

10
31

11
33

30.1

2
14

1
5

11
34

2
15

34.4

3
17

1
6

2
16

3
18

38.7

1
7

5
21

3
19

43.0

4
20

1
8

6
22

7
23

47.4

1
9

7
24

51.7

1
10

1
11

60.056.0

8
25

1
1

9
26

10
28

17.1

1
2

9
27

10
29

21.4 25.8

2
12

1
3

10
30

11
32

2
13

1
4

10
31

11
33

30.1

2
14

1
5

11
34

2
15

34.4

3
17

1
6

2
16

3
18

38.7

1
7

5
21

3
19

43.0

4
20

1
8

6
22

7
23

47.4

1
9

7
24

51.7

1
10

1
11

60.056.0

8
25

12.8*

12.8*

[L capacity]
Boom

Note: Counterweight 28 t, outrigger extension width 5.0 m　　* values are for with attachment, without jib.

Capacity block

Boom number

   Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  
26.0  
28.0  
30.0  
32.0  
34.0  
36.0  
38.0  
40.0  
42.0  
44.0  

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

Unit: t

[K capacity]
Boom

Note: Counterweight 0, outrigger extension width 7.5 m OR counterweight 0, outrigger extension width 6.2 m　　* values are for with attachment, without jib.

Capacity block

Boom number

   Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

Unit: t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)
0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 
46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 
46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
0 
0 

0 
46 
46 
46 
0 

0 
0 
46 
46 
46 

0 
0 
0 

46 
92 

92 
46 
46 
0 
0 

46 
46 
46 
46 
0 

0 
46 
46 
46 
46 

0 
0 
0 
92 
92 

92 
46 
46 
46 
0 

46 
46 
46 
46 
46 

0 
46 
46 
46 
92 

0 
0 
46 
92 
92 

92 
46 
46 
46 
46 

46 
46 
46 
46 
92 

0 
0 
92 
92 
92 

92 
92 
46 
46 
46 

92 
46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)
0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 
46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 
46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
0 
0 

0 
46 
46 
46 
0 

0 
0 
46 
46 
46 

0 
0 
0 

46 
92 

92 
46 
46 
0 
0 

46 
46 
46 
46 
0 

0 
46 
46 
46 
46 

0 
0 
0 
92 
92 

92 
46 
46 
46 
0 

46 
46 
46 
46 
46 

0 
46 
46 
46 
92 

0 
0 
46 
92 
92 

92 
46 
46 
46 
46 

46 
46 
46 
46 
92 

0 
0 
92 
92 
92 

92 
92 
46 
46 
46 

92 
46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

69 to 8566 to 8559 to 8565 to 8551 to 8557 to 8563 to 8540 to 8545 to 8555 to 8559 to 8524 to 8541 to 8552 to 8522 to 8519 to 8539 to 8550 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.21.21.3
1.61.91.31.92.01.4

1.21.72.51.72.82.21.22.91.82.92.31.0
2.22.22.71.83.62.82.04.03.42.31.64.02.91.54.13.42.1
3.73.64.23.25.34.43.55.65.03.83.15.74.53.05.75.03.62.0
5.75.76.35.27.76.75.78.07.36.15.38.16.85.28.27.45.84.0
9.19.19.88.511.510.59.311.911.19.78.911.910.58.712.011.29.47.4

10.611.712.411.113.612.912.014.013.412.311.614.012.911.414.113.412.110.0
13.214.314.215.715.514.616.616.014.914.216.715.514.116.816.014.613.0

14.316.615.718.618.018.519.418.417.618.519.117.519.119.618.116.4
15.718.621.419.020.323.122.520.024.022.320.524.623.021.1

19.020.723.127.120.526.929.621.926.830.328.2
20.527.432.823.428.638.040.3

25.129.538.044.0

0 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

6.15.33.92.6
6.76.25.03.6
7.37.46.24.98.17.56.75.4
8.18.87.66.59.58.98.16.9
9.010.69.48.310.710.79.88.610.110.59.08.0

10.113.011.710.611.913.112.210.911.112.811.210.3
11.516.214.913.713.416.315.314.012.416.014.313.315.114.213.6
13.220.719.318.115.320.819.818.414.120.518.717.619.518.517.9
14.323.822.321.016.523.922.821.415.123.621.720.622.621.520.9
15.527.726.224.817.827.826.725.216.326.025.524.324.625.324.624.3
16.932.831.229.819.431.731.730.117.728.230.429.226.230.229.529.2
18.636.738.036.521.234.338.636.819.330.737.235.928.237.036.335.8
20.639.647.441.823.337.346.646.521.233.646.745.630.446.645.945.4
23.142.450.046.126.040.950.054.623.537.254.853.833.154.754.153.6
25.442.450.051.329.244.050.064.426.341.664.663.736.464.563.963.6
26.642.450.054.331.145.750.070.028.044.070.669.638.370.469.969.5

33.046.650.070.029.946.075.576.640.577.376.876.4
34.746.650.070.032.046.680.284.742.884.085.084.6

34.146.685.686.945.586.986.994.3
101.1

22 to 8516 to 8536 to 8546 to 850 to 8521 to 8522 to 8530 to 850 to 850 to 8521 to 8513 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

1.1
1.71.5
2.61.52.41.7
3.82.61.13.52.81.62.52.5
5.44.22.51.05.14.33.11.44.14.01.9
7.86.54.63.07.56.65.23.46.36.23.92.44.93.62.8

11.710.18.06.211.310.38.76.610.09.87.15.58.36.85.9
13.812.610.78.713.512.711.49.212.512.49.77.911.09.38.3
15.515.213.612.116.115.314.112.515.115.012.811.413.812.611.811.3
16.918.717.015.419.418.817.515.817.718.416.214.817.215.915.114.7
18.623.721.720.021.223.822.320.519.323.420.919.422.020.519.719.2
20.631.128.927.023.331.229.627.521.230.827.926.329.227.626.726.1
23.142.441.138.926.040.942.039.423.537.239.938.033.139.538.537.7
25.442.450.051.329.244.050.059.726.341.660.058.936.459.759.158.7
26.642.450.054.331.145.750.066.228.044.066.565.438.366.365.765.2

33.046.650.070.029.946.074.373.240.574.073.573.0
34.746.650.070.032.046.680.282.542.883.382.882.3

34.146.685.686.945.586.986.992.8
99.5

41 to 8535 to 8514 to 8533 to 8515 to 8528 to 850 to 850 to 850 to 8514 to 8517 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.0
1.11.3

1.01.01.51.71.02.01.5
1.41.41.91.02.11.42.41.91.0
1.81.82.31.52.51.91.12.92.31.4
2.42.32.82.03.12.41.63.42.91.91.33.52.51.3
2.92.93.42.53.73.02.24.03.52.51.94.13.11.9
3.63.64.13.24.43.72.94.64.23.22.64.73.82.54.84.33.11.7
4.44.44.84.05.14.53.75.34.94.03.45.44.63.35.55.03.92.5
5.35.35.74.95.95.44.66.25.74.94.36.25.44.26.35.84.83.4
6.26.26.65.96.96.35.77.26.75.95.47.26.45.37.36.85.84.4
7.47.47.87.08.17.56.88.47.97.16.68.47.66.58.58.07.05.7
8.88.89.28.59.69.08.39.89.48.58.09.59.08.09.59.48.47.2

10.510.611.010.211.410.810.111.411.210.49.810.610.99.810.611.210.29.0
10.612.913.312.513.213.212.512.613.612.712.211.713.212.111.813.612.511.3
10.613.214.315.714.516.415.714.015.515.915.313.216.415.313.316.815.714.4
10.613.214.316.615.718.120.215.716.920.419.814.920.819.815.319.520.218.8
10.613.214.316.615.718.621.416.717.722.122.916.021.922.816.520.623.321.9

13.214.316.615.718.621.417.718.523.026.017.223.126.717.821.927.225.7
14.316.615.718.621.418.519.423.127.118.524.330.319.123.332.230.6

15.718.621.419.020.323.127.120.025.532.620.524.938.035.1
19.020.723.127.120.526.932.821.926.838.038.4

20.527.432.823.428.638.042.2
25.129.538.044.0

Standard number of 
parts of line

Standard number of 
parts of line

��(ﾟ)

Maximum load 
without pin

��(ﾟ)

Maximum load 
without pin

Boom
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1
1

9
26

10
28

17.1

1
2

9
27

10
29

21.4 25.8

2
12

1
3

10
30

11
32

2
13

1
4

10
31

11
33

30.1

2
14

1
5

11
34

2
15

34.4

3
17

1
6

2
16

3
18

38.7

1
7

5
21

3
19

43.0

4
20

1
8

6
22

7
23

47.4

1
9

7
24

51.7

1
10

1
11

60.056.0

8
25

1
1

9
26

10
28

17.1

1
2

9
27

10
29

21.4 25.8

2
12

1
3

10
30

11
32

2
13

1
4

10
31

11
33

30.1

2
14

1
5

11
34

2
15

34.4

3
17

1
6

2
16

3
18

38.7

1
7

5
21

3
19

43.0

4
20

1
8

6
22

7
23

47.4

1
9

7
24

51.7

1
10

1
11

60.056.0

8
25

Note: Counterweight 25 t, outrigger extension width 5.0 m　　* values are for with attachment, without jib.

[M capacity]
Boom

[N capacity]
Boom

Note: Counterweight 15 t, outrigger extension width 5.0 m　　* values are for with attachment, without jib.

Capacity block

Boom number

 Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  
26.0  
28.0  
30.0  
32.0  
34.0  
36.0  
38.0  
40.0  

Capacity block

Boom number

   Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  
26.0  
28.0  
30.0  
32.0  
34.0  

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

12.8*

12.8*

Unit: t

Unit: t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)
0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 

46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 
46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
0 
0 

0 
46 
46 
46 
0 

0 
0 
46 
46 
46 

0 
0 
0 
46 
92 

92 
46 
46 
0 
0 

46 
46 
46 
46 
0 

0 
46 
46 
46 
46 

0 
0 
0 
92 
92 

92 
46 
46 
46 
0 

46 
46 
46 
46 
46 

0 
46 
46 
46 
92 

0 
0 
46 
92 
92 

92 
46 
46 
46 
46 

46 
46 
46 
46 
92 

0 
0 
92 
92 
92 

92 
92 
46 
46 
46 

92 
46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)
0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 

46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 
46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
0 
0 

0 
46 
46 
46 
0 

0 
0 
46 
46 
46 

0 
0 
0 
46 
92 

92 
46 
46 
0 
0 

46 
46 
46 
46 
0 

0 
46 
46 
46 
46 

0 
0 
0 
92 
92 

92 
46 
46 
46 
0 

46 
46 
46 
46 
46 

0 
46 
46 
46 
92 

0 
0 
46 
92 
92 

92 
46 
46 
46 
46 

46 
46 
46 
46 
92 

0 
0 
92 
92 
92 

92 
92 
46 
46 
46 

92 
46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

45 to 8540 to 8524 to 8538 to 8515 to 8520 to 8534 to 850 to 850 to 8511 to 8526 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.01.21.61.1
1.41.61.02.01.4

1.41.41.91.02.11.42.41.9
1.91.82.31.52.61.91.12.92.41.43.02.0
2.42.42.92.03.12.51.63.52.92.01.43.52.61.3
3.03.03.52.63.83.12.34.13.62.62.04.23.22.04.33.72.51.2
3.83.84.33.44.53.93.04.84.33.42.74.84.02.74.94.43.31.9
4.64.65.14.25.34.73.95.65.14.23.65.64.83.65.75.24.12.7
5.65.66.05.26.25.75.06.56.15.34.66.65.74.66.66.15.13.7
6.66.67.16.37.46.86.17.67.26.45.97.76.85.87.77.26.24.9
8.08.08.47.78.88.27.59.08.67.77.29.18.27.29.18.67.66.4
9.79.710.19.310.59.99.210.810.39.48.910.69.98.810.610.39.38.1

10.611.812.311.512.812.111.412.612.611.711.111.712.211.111.812.611.510.2
10.613.214.314.414.515.214.414.015.514.714.113.215.214.013.315.614.513.2
10.613.214.316.615.718.118.715.716.919.018.414.919.518.315.319.518.717.4
10.613.214.316.615.718.621.416.717.721.821.216.021.921.116.520.621.620.2

13.214.316.615.718.621.417.718.523.024.917.223.124.817.821.925.323.8
14.316.615.718.621.418.519.423.127.118.524.329.519.123.330.028.5

15.718.621.419.020.323.127.120.025.532.620.524.936.634.9
19.020.723.127.120.526.932.821.926.838.038.4

20.527.432.823.428.638.042.2
25.129.538.044.0

0 to 850 to 850 to 8527 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

3.52.51.1
4.33.31.9
5.24.32.91.55.04.53.42.0
6.35.44.12.76.15.64.63.2
7.76.85.64.27.56.96.04.66.76.75.13.9
9.58.67.36.29.38.77.86.58.58.46.85.7

11.511.09.78.511.811.110.18.810.910.89.28.19.99.08.4
13.214.513.111.815.314.613.512.114.114.312.511.413.312.311.7
14.316.815.414.116.516.915.814.415.116.614.713.615.614.513.9
15.519.818.316.917.819.918.717.216.319.617.616.418.517.416.716.4
16.923.722.020.619.423.822.621.017.723.421.320.122.321.120.420.0
18.628.927.225.721.229.027.826.119.328.726.425.127.526.225.525.0
20.636.634.733.023.336.735.333.421.233.633.832.430.433.532.832.2
23.142.446.444.626.040.947.145.023.537.245.443.833.145.144.243.6
25.442.450.051.329.244.050.060.026.341.660.359.236.460.159.559.1
26.642.450.054.331.145.750.066.528.044.066.765.738.366.666.065.5

33.046.650.070.029.946.073.872.940.573.673.172.7
34.746.650.070.032.046.680.280.942.881.781.280.8

34.146.685.686.945.586.986.990.3
97.0

58 to 8554 to 8543 to 8552 to 8533 to 8541 to 8548 to 8511 to 8525 to 8538 to 8544 to 850 to 8514 to 8536 to 850 to 850 to 8523 to 8533 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.01.31.4
1.21.41.81.21.8

1.21.72.01.32.31.82.31.42.51.9
1.81.82.31.42.61.91.12.92.41.43.02.03.12.51.3
2.52.53.02.13.32.61.83.63.12.11.53.72.71.43.83.22.0
3.33.33.82.94.13.42.64.43.92.92.34.43.52.24.54.02.81.3
4.34.34.73.95.04.53.65.34.94.03.35.44.53.25.44.93.82.3
5.45.45.85.16.25.64.96.46.05.14.56.55.64.56.56.05.03.5
6.76.77.26.47.67.06.37.97.46.56.07.97.05.97.97.46.45.1
8.58.58.98.29.48.88.19.79.28.37.89.78.87.79.89.28.16.9

10.610.911.310.511.911.210.512.211.710.710.212.211.310.112.311.710.69.2
10.613.214.313.815.414.713.915.715.214.213.614.914.713.515.315.214.012.6
10.613.214.316.115.717.116.216.717.516.515.916.017.115.816.517.516.314.9

13.214.316.615.718.619.217.718.519.518.817.220.118.717.820.519.217.8
14.316.615.718.621.418.519.423.122.718.524.022.619.123.323.121.5

15.718.621.419.020.323.127.120.025.527.820.524.928.326.7
19.020.723.127.120.526.932.821.926.835.934.1

20.527.432.823.428.638.042.2
25.129.538.044.0

0 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

5.54.73.31.9
6.45.64.32.9
7.36.75.54.17.36.85.94.6
8.18.06.85.68.78.17.26.0
9.09.78.57.410.49.88.97.79.69.68.17.1

10.112.010.79.511.912.111.19.911.111.810.29.2
11.515.013.612.413.415.114.112.812.414.813.112.113.812.912.4
13.219.217.816.615.319.318.316.914.119.017.216.118.117.016.4
14.322.120.719.416.522.221.219.715.121.920.018.920.919.819.2
15.525.824.322.917.825.924.823.316.325.623.622.424.523.422.722.5
16.930.629.027.619.430.729.527.917.728.228.327.026.228.027.427.0
18.636.735.433.921.234.336.034.319.330.734.633.328.234.433.733.2
20.639.644.741.823.337.345.443.521.233.643.942.430.443.642.842.3
23.142.450.046.126.040.950.053.523.537.253.752.733.153.653.052.6
25.442.450.051.329.244.050.063.626.341.663.862.936.463.763.262.8
26.642.450.054.331.145.750.069.528.044.069.868.838.369.669.168.7

33.046.650.070.029.946.075.575.740.576.576.075.6
34.746.650.070.032.046.680.283.842.884.084.183.7

34.146.685.686.945.586.986.993.4
100.1

Standard number of 
parts of line

Standard number of 
parts of line

��(ﾟ)

Maximum load 
without pin

��(ﾟ)

Maximum load 
without pin

Bo
om

Boom
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8
25

12.8*

12.8*

[P capacity]
Boom

Note: Counterweight 0 t, outrigger extension width 5.0 m　　* values are for with attachment, without jib.

Capacity block

Boom number

   Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

Unit: t

[O capacity]
Boom

Note: Counterweight 6 t, outrigger extension width 5.0 m　　* values are for with attachment, without jib.

Capacity block

Boom number

   Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  
26.0  
28.0  

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

Unit: t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)
0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 
46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 
46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
0 
0 

0 
46 
46 
46 
0 

0 
0 
46 
46 
46 

0 
0 
0 

46 
92 

92 
46 
46 
0 
0 

46 
46 
46 
46 
0 

0 
46 
46 
46 
46 

0 
0 
0 
92 
92 

92 
46 
46 
46 
0 

46 
46 
46 
46 
46 

0 
46 
46 
46 
92 

0 
0 
46 
92 
92 

92 
46 
46 
46 
46 

46 
46 
46 
46 
92 

0 
0 
92 
92 
92 

92 
92 
46 
46 
46 

92 
46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)
0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 
46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 
46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
0 
0 

0 
46 
46 
46 
0 

0 
0 
46 
46 
46 

0 
0 
0 

46 
92 

92 
46 
46 
0 
0 

46 
46 
46 
46 
0 

0 
46 
46 
46 
46 

0 
0 
0 
92 
92 

92 
46 
46 
46 
0 

46 
46 
46 
46 
46 

0 
46 
46 
46 
92 

0 
0 
46 
92 
92 

92 
46 
46 
46 
46 

46 
46 
46 
46 
92 

0 
0 
92 
92 
92 

92 
92 
46 
46 
46 

92 
46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

68 to 8565 to 8557 to 8564 to 8549 to 8556 to 8562 to 8539 to 8544 to 8553 to 8558 to 8521 to 8540 to 8551 to 8522 to 8515 to 8538 to 8548 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.21.21.3
1.41.71.21.81.91.3

1.72.12.41.92.51.52.51.9
2.52.92.23.22.71.73.32.33.42.71.5

3.03.03.52.53.93.22.34.13.72.62.04.23.31.94.23.72.5
4.24.24.63.75.04.43.55.34.83.93.25.34.43.15.44.83.72.2
5.55.56.05.26.45.85.16.76.25.44.86.85.94.76.86.35.23.7
7.47.47.87.08.47.77.08.78.27.36.78.77.86.68.88.27.15.8

10.010.010.59.611.210.59.711.510.910.09.411.510.59.311.611.09.88.4
10.611.812.311.413.012.311.513.412.811.811.213.412.411.113.512.811.610.2

13.214.313.615.414.713.815.815.214.113.515.814.713.415.815.213.912.4
14.316.515.717.816.918.518.317.216.518.517.816.419.018.316.915.4

15.718.621.019.020.321.320.620.022.020.520.522.521.019.4
19.020.723.126.520.526.926.421.926.827.025.2

20.527.432.823.428.636.434.3
25.129.538.044.0

21 to 8536 to 8547 to 8556 to 850 to 8512 to 8533 to 8543 to 850 to 850 to 8523 to 8535 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

1.51.3
2.31.32.11.4
3.32.33.12.41.32.12.1
4.53.62.04.33.72.53.43.41.4
6.15.13.75.95.24.32.75.05.03.11.83.92.82.1
8.47.46.04.68.17.56.45.07.37.25.44.16.15.14.4
9.98.97.46.19.79.07.96.58.88.66.85.77.66.55.9

11.910.89.27.911.610.99.78.210.710.58.67.49.58.37.77.4
14.413.311.710.214.113.412.210.613.113.010.99.711.910.710.09.6
17.916.714.913.417.616.815.513.816.516.414.212.815.213.913.212.7
20.621.619.718.022.621.720.318.421.221.318.817.419.918.517.717.2
23.129.327.125.326.029.427.825.723.528.926.224.527.425.824.924.3
25.442.440.638.329.243.341.438.826.341.639.437.436.439.037.937.1
26.642.450.049.731.145.750.050.328.044.050.948.638.350.449.248.3

33.046.650.066.729.946.067.065.940.566.866.265.7
34.746.650.070.032.046.675.974.842.875.775.174.6

34.146.685.685.445.586.285.785.3
91.9

74 to 8572 to 8566 to 8571 to 8560 to 8565 to 8569 to 8551 to 8556 to 8563 to 8566 to 8540 to 8552 to 8561 to 8532 to 8538 to 8550 to 8560 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.01.1
1.71.71.81.2

2.12.51.92.51.52.62.0
2.73.23.53.03.52.53.63.01.7
3.94.43.84.74.23.24.73.84.84.23.0

5.05.05.44.66.05.34.66.35.84.94.36.35.44.26.45.84.73.2
7.17.17.66.78.37.66.88.68.07.16.58.67.66.48.78.16.95.5
8.58.59.08.19.89.18.310.19.68.68.010.29.17.910.29.68.36.9

10.410.99.911.811.010.212.111.510.59.812.111.19.712.211.510.28.8
13.312.314.313.512.614.614.012.912.314.713.612.214.714.012.711.1

15.716.916.018.117.516.315.618.217.015.518.217.516.014.4
19.020.721.220.420.521.920.321.922.520.919.1

20.527.427.823.428.628.526.5
25.129.538.039.7

0 to 859 to 8535 to 8545 to 850 to 850 to 850 to 8528 to 850 to 850 to 850 to 855 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

1.6
2.31.3
3.12.02.92.21.1
4.03.01.53.83.22.0
5.14.22.71.34.94.33.21.84.14.12.21.0
6.65.64.32.86.35.74.83.35.55.53.72.4
8.57.56.24.98.37.66.65.37.47.45.74.46.45.54.8

11.310.38.87.611.010.49.37.910.210.18.27.29.18.07.4
13.212.110.69.312.912.211.19.712.011.910.08.910.99.89.2
15.514.412.911.615.314.513.411.914.314.212.211.113.112.011.411.1
16.917.515.914.518.417.616.414.817.417.215.213.916.114.914.213.9
18.621.719.918.421.221.820.518.819.321.419.117.820.218.918.217.7
20.627.725.824.123.327.826.424.521.227.424.923.526.124.623.823.3
23.137.135.033.126.037.335.733.523.536.834.032.433.133.732.832.1
25.442.450.049.329.244.050.049.826.341.650.348.336.449.948.948.0
26.642.450.054.331.145.750.062.428.044.062.761.638.362.561.961.4

33.046.650.069.929.946.070.169.140.569.969.468.9
34.746.650.070.032.046.679.078.142.878.878.377.9

34.146.685.686.945.586.986.987.4
94.1

Standard number of 
parts of line

Standard number of 
parts of line

��(ﾟ)

Maximum load 
without pin

��(ﾟ)

Maximum load 
without pin

Boom
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8
25

Note: Counterweight 15 t, outrigger extension width 4.1 m　　* values are for with attachment, without jib.

[Q capacity]
Boom

[R capacity]
Boom

Note: Counterweight 6 t, outrigger extension width 4.1 m　　* values are for with attachment, without jib.

Capacity block

Boom number

 Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  
26.0  
28.0  
30.0  

Capacity block

Boom number

   Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  
22.0  
24.0  

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

12.8*

12.8*

Unit: t

Unit: t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)
0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 

46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 
46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
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0 

0 
46 
46 
46 
0 

0 
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46 
46 

0 
0 
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46 
92 

92 
46 
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46 
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0 
46 
46 
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46 

0 
0 
0 
92 
92 
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46 
46 
46 
0 

46 
46 
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46 
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46 
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92 

0 
0 
46 
92 
92 
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46 
46 
46 
46 

46 
46 
46 
46 
92 

0 
0 
92 
92 
92 

92 
92 
46 
46 
46 
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46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)
0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 

46 
0 
0 

0 
0 
0 
0 
46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 
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0 
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46 
46 
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0 
0 
0 
92 

46 
46 
46 
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0 
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0 
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46 
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92 
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92 
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92 
92 
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46 

46 
46 
46 
46 
92 

0 
0 
92 
92 
92 

92 
92 
46 
46 
46 

92 
46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

92 
92 
92 
92 
92 

100 
100 
100 
100 
100 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

64 to 8560 to 8551 to 8559 to 8543 to 8549 to 8557 to 8530 to 8538 to 8547 to 8552 to 850 to 8532 to 8545 to 850 to 8523 to 8529 to 8543 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.01.31.31.5
1.21.51.81.31.92.01.4
1.82.11.42.41.92.51.52.62.0

2.02.02.51.62.92.23.22.61.73.22.21.03.32.71.5
2.92.93.42.53.73.02.24.03.52.51.94.13.11.84.13.62.4
3.93.94.43.54.74.13.35.04.53.62.95.04.22.95.14.63.41.9
5.15.15.54.85.95.34.66.25.74.94.26.25.44.26.25.74.73.2
6.66.67.06.37.46.86.17.77.26.45.87.76.95.87.87.26.24.9
8.58.59.08.29.58.88.19.79.38.47.89.88.97.89.89.38.26.9

10.611.311.710.912.311.710.912.612.111.210.612.711.710.512.712.111.09.7
10.613.113.612.714.313.612.814.514.013.112.514.613.612.414.614.012.911.5

13.214.315.015.715.915.217.016.415.414.817.016.014.717.016.415.213.8
14.316.615.718.618.218.519.418.517.818.519.017.719.119.518.216.7

15.718.621.419.020.322.521.820.023.121.720.523.622.220.7
19.020.723.127.120.526.927.421.926.827.926.2

20.527.432.823.428.636.434.6
25.129.538.044.0

9 to 8532 to 8544 to 8553 to 850 to 850 to 8527 to 8540 to 850 to 850 to 8513 to 8531 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

1.2
1.81.61.0
2.71.62.51.8
3.72.71.23.52.81.72.52.5
4.94.02.54.74.13.01.53.93.81.9
6.55.64.22.86.35.64.73.25.55.43.62.34.43.32.6
8.77.76.45.18.57.86.85.57.77.65.84.76.65.65.0

10.29.27.86.610.09.38.36.99.19.07.26.28.07.06.4
12.111.19.68.311.911.110.18.711.010.89.07.99.88.88.27.9
14.513.411.910.614.313.512.410.913.313.211.210.112.111.010.410.0
17.816.615.013.617.516.715.513.916.516.414.313.115.214.013.412.9
20.621.019.317.822.021.119.918.220.920.818.517.219.618.317.617.1
23.127.725.824.226.027.926.424.623.527.524.923.526.124.723.923.3
25.439.036.834.829.239.137.535.326.338.735.734.136.435.434.533.8
26.642.445.643.431.145.746.443.928.044.044.442.638.344.143.142.3

33.046.650.057.029.946.057.655.440.557.256.055.1
34.746.650.070.032.046.672.371.242.872.171.571.0

34.146.681.780.845.581.681.080.6
87.1

73 to 8570 to 8564 to 8569 to 8557 to 8562 to 8567 to 8548 to 8553 to 8561 to 8564 to 8536 to 8548 to 8559 to 8527 to 8534 to 8547 to 8557 to 85
10.613.214.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.31.31.4
1.72.01.42.02.11.5

2.12.52.82.32.91.93.02.4
3.13.62.83.83.32.33.92.93.93.42.1

3.93.94.43.54.84.23.35.04.63.73.05.14.22.95.14.63.5
5.45.45.95.16.45.75.06.66.25.34.76.75.84.76.76.25.13.7
7.67.68.07.28.68.07.28.98.47.56.99.08.06.89.08.47.36.0
9.09.09.48.610.19.48.710.49.98.98.410.59.58.310.59.98.77.4

10.811.210.412.011.310.512.311.810.810.212.411.310.112.411.810.59.1
13.512.614.413.712.814.714.213.112.514.813.712.414.814.212.911.4

15.716.916.018.017.416.315.618.016.915.518.117.416.014.5
19.020.720.720.020.521.419.921.921.920.418.8

20.527.426.523.428.627.125.2
25.129.538.036.1

0 to 850 to 8525 to 8538 to 850 to 850 to 850 to 8513 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

2.31.3
3.02.0
3.92.91.53.73.02.0
4.83.92.51.14.74.13.01.6
6.05.13.82.45.85.24.32.85.15.03.22.1
7.66.65.44.07.36.75.84.46.66.54.83.6
9.68.77.46.29.48.77.86.58.68.56.85.87.66.76.1

12.511.510.18.912.211.610.69.211.411.39.58.510.39.48.8
14.313.412.010.714.113.412.411.013.313.111.410.312.211.210.6
15.515.714.313.016.515.814.713.315.615.513.612.514.513.412.812.5
16.918.717.215.919.418.817.716.217.718.516.615.417.516.315.715.4
18.622.821.219.821.222.921.720.119.322.620.519.321.520.319.619.2
20.628.526.825.323.328.627.325.621.228.326.024.727.125.725.024.5
23.137.135.233.526.037.235.833.923.536.834.332.933.134.033.232.7
25.442.449.347.429.244.050.047.826.341.648.346.636.448.047.046.3
26.642.450.054.331.145.750.059.028.044.059.557.638.359.258.257.3

33.046.650.067.829.946.068.067.140.567.967.366.9
34.746.650.070.032.046.675.874.942.875.775.174.7

34.146.685.284.345.585.184.584.1
90.7

Standard number of 
parts of line

Standard number of 
parts of line

��(ﾟ)

Maximum load 
without pin

��(ﾟ)

Maximum load 
without pin

Bo
om
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1
1

9
26

10
28

17.1

1
2

9
27

10
29

21.4 25.8

2
12

1
3

10
30

11
32

2
13

1
4

10
31

11
33

30.1

2
14

1
5

11
34

2
15

34.4

3
17

1
6

2
16

3
18

38.7

1
7

5
21

3
19

43.0

4
20

1
8

6
22

7
23

47.4

1
9

7
24

51.7

1
10

1
1

9
26

10
28

17.1

1
2

9
27

10
29

21.4 25.8

2
12

1
3

10
30

11
32

2
13

1
4

12.8*

12.8*

[T capacity]
Boom

Note: Counterweight 0 t, outrigger extension width 2.5 m　　* values are for with attachment, without jib.

Capacity block

Boom number

    Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

Unit: t

[S capacity]
Boom

Note: Counterweight 0 t, outrigger extension width 4.1 m　　* values are for with attachment, without jib.

Capacity block

Boom number

   Boom length (m)

 Load radius (m)

2.7  
3.0  
3.5  
4.0  
4.5  
5.0  
6.0  
7.0  
8.0  
9.0  

10.0  
11.0  
12.0  
14.0  
16.0  
18.0  
20.0  

Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

Standard hook block

Hook block rate

Unit: t

24 
1,120 kg ×2 
90 t ×2 

0 
0 
0 
0 
0 

0 
46 
0 
0 
0 

0 
0 
46 
0 
0 

0 
0 
0 
0 

46 

46 
46 
0 
0 
0 

0 
46 
46 
0 
0 

0 
0 
0 

46 
46 

0 
0 
0 
0 
92 

46 
46 
46 
0 
0 

0 
46 
46 
46 
0 

0 
0 
46 
46 
46 

0 
0 
0 
46 
92 

13 13 7 13 13 7 5 11 8 7 5
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t

24 
1,120 kg ×2 
90 t ×2 

Telescoping ratio (%)

Telescoping ratio (%)

0 
0 
0 
0 
0 

0 
46 
0 
0 
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0 
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92 
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46 
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46 
46 

0 
0 
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92 
92 

92 
46 
46 
46 
0 

46 
46 
46 
46 
46 

0 
46 
46 
46 
92 

0 
0 
46 
92 
92 

92 
46 
46 
46 
46 

46 
46 
46 
46 
92 

0 
0 
92 
92 
92 

92 
92 
46 
46 
46 

92 
46 
46 
46 
92 

46 
46 
46 
92 
92 

0 
46 
92 
92 
92 

92 
92 
92 
46 
46 

46 
92 
92 
92 
46 

0 
92 
92 
92 
92 

92 
92 
92 
92 
46 

46 
92 
92 
92 
92 

13 13 7 13 13 7 5 11 8 7 5 8 8 6 4 7 6 5 4 5 4 3 4 4 3 3 3 3 3 3 3
1120 kg 1120 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 1120 kg 1120 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg 600 kg

90 t 90 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 90 t 90 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t 50 t

71 to 8575 to 8566 to 8570 to 8574 to 8559 to 8563 to 8569 to 8572 to 8549 to 8560 to 8567 to 8544 to 8547 to 8558 to 8566 to 85
14.316.615.718.621.419.020.723.126.620.527.427.125.129.528.826.5

1.31.4
2.12.22.31.6

2.93.22.73.32.23.32.7
3.84.23.64.54.04.63.74.64.12.9
5.56.15.46.35.84.96.45.44.36.45.94.7
6.65.87.36.65.87.67.06.15.57.66.65.47.77.15.94.5
8.07.28.88.17.39.18.67.67.09.28.16.99.28.67.46.0
9.99.010.810.09.211.110.59.58.811.110.18.811.210.59.27.8

13.412.611.713.713.112.011.413.812.611.313.813.111.810.2
17.416.715.614.917.516.214.817.516.815.313.7

20.521.720.023.122.320.718.8
25.129.529.627.5

50 to 8554 to 8561 to 8567 to 8546 to 8547 to 8557 to 8562 to 8539 to 8543 to 8547 to 8529 to 85
32.232.332.130.027.833.331.930.434.534.432.731.9

2.41.41.3
3.22.52.32.21.1
4.23.53.33.22.1
5.34.73.74.54.43.42.11.0
6.86.15.16.05.84.04.93.73.02.5
8.98.27.15.68.07.85.94.86.85.75.14.6

11.811.09.88.310.810.78.67.49.68.47.77.2
16.215.414.112.415.215.012.711.413.812.511.711.2
19.518.617.215.418.318.215.814.416.915.514.714.1
23.922.921.419.522.722.519.918.321.119.618.718.1
30.329.227.625.429.028.725.824.127.225.524.523.8

34.138.535.233.236.734.833.732.8
41.2

37 to 8546 to 8556 to 8563 to 8523 to 8534 to 8544 to 8552 to 8513 to 8513 to 8538 to 8545 to 850 to 850 to 8518 to 850 to 85
26.630.729.926.532.232.332.130.027.833.331.930.434.534.432.731.9

1.1
2.01.71.0
3.12.02.82.11.81.7
4.43.44.13.52.43.33.21.22.0
6.25.23.85.95.34.32.75.15.03.11.84.02.82.1
7.46.45.07.16.55.44.06.36.24.43.15.24.13.4
8.97.96.45.28.78.06.95.57.87.65.84.66.65.65.04.5

10.99.88.37.010.69.98.87.39.79.57.66.58.57.46.76.4
13.512.310.79.313.212.411.39.712.212.110.08.811.09.89.18.7
17.215.914.212.716.916.014.813.115.815.613.412.114.513.212.412.0
22.721.319.417.822.421.420.018.221.221.018.617.119.718.317.516.9
25.430.428.226.329.230.528.926.726.330.027.225.528.526.825.925.2
26.637.735.333.131.137.836.033.628.037.334.132.335.633.732.732.0

33.046.646.944.129.946.044.642.540.544.243.042.1
34.746.650.061.732.046.662.459.842.861.960.459.3

34.146.679.178.045.578.978.277.7
84.5

Standard number of 
parts of line

Standard number of 
parts of line

��(ﾟ)

Maximum load 
without pin

��(ﾟ)

Maximum load 
without pin

Boom
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All terrain crane

Full automatic luffing jib
ATF130G-5
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J
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Full automatic luffing jib

Boom + full automatic luffing jib (BFJ) working range chart

17.4 m FLJ

12.4 m FLJ

7.4 m FLJ

43.0 m boom

17.4 m FLJ

12.4 m FLJ

7.4 m FLJ

51.7 m boom

17.4 m FLJ

12.4 m FLJ

7.4 m FLJ

56.0 m boom

17.4 m FLJ

12.4 m FLJ

7.4 m FLJ

60.0 m boom

Note 1. The above drawing does not include boom and jib deflection.
2. Displays maximum load capacity for A capacity.
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Load radius (m)

Note 1. The above drawing does not include boom and jib deflection.
2. Displays maximum load capacity for A capacity.
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Note 1. The above drawing does not include boom and jib deflection.
2. Displays maximum load capacity for A capacity.

60 650 15 20 3010 25 355 40 45 50 55
  0

 65

 25

 35

 20

 30

 40

 45

 50

 60

 55

 70

 80

 75

 85

  5

 10

 15

Note 1. The above drawing does not include boom and jib deflection.
2. Displays maximum load capacity for A capacity.
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60°

5°

43.0 m boom +1.6 m full automatic luffing jib

85°

45°

30°15°

30°

70°
60°

50°

40°

20°

30°

85°

40°

50°

60°

70°

45°

30°15°

51.7 m boom +1.6 m full automatic luffing jib

5°

60°

56.0 m boom +1.6 m full automatic luffing jib

60°

45°

15° 30°5°

70°

60°

50°

40°

85°

45°

5°

60.0 m boom +1.6 m full automatic luffing jib

85°

15° 30°

60°

70°

60°
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Boom + full automatic lufffing jib (BFJ) rated lifting capacity table

Outrigger extension width
Counterweight 6 t

E7.5 m
6.2 m
5.0 m

25 t
C
H
M

15 t
D
I
N

28 t
B
G
L

40 t
A
F

Rated lifting capacity table capacity classifications A-I and L-N are as shown in the chart below.◆

Rated lifting capacities, Includ the weight of the lifting attachments and hook block (7.3 t hook block :300kg). 
Rated lifting capacities are based on actual load radius, including boom and jib deflection.
Telescoping ratios for each telescopic section, for each boom length, are as listed in the chart below. 

◆
◆
◆

When using fewer parts of line than the standard number included in rated lifting capacity tables, maximum load limits will be as shown in the chart below.◆

Boom length
Telescopic section 1

Telescopic section 2

Telescopic section 3

Telescopic section 4

Telescopic section 5

92
92
46
46
46

92
92
92
92
92

43.0 m 56.0 m
92
92
92
92
46

51.7 m
100
100
100
100
100

60.0 m

Number of 
parts of line 1 part

7.3 tMaximum load

The rated lifting capacities assume that the outriggers are set firmly on level ground.
Rated lifting capacity tables do not account for the effect of wind.Do not operate the crane during maximum instantaneous wind 
speeds of 10 m/s or greater.
The values above the thick line in the rated lifting capacity tables are based on the structural strength while those below are based 
on the crane stability factor.
"��(°)" indicates possible boom elevation angle range without load.

◆
◆

◆

◆

� Precautions concerning rated lifting capacity table

FL
J

Boom FLJ
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[A capacity]

[A capacity]

43.0 m boom +1.6 m full automatic luffing jib Unit: t

51.7 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

6.0 7.3

8.0 7.3

7.0 7.3 4.3

9.0 7.3 7.3

8.0 7.3 7.3 4.3 3.3

10.0 7.3 7.3 4.3 3.2

9.0 7.3 7.3 7.3 4.3 3.3

11.0 7.3 7.3 7.3 4.3 3.2

10.0 7.3 7.3 7.3 6.2 4.3 4.3 3.3

12.0 7.3 7.3 7.3 6.2 4.3 4.3 3.2

11.0 7.3 7.3 7.3 6.1 4.5 4.3 4.3 3.3 3.3

14.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 3.2 3.1

12.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 4.3 3.3 3.3

16.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 3.9 3.2 3.0

14.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 4.2 3.3 3.2

18.0 7.3 7.3 7.0 5.7 4.3 4.3 4.3 3.8 3.1 3.2 2.8 2.3

16.0 7.3 7.3 7.3 5.7 4.4 4.3 4.3 4.0 3.1 2.4 3.3 3.1 2.5

20.0 7.1 6.9 6.6 5.6 4.3 4.3 4.3 3.6 3.0 2.3 3.1 2.7 2.3

18.0 7.3 7.3 6.9 5.5 4.3 4.3 4.3 3.8 3.0 2.4 3.3 2.9 2.4

22.0 6.7 6.5 6.3 5.4 4.3 4.3 4.2 3.5 2.9 2.3 3.0 2.6 2.2

20.0 7.3 7.3 6.7 5.4 4.3 4.3 4.3 3.7 3.0 2.3 3.3 2.8 2.3

24.0 6.3 6.2 6.0 5.3 4.2 4.3 4.1 3.4 2.9 2.3 2.9 2.5 2.1 1.8

22.0 7.3 7.3 6.4 5.3 4.2 4.3 4.3 3.6 2.9 2.3 3.1 2.6 2.2 1.8

26.0 6.0 5.8 5.7 5.2 4.2 4.3 3.9 3.3 2.8 2.3 2.8 2.4 2.0 1.7 1.4

24.0 7.3 7.3 6.2 5.2 4.2 4.3 4.1 3.4 2.8 2.3 3.0 2.5 2.1 1.7 1.5

28.0 5.6 5.5 5.4 5.2 4.2 4.3 3.8 3.2 2.7 2.2 2.7 2.3 2.0 1.7 1.4

26.0 7.3 7.1 6.0 5.1 4.2 4.3 3.9 3.3 2.7 2.2 2.8 2.4 2.1 1.7 1.4

30.0 5.3 5.2 5.1 5.0 4.2 4.2 3.6 3.1 2.7 2.2 2.6 2.3 1.9 1.6 1.4

28.0 7.1 6.8 5.8 5.0 4.3 3.8 3.2 2.7 2.2 2.7 2.3 2.0 1.6 1.4

32.0 5.0 4.9 4.8 4.7 4.0 3.5 3.0 2.6 2.2 2.5 2.2 1.9 1.6 1.4

30.0 6.8 6.5 5.6 5.0 4.2 3.6 3.1 2.6 2.2 2.6 2.2 1.9 1.6 1.4

34.0 4.7 4.6 4.5 4.5 3.9 3.4 3.0 2.6 2.2 2.4 2.1 1.8 1.6 1.4

32.0 6.4 6.2 5.5 4.9 4.0 3.5 3.0 2.6 2.2 2.5 2.2 1.8 1.5 1.4

36.0 4.4 4.4 4.3 4.3 3.7 3.3 2.9 2.6 2.2 2.3 2.0 1.8 1.5 1.4

34.0 5.8 5.8 5.4 4.9 3.7 3.4 2.9 2.5 2.4 2.1 1.8 1.5 1.4

38.0 4.0 4.1 4.1 4.1 3.6 3.2 2.8 2.5 2.2 2.0 1.7 1.5 1.4

36.0 5.1 5.3 5.3 4.9 3.5 3.2 2.8 2.5 2.3 2.0 1.7 1.5 1.4

40.0 3.6 3.7 3.8 3.8 3.5 3.1 2.8 2.5 2.2 1.9 1.7 1.5 1.4

38.0 4.5 4.6 4.7 3.3 3.1 2.7 2.5 2.2 2.0 1.7 1.5

44.0 2.9 3.0 3.0 3.3 3.0 2.7 2.5 2.0 1.8 1.6 1.4

40.0 3.9 4.0 4.1 3.2 3.0 2.7 2.5 2.1 1.9 1.6 1.4

48.0 1.9 2.0 2.1 2.6 2.7 2.6 1.9 1.7 1.6 1.4

44.0 2.7 2.8 2.9 2.8 2.6 2.0 1.8 1.5 1.4

52.0 1.1 1.2 1.8 1.9 2.0 1.8 1.7 1.5 1.4

48.0 1.7 1.7 2.5 2.6 2.5 1.8 1.7 1.5

56.0 1.1 1.1 1.2 1.6 1.6 1.5

52.0 1.7 1.7 1.7 1.6 1.4

60.0 1.0 1.1 1.2

56.0 1.5 1.5

 31 to 85  32 to 85  42 to 85  58 to 85  69 to 85 34 to 85  38 to 85  44 to 85  62 to 85  67 to 85  38 to 85  45 to 85  46 to 85  57 to 85  66 to 85

� (°)  17 to 85  18 to 85  44 to 85  55 to 85  67 to 85  23 to 85  26 to 85  44 to 85  56 to 85  66 to 85  27 to 85 36 to 85  46 to 85  57 to 85  68 to 85

7.3 t

Standard hook block 7.3 t

300 kg

Hook block weight 300 kg

1

1

Note: Counterweight 40 t, outrigger extension width 7.5 m

Note: Counterweight 40 t, outrigger extension width 7.5 m

� (°)
Standard hook block
Hook block weight
Standard number of 
parts of line

Standard number of 
parts of line

Full automatic luffing jib
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[A capacity]

[A capacity]

56.0 m boom +1.6 m full automatic luffing jib Unit: t

60.0 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

9.0 6.3

9.0 5.3

10.0 6.3 6.3

10.0 5.3

11.0 6.3 6.3 4.3

11.0 5.3 5.3

12.0 6.3 6.3 6.3 4.3 2.9

12.0 5.3 5.3 4.1

14.0 6.3 6.3 6.3 6.0 4.3 4.3 2.9

14.0 5.3 5.3 5.3 4.1 2.8

16.0 6.3 6.3 6.1 5.9 4.4 4.3 4.3 3.8 2.9 2.8

16.0 5.3 5.3 5.3 5.3 4.1 4.1 2.8 2.7

18.0 6.3 6.0 5.7 5.6 4.4 4.3 4.3 3.7 3.1 2.9 2.8

18.0 5.3 5.3 5.3 5.1 4.4 4.1 4.1 3.6 2.8 2.6

20.0 5.9 5.7 5.4 5.3 4.3 4.3 4.3 3.5 3.1 2.3 2.9 2.7 2.2

20.0 5.3 5.2 5.0 4.9 4.3 4.1 4.1 3.5 3.1 2.7 2.6 2.2

22.0 5.6 5.4 5.2 5.1 4.3 4.3 4.1 3.4 3.0 2.3 2.9 2.6 2.1

22.0 5.1 4.9 4.7 4.6 4.3 4.1 4.0 3.4 3.0 2.3 2.7 2.5 2.1

24.0 5.3 5.1 4.9 4.8 4.2 4.3 4.0 3.3 2.9 2.3 2.8 2.5 2.1 1.8

24.0 4.8 4.7 4.5 4.4 4.3 4.1 3.9 3.3 2.9 2.3 2.7 2.4 2.1

26.0 5.0 4.9 4.7 4.6 4.2 4.3 3.8 3.2 2.8 2.3 2.7 2.4 2.0 1.7 1.4

26.0 4.5 4.4 4.3 4.2 4.2 4.0 3.8 3.2 2.9 2.3 2.6 2.4 2.0 1.7

28.0 4.7 4.6 4.5 4.4 4.2 4.1 3.7 3.1 2.8 2.2 2.7 2.3 2.0 1.7 1.4

28.0 4.3 4.2 4.1 4.1 4.1 3.8 3.6 3.1 2.8 2.2 2.6 2.3 1.9 1.7 1.4

30.0 4.5 4.4 4.3 4.3 4.2 4.0 3.6 3.0 2.7 2.2 2.6 2.2 1.9 1.6 1.4

30.0 4.1 4.0 3.9 3.9 3.9 3.6 3.5 3.0 2.8 2.2 2.5 2.2 1.9 1.7 1.4

32.0 4.3 4.2 4.1 4.1 4.1 3.8 3.4 3.0 2.7 2.2 2.5 2.2 1.9 1.6 1.4

32.0 3.9 3.8 3.7 3.7 3.7 3.5 3.4 2.9 2.7 2.2 2.5 2.1 1.8 1.6 1.4

34.0 4.1 4.0 3.9 3.9 3.6 3.3 2.9 2.6 2.2 2.4 2.1 1.8 1.6 1.4

34.0 3.7 3.6 3.6 3.5 3.5 3.3 3.2 2.9 2.7 2.2 2.4 2.1 1.8 1.6 1.4

36.0 3.9 3.8 3.7 3.7 3.5 3.2 2.8 2.6 2.2 2.3 2.0 1.8 1.5 1.4

36.0 3.5 3.5 3.4 3.4 3.2 3.1 2.8 2.6 2.2 2.3 2.0 1.7 1.6 1.4

38.0 3.7 3.7 3.6 3.6 3.3 3.1 2.8 2.6 2.2 2.2 2.0 1.7 1.5 1.4

38.0 3.4 3.3 3.2 3.2 3.0 3.0 2.7 2.6 2.2 2.2 2.0 1.7 1.5 1.4

40.0 3.5 3.4 3.4 3.4 3.2 3.1 2.7 2.5 2.2 1.9 1.7 1.5 1.4

40.0 3.2 3.1 3.1 3.1 2.9 2.8 2.7 2.5 2.2 2.2 1.9 1.7 1.5 1.4

44.0 2.8 2.9 3.0 3.0 2.9 2.9 2.6 2.5 2.0 1.8 1.6 1.4

44.0 2.6 2.6 2.7 2.7 2.5 2.4 2.4 2.4 2.0 1.8 1.6 1.5 1.4

48.0 2.2 2.3 2.4 2.6 2.6 2.5 2.5 1.9 1.7 1.5 1.4

48.0 2.0 2.0 2.1 2.1 2.2 2.2 2.1 2.2 1.9 1.7 1.5 1.4

52.0 1.4 1.4 1.5 1.9 2.1 2.2 1.8 1.6 1.5 1.4

52.0 1.3 1.4 1.5 1.8 1.9 1.9 1.9 1.8 1.6 1.5 1.4

56.0 1.2 1.4 1.5 1.7 1.6 1.5

56.0 1.2 1.3 1.4 1.6 1.6 1.4 1.4

60.0 1.1 1.3 1.4

60.0 0.8 1.0 1.2 1.4

64.0 0.8

64.0 0.8

 39 to 85 41 to 85 43 to 85 56 to 85  70 to 85  41 to 85 45 to 85 50 to 85 60 to 85  67 to 85  44 to 85 54 to 85 48 to 85 63 to 85 69 to 85

44 to 85 46 to 85 47 to 85 54 to 85 69 to 85 46 to 85 50 to 85 50 to 85 59 to 85 68 to 85 50 to 85 56 to 85 54 to 85 60 to 85 67 to 85

7.3 t

7.3 t

300 kg

300 kg

1

1

Note: Counterweight 40 t, outrigger extension width 7.5 m

Note: Counterweight 40 t, outrigger extension width 7.5 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

FL
J

Boom FLJ
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[B capacity]

[B capacity]

43.0 m boom +1.6 m full automatic luffing jib Unit: t

51.7 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

6.0 7.3

8.0 7.3

7.0 7.3 4.3

9.0 7.3 7.3

8.0 7.3 7.3 4.3 3.3

10.0 7.3 7.3 4.3 3.2

9.0 7.3 7.3 7.3 4.3 3.3

11.0 7.3 7.3 7.3 4.3 3.2

10.0 7.3 7.3 7.3 6.2 4.3 4.3 3.3

12.0 7.3 7.3 7.3 6.2 4.3 4.3 3.2

11.0 7.3 7.3 7.3 6.1 4.5 4.3 4.3 3.3 3.3

14.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 3.2 3.1

12.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 4.3 3.3 3.3

16.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 3.9 3.2 3.0

14.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 4.2 3.3 3.2

18.0 7.3 7.3 7.0 5.7 4.3 4.3 4.3 3.8 3.1 3.2 2.8 2.3

16.0 7.3 7.3 7.3 5.7 4.4 4.3 4.3 4.0 3.1 2.4 3.3 3.1 2.5

20.0 7.1 6.9 6.6 5.6 4.3 4.3 4.3 3.6 3.0 2.3 3.1 2.7 2.3

18.0 7.3 7.3 6.9 5.5 4.3 4.3 4.3 3.8 3.0 2.4 3.3 2.9 2.4

22.0 6.7 6.5 6.3 5.4 4.3 4.3 4.2 3.5 2.9 2.3 3.0 2.6 2.2

20.0 7.3 7.3 6.7 5.4 4.3 4.3 4.3 3.7 3.0 2.3 3.3 2.8 2.3

24.0 6.3 6.2 6.0 5.3 4.2 4.3 4.1 3.4 2.9 2.3 2.9 2.5 2.1 1.8

22.0 7.3 7.3 6.4 5.3 4.2 4.3 4.3 3.6 2.9 2.3 3.1 2.6 2.2 1.8

26.0 6.0 5.8 5.7 5.2 4.2 4.3 3.9 3.3 2.8 2.3 2.8 2.4 2.0 1.7 1.4

24.0 7.3 7.3 6.2 5.2 4.2 4.3 4.1 3.4 2.8 2.3 3.0 2.5 2.1 1.7 1.5

28.0 5.6 5.5 5.4 5.2 4.2 4.3 3.8 3.2 2.7 2.2 2.7 2.3 2.0 1.7 1.4

26.0 7.3 7.1 6.0 5.1 4.2 4.3 3.9 3.3 2.7 2.2 2.8 2.4 2.1 1.7 1.4

30.0 5.3 5.2 5.1 5.0 4.2 4.2 3.6 3.1 2.7 2.2 2.6 2.3 1.9 1.6 1.4

28.0 6.4 6.6 5.8 5.0 4.3 3.8 3.2 2.7 2.2 2.7 2.3 2.0 1.6 1.4

32.0 4.8 4.9 4.8 4.7 4.0 3.5 3.0 2.6 2.2 2.5 2.2 1.9 1.6 1.4

30.0 5.5 5.6 5.6 5.0 4.2 3.6 3.1 2.6 2.2 2.6 2.2 1.9 1.6 1.4

34.0 4.0 4.2 4.4 4.5 3.9 3.4 3.0 2.6 2.2 2.4 2.1 1.8 1.6 1.4

32.0 4.6 4.8 5.0 4.9 4.0 3.5 3.0 2.6 2.2 2.5 2.2 1.8 1.5 1.4

36.0 3.2 3.4 3.6 3.8 3.7 3.3 2.9 2.6 2.2 2.3 2.0 1.8 1.5 1.4

34.0 3.8 3.9 4.2 4.2 3.7 3.4 2.9 2.5 2.4 2.1 1.8 1.5 1.4

38.0 2.6 2.8 2.9 3.0 3.3 3.2 2.8 2.5 2.2 2.0 1.7 1.5 1.4

36.0 3.0 3.2 3.4 3.4 3.5 3.2 2.8 2.5 2.3 2.0 1.7 1.5 1.4

40.0 2.0 2.2 2.3 2.4 2.7 3.0 2.8 2.5 2.2 1.9 1.7 1.5 1.4

38.0 2.4 2.5 2.6 3.2 3.1 2.7 2.5 2.2 2.0 1.7 1.5

44.0 1.0 1.1 1.3 1.7 1.9 2.2 2.3 2.0 1.8 1.6 1.4

40.0 1.8 1.9 2.0 2.6 2.8 2.7 2.5 2.1 1.9 1.6 1.4

48.0 0.9 1.0 1.2 1.4 1.7 1.6 1.4

44.0 0.8 0.9 1.6 1.8 1.9 2.0 1.8 1.5 1.4

52.0 1.0 1.2 1.3

48.0 0.8 0.9 1.0 1.4 1.6 1.5

 44 to 85 46 to 85 47 to 85 56 to 85 69 to 85 45 to 85 49 to 85 54 to 85 61 to 85 67 to 85 53 to 85 54 to 85 55 to 85 56 to 85 66 to 85

52.0 0.9 1.0

7.3 t

 30 to 85 31 to 85 42 to 85 53 to 85 67 to 85 32 to 85 35 to 85 41 to 85 56 to 85 66 to 85 42 to 85 42 to 85 45 to 85 57 to 85 68 to 85

300 kg

7.3 t

1

300 kg

Note: Counterweight 28 t, outrigger extension width 7.5 m

1

Note: Counterweight 28 t, outrigger extension width 7.5 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

28

Full automatic luffing jib
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[B capacity]

[B capacity]

56.0 m boom +1.6 m full automatic luffing jib Unit: t

60.0 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

9.0 6.3

9.0 5.3

10.0 6.3 6.3

10.0 5.3

11.0 6.3 6.3 4.3

11.0 5.3 5.3

12.0 6.3 6.3 6.3 4.3 2.9

12.0 5.3 5.3 4.1

14.0 6.3 6.3 6.3 6.0 4.3 4.3 2.9

14.0 5.3 5.3 5.3 4.1 2.8

16.0 6.3 6.3 6.1 5.9 4.4 4.3 4.3 3.8 2.9 2.8

16.0 5.3 5.3 5.3 5.3 4.1 4.1 2.8 2.7

18.0 6.3 6.0 5.7 5.6 4.4 4.3 4.3 3.7 3.1 2.9 2.8

18.0 5.3 5.3 5.3 5.1 4.4 4.1 4.1 3.6 2.8 2.6

20.0 5.9 5.7 5.4 5.3 4.3 4.3 4.3 3.5 3.1 2.3 2.9 2.7 2.2

20.0 5.3 5.2 5.0 4.9 4.3 4.1 4.1 3.5 3.1 2.7 2.6 2.2

22.0 5.6 5.4 5.2 5.1 4.3 4.3 4.1 3.4 3.0 2.3 2.9 2.6 2.1

22.0 5.1 4.9 4.7 4.6 4.3 4.1 4.0 3.4 3.0 2.3 2.7 2.5 2.1

24.0 5.3 5.1 4.9 4.8 4.2 4.3 4.0 3.3 2.9 2.3 2.8 2.5 2.1 1.8

24.0 4.8 4.7 4.5 4.4 4.3 4.1 3.9 3.3 2.9 2.3 2.7 2.4 2.1

26.0 5.0 4.9 4.7 4.6 4.2 4.3 3.8 3.2 2.8 2.3 2.7 2.4 2.0 1.7 1.4

26.0 4.5 4.4 4.3 4.2 4.2 4.0 3.8 3.2 2.9 2.3 2.6 2.4 2.0 1.7

28.0 4.7 4.6 4.5 4.4 4.2 4.1 3.7 3.1 2.8 2.2 2.7 2.3 2.0 1.7 1.4

28.0 4.3 4.2 4.1 4.1 4.1 3.8 3.6 3.1 2.8 2.2 2.6 2.3 1.9 1.7 1.4

30.0 4.5 4.4 4.3 4.3 4.2 4.0 3.6 3.0 2.7 2.2 2.6 2.2 1.9 1.6 1.4

30.0 4.1 4.0 3.9 3.9 3.9 3.6 3.5 3.0 2.8 2.2 2.5 2.2 1.9 1.7 1.4

32.0 4.3 4.2 4.1 4.1 4.1 3.8 3.4 3.0 2.7 2.2 2.5 2.2 1.9 1.6 1.4

32.0 3.9 3.8 3.7 3.7 3.7 3.5 3.4 2.9 2.7 2.2 2.5 2.1 1.8 1.6 1.4

34.0 4.1 4.0 3.9 3.9 3.6 3.3 2.9 2.6 2.2 2.4 2.1 1.8 1.6 1.4

34.0 3.7 3.6 3.6 3.5 3.5 3.3 3.2 2.9 2.7 2.2 2.4 2.1 1.8 1.6 1.4

36.0 3.5 3.7 3.7 3.7 3.5 3.2 2.8 2.6 2.2 2.3 2.0 1.8 1.5 1.4

36.0 3.4 3.5 3.4 3.4 3.2 3.1 2.8 2.6 2.2 2.3 2.0 1.7 1.6 1.4

38.0 2.9 3.0 3.2 3.3 3.3 3.1 2.8 2.6 2.2 2.2 2.0 1.7 1.5 1.4

38.0 2.8 3.0 3.2 3.2 3.0 3.0 2.7 2.6 2.2 2.2 2.0 1.7 1.5 1.4

40.0 2.3 2.4 2.6 2.7 2.9 3.1 2.7 2.5 2.2 1.9 1.7 1.5 1.4

40.0 2.2 2.4 2.6 2.7 2.8 2.8 2.7 2.5 2.2 2.2 1.9 1.7 1.5 1.4

44.0 1.3 1.4 1.5 1.6 1.9 2.1 2.4 2.5 2.0 1.8 1.6 1.4

44.0 1.2 1.4 1.5 1.6 1.8 2.1 2.3 2.4 2.0 1.8 1.6 1.5 1.4

48.0 1.1 1.3 1.5 1.6 1.6 1.7 1.5 1.4

48.0 1.0 1.2 1.4 1.5 1.5 1.7 1.5 1.4

52.0 0.9 1.1 1.4 1.4

52.0 0.8 1.0 1.3 1.4

 49 to 85 51 to 85 53 to 85 54 to 85 70 to 85 50 to 85 54 to 85 58 to 85 58 to 85 67 to 85 52 to 85 60 to 85 62 to 85 63 to 85 69 to 85

56.0 0.8

7.3 t

53 to 85 55 to 85 56 to 85 57 to 85 69 to 85 54 to 85 57 to 85 62 to 85 62 to 85 68 to 85 57 to 85 62 to 85 65 to 85 58 to 85 67 to 85

300 kg

7.3 t

1

300 kg

Note: Counterweight 28 t, outrigger extension width 7.5 m

1

Note: Counterweight 28 t, outrigger extension width 7.5 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

29

FL
J

Boom FLJ
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[C capacity]

[C capacity]

43.0 m boom +1.6 m full automatic luffing jib Unit: t

51.7 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

6.0 7.3

8.0 7.3

7.0 7.3 4.3

9.0 7.3 7.3

8.0 7.3 7.3 4.3 3.3

10.0 7.3 7.3 4.3 3.2

9.0 7.3 7.3 7.3 4.3 3.3

11.0 7.3 7.3 7.3 4.3 3.2

10.0 7.3 7.3 7.3 6.2 4.3 4.3 3.3

12.0 7.3 7.3 7.3 6.2 4.3 4.3 3.2

11.0 7.3 7.3 7.3 6.1 4.5 4.3 4.3 3.3 3.3

14.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 3.2 3.1

12.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 4.3 3.3 3.3

16.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 3.9 3.2 3.0

14.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 4.2 3.3 3.2

18.0 7.3 7.3 7.0 5.7 4.3 4.3 4.3 3.8 3.1 3.2 2.8 2.3

16.0 7.3 7.3 7.3 5.7 4.4 4.3 4.3 4.0 3.1 2.4 3.3 3.1 2.5

20.0 7.1 6.9 6.6 5.6 4.3 4.3 4.3 3.6 3.0 2.3 3.1 2.7 2.3

18.0 7.3 7.3 6.9 5.5 4.3 4.3 4.3 3.8 3.0 2.4 3.3 2.9 2.4

22.0 6.7 6.5 6.3 5.4 4.3 4.3 4.2 3.5 2.9 2.3 3.0 2.6 2.2

20.0 7.3 7.3 6.7 5.4 4.3 4.3 4.3 3.7 3.0 2.3 3.3 2.8 2.3

24.0 6.3 6.2 6.0 5.3 4.2 4.3 4.1 3.4 2.9 2.3 2.9 2.5 2.1 1.8

22.0 7.3 7.3 6.4 5.3 4.2 4.3 4.3 3.6 2.9 2.3 3.1 2.6 2.2 1.8

26.0 6.0 5.8 5.7 5.2 4.2 4.3 3.9 3.3 2.8 2.3 2.8 2.4 2.0 1.7 1.4

24.0 7.3 7.3 6.2 5.2 4.2 4.3 4.1 3.4 2.8 2.3 3.0 2.5 2.1 1.7 1.5

28.0 5.6 5.5 5.4 5.2 4.2 4.3 3.8 3.2 2.7 2.2 2.7 2.3 2.0 1.7 1.4

26.0 6.8 7.1 6.0 5.1 4.2 4.3 3.9 3.3 2.7 2.2 2.8 2.4 2.1 1.7 1.4

30.0 4.8 5.1 5.1 5.0 4.2 4.2 3.6 3.1 2.7 2.2 2.6 2.3 1.9 1.6 1.4

28.0 5.7 5.9 5.8 5.0 4.3 3.8 3.2 2.7 2.2 2.7 2.3 2.0 1.6 1.4

32.0 4.0 4.2 4.4 4.6 4.0 3.5 3.0 2.6 2.2 2.5 2.2 1.9 1.6 1.4

30.0 4.7 4.9 5.1 5.0 4.2 3.6 3.1 2.6 2.2 2.6 2.2 1.9 1.6 1.4

34.0 3.3 3.4 3.6 3.8 3.9 3.4 3.0 2.6 2.2 2.4 2.1 1.8 1.6 1.4

32.0 3.8 4.0 4.2 4.3 4.0 3.5 3.0 2.6 2.2 2.5 2.2 1.8 1.5 1.4

36.0 2.6 2.8 3.0 3.1 3.2 3.3 2.9 2.6 2.2 2.3 2.0 1.8 1.5 1.4

34.0 3.1 3.2 3.4 3.5 3.7 3.4 2.9 2.5 2.4 2.1 1.8 1.5 1.4

38.0 2.0 2.2 2.4 2.5 2.7 2.9 2.8 2.5 2.2 2.0 1.7 1.5 1.4

36.0 2.4 2.6 2.7 2.8 3.1 3.2 2.8 2.5 2.3 2.0 1.7 1.5 1.4

40.0 1.5 1.6 1.8 1.9 2.2 2.4 2.6 2.5 2.2 1.9 1.7 1.5 1.4

38.0 1.8 2.0 2.1 2.6 2.8 2.7 2.5 2.2 2.0 1.7 1.5

44.0 0.8 1.2 1.4 1.7 1.8 1.8 1.8 1.6 1.4

40.0 1.3 1.4 1.5 2.1 2.3 2.5 2.5 2.1 1.9 1.6 1.4

48.0 0.8 1.0 1.3 1.6 1.4

44.0 1.1 1.3 1.5 1.8 1.8 1.5 1.4

52.0 0.8 0.9

48.0 1.0 1.2 1.4

50 to 85 51 to 85 47 to 85 55 to 85 65 to 85 50 to 85 54 to 85 53 to 85 60 to 85 67 to 85 52 to 85 58 to 85 55 to 85 56 to 85 66 to 85

38 to 85 40 to 85 42 to 85 53 to 85 67 to 85 40 to 85 43 to 85 49 to 85 56 to 85 66 to 85 41 to 85 48 to 85 52 to 85 57 to 85 68 to 85

7.3 t

7.3 t

300 kg

300 kg

1

1

Note: Counterweight 25 t, outrigger extension width 7.5 m

Note: Counterweight 25 t, outrigger extension width 7.5 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

Full automatic luffing jib
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[C capacity]

[C capacity]

56.0 m boom +1.6 m full automatic luffing jib Unit: t

60.0 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

9.0 6.3

9.0 5.3

10.0 6.3 6.3

10.0 5.3

11.0 6.3 6.3 4.3

11.0 5.3 5.3

12.0 6.3 6.3 6.3 4.3 2.9

12.0 5.3 5.3 4.1

14.0 6.3 6.3 6.3 6.0 4.3 4.3 2.9

14.0 5.3 5.3 5.3 4.1 2.8

16.0 6.3 6.3 6.1 5.9 4.4 4.3 4.3 3.8 2.9 2.8

16.0 5.3 5.3 5.3 5.3 4.1 4.1 2.8 2.7

18.0 6.3 6.0 5.7 5.6 4.4 4.3 4.3 3.7 3.1 2.9 2.8

18.0 5.3 5.3 5.3 5.1 4.4 4.1 4.1 3.6 2.8 2.6

20.0 5.9 5.7 5.4 5.3 4.3 4.3 4.3 3.5 3.1 2.3 2.9 2.7 2.2

20.0 5.3 5.2 5.0 4.9 4.3 4.1 4.1 3.5 3.1 2.7 2.6 2.2

22.0 5.6 5.4 5.2 5.1 4.3 4.3 4.1 3.4 3.0 2.3 2.9 2.6 2.1

22.0 5.1 4.9 4.7 4.6 4.3 4.1 4.0 3.4 3.0 2.3 2.7 2.5 2.1

24.0 5.3 5.1 4.9 4.8 4.2 4.3 4.0 3.3 2.9 2.3 2.8 2.5 2.1 1.8

24.0 4.8 4.7 4.5 4.4 4.3 4.1 3.9 3.3 2.9 2.3 2.7 2.4 2.1

26.0 5.0 4.9 4.7 4.6 4.2 4.3 3.8 3.2 2.8 2.3 2.7 2.4 2.0 1.7 1.4

26.0 4.5 4.4 4.3 4.2 4.2 4.0 3.8 3.2 2.9 2.3 2.6 2.4 2.0 1.7

28.0 4.7 4.6 4.5 4.4 4.2 4.1 3.7 3.1 2.8 2.2 2.7 2.3 2.0 1.7 1.4

28.0 4.3 4.2 4.1 4.1 4.1 3.8 3.6 3.1 2.8 2.2 2.6 2.3 1.9 1.7 1.4

30.0 4.5 4.4 4.3 4.3 4.2 4.0 3.6 3.0 2.7 2.2 2.6 2.2 1.9 1.6 1.4

30.0 4.1 4.0 3.9 3.9 3.9 3.6 3.5 3.0 2.8 2.2 2.5 2.2 1.9 1.7 1.4

32.0 4.2 4.2 4.1 4.1 4.1 3.8 3.4 3.0 2.7 2.2 2.5 2.2 1.9 1.6 1.4

32.0 3.9 3.8 3.7 3.7 3.7 3.5 3.4 2.9 2.7 2.2 2.5 2.1 1.8 1.6 1.4

34.0 3.5 3.7 3.9 3.9 3.6 3.3 2.9 2.6 2.2 2.4 2.1 1.8 1.6 1.4

34.0 3.5 3.6 3.6 3.5 3.5 3.3 3.2 2.9 2.7 2.2 2.4 2.1 1.8 1.6 1.4

36.0 2.9 3.0 3.2 3.3 3.4 3.2 2.8 2.6 2.2 2.3 2.0 1.8 1.5 1.4

36.0 2.8 3.0 3.2 3.3 3.2 3.1 2.8 2.6 2.2 2.3 2.0 1.7 1.6 1.4

38.0 2.3 2.4 2.6 2.7 2.8 3.1 2.8 2.6 2.2 2.2 2.0 1.7 1.5 1.4

38.0 2.2 2.4 2.6 2.7 2.8 3.0 2.7 2.6 2.2 2.2 2.0 1.7 1.5 1.4

40.0 1.7 1.9 2.1 2.2 2.3 2.6 2.7 2.5 2.2 1.9 1.7 1.5 1.4

40.0 1.7 1.9 2.0 2.1 2.3 2.5 2.7 2.5 2.2 2.2 1.9 1.7 1.5 1.4

44.0 0.8 0.9 1.1 1.1 1.4 1.6 1.9 2.0 1.9 1.8 1.6 1.4

44.0 0.9 1.0 1.1 1.3 1.6 1.9 2.0 1.8 1.8 1.6 1.5 1.4

48.0 0.8 1.0 1.1 1.2 1.4 1.5 1.4

48.0 1.0 1.1 1.1 1.3 1.5 1.4

52.0 1.0 1.1

52.0 0.9 1.1

49 to 85 51 to 85 53 to 85 53 to 85 70 to 85 54 to 85 53 to 85 57 to 85 57 to 85 67 to 85 56 to 85 63 to 85 61 to 85 62 to 85 69 to 85

57 to 85 54 to 85 55 to 85 57 to 85 69 to 85 58 to 85 61 to 85 61 to 85 61 to 85 68 to 85 60 to 85 65 to 85 64 to 85 62 to 85 67 to 85

7.3 t

7.3 t

300 kg

300 kg

1

1

Note: Counterweight 25 t, outrigger extension width 7.5 m

Note: Counterweight 25 t, outrigger extension width 7.5 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

FL
J

Boom FLJ
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[D capacity]

[D capacity]

43.0 m boom +1.6 m full automatic luffing jib Unit: t

51.7 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

6.0 7.3

8.0 7.3

7.0 7.3 4.3

9.0 7.3 7.3

8.0 7.3 7.3 4.3 3.3

10.0 7.3 7.3 4.3 3.2

9.0 7.3 7.3 7.3 4.3 3.3

11.0 7.3 7.3 7.3 4.3 3.2

10.0 7.3 7.3 7.3 6.2 4.3 4.3 3.3

12.0 7.3 7.3 7.3 6.2 4.3 4.3 3.2

11.0 7.3 7.3 7.3 6.1 4.5 4.3 4.3 3.3 3.3

14.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 3.2 3.1

12.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 4.3 3.3 3.3

16.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 3.9 3.2 3.0

14.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 4.2 3.3 3.2

18.0 7.3 7.3 7.0 5.7 4.3 4.3 4.3 3.8 3.1 3.2 2.8 2.3

16.0 7.3 7.3 7.3 5.7 4.4 4.3 4.3 4.0 3.1 2.4 3.3 3.1 2.5

20.0 7.1 6.9 6.6 5.6 4.3 4.3 4.3 3.6 3.0 2.3 3.1 2.7 2.3

18.0 7.3 7.3 6.9 5.5 4.3 4.3 4.3 3.8 3.0 2.4 3.3 2.9 2.4

22.0 6.0 6.4 6.3 5.4 4.3 4.3 4.2 3.5 2.9 2.3 3.0 2.6 2.2

20.0 7.3 7.3 6.7 5.4 4.3 4.3 4.3 3.7 3.0 2.3 3.3 2.8 2.3

24.0 4.7 5.0 5.4 5.3 4.2 4.3 4.1 3.4 2.9 2.3 2.9 2.5 2.1 1.8

22.0 5.8 6.2 6.4 5.3 4.2 4.3 4.3 3.6 2.9 2.3 3.1 2.6 2.2 1.8

26.0 3.6 3.9 4.2 4.5 4.2 4.3 3.9 3.3 2.8 2.3 2.8 2.4 2.0 1.7 1.4

24.0 4.5 4.8 5.2 5.2 4.2 4.3 4.1 3.4 2.8 2.3 3.0 2.5 2.1 1.7 1.5

28.0 2.7 3.0 3.3 3.5 3.6 3.4 3.8 3.2 2.7 2.2 2.7 2.3 2.0 1.7 1.4

26.0 3.4 3.7 4.0 4.2 4.2 4.2 3.9 3.3 2.7 2.2 2.8 2.4 2.1 1.7 1.4

30.0 2.0 2.2 2.5 2.6 2.7 2.6 3.0 3.1 2.7 2.2 2.6 2.3 1.9 1.6 1.4

28.0 2.5 2.8 3.0 3.2 3.3 3.7 3.2 2.7 2.2 2.7 2.3 2.0 1.6 1.4

32.0 1.3 1.5 1.8 1.9 2.0 2.3 2.7 2.6 2.2 2.5 2.2 1.9 1.6 1.4

30.0 1.8 2.0 2.2 2.4 2.5 2.9 3.1 2.6 2.2 2.6 2.2 1.9 1.6 1.4

34.0 0.8 1.0 1.2 1.3 1.4 1.7 2.1 2.3 2.2 1.9 2.1 1.8 1.6 1.4

32.0 1.2 1.3 1.5 1.6 1.9 2.2 2.6 2.6 2.2 2.5 2.2 1.8 1.5 1.4

36.0 0.8 0.9 1.2 1.5 1.7 1.8 1.4 1.8 1.8 1.5 1.4

34.0 0.8 0.9 1.0 1.3 1.6 1.9 2.1 1.9 2.1 1.8 1.5 1.4

38.0 1.0 1.2 1.0 1.3 1.7 1.5 1.4

36.0 0.8 1.1 1.4 1.5 1.4 1.8 1.7 1.5 1.4

40.0 0.8 0.9 1.3 1.5 1.4

38.0 0.9 1.0 1.0 1.3 1.7 1.5

44.0 0.8

40.0 0.9 1.2 1.4

56 to 85 58 to 85 59 to 85 59 to 85 67 to 85 59 to 85 62 to 85 64 to 85 62 to 85 66 to 85 62 to 85 64 to 85 67 to 85 64 to 85 66 to 85

52 to 85 50 to 85 52 to 85 54 to 85 67 to 85 52 to 85 54 to 85 56 to 85 57 to 85 66 to 85 54 to 85 57 to 85 61 to 85 62 to 85 68 to 85

7.3 t

7.3 t

300 kg

300 kg

1

1

Note: Counterweight 15 t, outrigger extension width 7.5 m

Note: Counterweight 15 t, outrigger extension width 7.5 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

Full automatic luffing jib
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[D capacity]

[D capacity]

56.0 m boom +1.6 m full automatic luffing jib Unit: t

60.0 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

9.0 6.3

9.0 5.3

10.0 6.3 6.3

10.0 5.3

11.0 6.3 6.3 4.3

11.0 5.3 5.3

12.0 6.3 6.3 6.3 4.3 2.9

12.0 5.3 5.3 4.1

14.0 6.3 6.3 6.3 6.0 4.3 4.3 2.9

14.0 5.3 5.3 5.3 4.1 2.8

16.0 6.3 6.3 6.1 5.9 4.4 4.3 4.3 3.8 2.9 2.8

16.0 5.3 5.3 5.3 5.3 4.1 4.1 2.8 2.7

18.0 6.3 6.0 5.7 5.6 4.4 4.3 4.3 3.7 3.1 2.9 2.8

18.0 5.3 5.3 5.3 5.1 4.4 4.1 4.1 3.6 2.8 2.6

20.0 5.9 5.7 5.4 5.3 4.3 4.3 4.3 3.5 3.1 2.3 2.9 2.7 2.2

20.0 5.3 5.2 5.0 4.9 4.3 4.1 4.1 3.5 3.1 2.7 2.6 2.2

22.0 5.6 5.4 5.2 5.1 4.3 4.3 4.1 3.4 3.0 2.3 2.9 2.6 2.1

22.0 5.1 4.9 4.7 4.6 4.3 4.1 4.0 3.4 3.0 2.3 2.7 2.5 2.1

24.0 4.9 5.1 4.9 4.8 4.2 4.3 4.0 3.3 2.9 2.3 2.8 2.5 2.1 1.8

24.0 4.8 4.7 4.5 4.4 4.3 4.1 3.9 3.3 2.9 2.3 2.7 2.4 2.1

26.0 3.9 4.1 4.5 4.6 4.2 4.3 3.8 3.2 2.8 2.3 2.7 2.4 2.0 1.7 1.4

26.0 3.8 4.1 4.3 4.2 4.2 4.0 3.8 3.2 2.9 2.3 2.6 2.4 2.0 1.7

28.0 3.0 3.2 3.5 3.7 3.8 3.6 3.7 3.1 2.8 2.2 2.7 2.3 2.0 1.7 1.4

28.0 2.9 3.2 3.5 3.7 3.8 3.5 3.6 3.1 2.8 2.2 2.6 2.3 1.9 1.7 1.4

30.0 2.2 2.4 2.7 2.9 3.0 2.8 3.2 3.0 2.7 2.2 2.6 2.2 1.9 1.6 1.4

30.0 2.2 2.4 2.7 2.9 3.0 2.7 3.1 3.0 2.8 2.2 2.5 2.2 1.9 1.7 1.4

32.0 1.6 1.8 2.0 2.2 2.2 2.2 2.5 2.9 2.7 2.2 2.5 2.2 1.9 1.6 1.4

32.0 1.5 1.7 2.0 2.1 2.2 2.1 2.4 2.8 2.7 2.2 2.5 2.1 1.8 1.6 1.4

34.0 1.0 1.2 1.4 1.5 1.6 1.9 2.3 2.5 2.2 2.1 2.1 1.8 1.6 1.4

34.0 1.2 1.4 1.5 1.6 1.5 1.8 2.2 2.5 2.2 2.0 2.1 1.8 1.6 1.4

36.0 0.9 1.0 1.1 1.4 1.7 1.9 2.0 1.6 1.9 1.8 1.5 1.4

36.0 1.3 1.7 1.9 2.0 1.5 1.9 1.7 1.6 1.4

38.0 0.9 1.2 1.4 1.5 1.1 1.5 1.7 1.5 1.4

38.0 1.2 1.4 1.5 1.4 1.7 1.5 1.4

40.0 1.0 1.1 1.5 1.5 1.4

40.0 1.4 1.5 1.4

44.0 0.9

44.0 1.0

60 to 85 61 to 85 61 to 85 62 to 85 68 to 85 61 to 85 62 to 85 67 to 85 65 to 85 66 to 85 64 to 85 68 to 85 71 to 85 68 to 85 69 to 85

64 to 85 64 to 85 65 to 85 66 to 85 67 to 85 66 to 85 67 to 85 69 to 85 70 to 85 69 to 85 69 to 85 72 to 85 73 to 85 72 to 85 67 to 85

7.3 t

7.3 t

300 kg

300 kg

1

1

Note: Counterweight 15 t, outrigger extension width 7.5 m

Note: Counterweight 15 t, outrigger extension width 7.5 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

FL
J

Boom FLJ
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[E capacity]

[E capacity]

43.0 m boom +1.6 m full automatic luffing jib Unit: t

51.7 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

6.0 7.3

8.0 7.3

7.0 7.3 4.3

9.0 7.3 7.3

8.0 7.3 7.3 4.3 3.3

10.0 7.3 7.3 4.3 3.2

9.0 7.3 7.3 7.3 4.3 3.3

11.0 7.3 7.3 7.3 4.3 3.2

10.0 7.3 7.3 7.3 6.2 4.3 4.3 3.3

12.0 7.3 7.3 7.3 6.2 4.3 4.3 3.2

11.0 7.3 7.3 7.3 6.1 4.5 4.3 4.3 3.3 3.3

14.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 3.2 3.1

12.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 4.3 3.3 3.3

16.0 7.2 7.3 7.3 5.8 4.4 4.3 4.3 3.9 3.2 3.0

14.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 4.2 3.3 3.2

18.0 5.0 5.5 6.2 5.7 4.3 4.3 4.3 3.8 3.1 3.2 2.8 2.3

16.0 7.0 7.3 7.3 5.7 4.4 4.3 4.3 4.0 3.1 2.4 3.3 3.1 2.5

20.0 3.5 3.9 4.4 4.8 4.3 4.3 4.3 3.6 3.0 2.3 3.1 2.7 2.3

18.0 4.8 5.3 5.9 5.5 4.3 4.3 4.3 3.8 3.0 2.4 3.3 2.9 2.4

22.0 2.3 2.6 3.1 3.4 3.6 3.0 3.6 3.5 2.9 2.3 3.0 2.6 2.2

20.0 3.2 3.6 4.2 4.6 4.3 4.2 4.3 3.7 3.0 2.3 3.3 2.8 2.3

24.0 1.3 1.6 2.0 2.3 2.5 2.0 2.6 3.2 2.9 2.3 2.7 2.5 2.1 1.8

22.0 2.0 2.4 2.9 3.2 3.3 2.9 3.5 3.6 2.9 2.3 3.1 2.6 2.2 1.8

26.0 0.8 1.2 1.4 1.6 1.3 1.7 2.3 2.8 2.3 1.8 2.4 2.0 1.7 1.4

24.0 1.1 1.4 1.8 2.1 2.2 1.9 2.4 3.1 2.8 2.3 2.6 2.5 2.1 1.7 1.5

28.0 0.8 1.0 1.5 1.9 2.2 1.2 1.7 2.0 1.7 1.4

26.0 1.0 1.2 1.3 1.2 1.6 2.2 2.6 2.2 1.8 2.4 2.1 1.7 1.4

30.0 0.9 1.2 1.4 1.1 1.8 1.6 1.4

28.0 0.9 1.4 1.8 2.0 1.2 1.7 2.0 1.6 1.4

32.0 0.8 1.2 1.6 1.4

30.0 0.8 1.1 1.2 1.1 1.7 1.6 1.4

34.0 1.1 1.3

32.0 1.1 1.5 1.4

36.0 0.8

34.0 1.0 1.2

67 to 85 66 to 85 68 to 85 70 to 85 68 to 85 69 to 85 69 to 85 71 to 85 72 to 85 69 to 85 70 to 85 72 to 85 73 to 85 73 to 85 70 to 85

63 to 85 64 to 85 63 to 85 65 to 85 65 to 85 64 to 85 64 to 85 65 to 85 67 to 85 67 to 85 65 to 85 67 to 85 69 to 85 68 to 85 70 to 85

7.3 t

7.3 t

300 kg

300 kg

1

1

Note: Counterweight 6 t, outrigger extension width 7.5 m

Note: Counterweight 6 t, outrigger extension width 7.5 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

Full automatic luffing jib
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[E capacity]

[E capacity]

56.0 m boom +1.6 m full automatic luffing jib Unit: t

60.0 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

9.0 6.3

9.0 5.3

10.0 6.3 6.3

10.0 5.3

11.0 6.3 6.3 4.3

11.0 5.3 5.3

12.0 6.3 6.3 6.3 4.3 2.9

12.0 5.3 5.3 4.1

14.0 6.3 6.3 6.3 6.0 4.3 4.3 2.9

14.0 5.3 5.3 5.3 4.1 2.8

16.0 6.3 6.3 6.1 5.9 4.4 4.3 4.3 3.8 2.9 2.8

16.0 5.3 5.3 5.3 5.3 4.1 4.1 2.8 2.7

18.0 5.3 5.8 5.7 5.6 4.4 4.3 4.3 3.7 3.1 2.9 2.8

18.0 5.3 5.3 5.3 5.1 4.4 4.1 4.1 3.6 2.8 2.6

20.0 3.7 4.1 4.7 5.1 4.3 4.3 4.3 3.5 3.1 2.3 2.9 2.7 2.2

20.0 3.7 4.1 4.6 4.9 4.3 4.1 4.1 3.5 3.1 2.7 2.6 2.2

22.0 2.5 2.9 3.3 3.7 3.9 3.2 3.8 3.4 3.0 2.3 2.9 2.6 2.1

22.0 2.5 2.8 3.3 3.6 3.9 3.1 3.7 3.4 3.0 2.3 2.7 2.5 2.1

24.0 1.6 1.9 2.3 2.6 2.7 2.2 2.7 3.3 2.9 2.3 2.8 2.5 2.1 1.8

24.0 1.5 1.8 2.2 2.5 2.7 2.2 2.7 3.3 2.9 2.3 2.7 2.4 2.1

26.0 1.1 1.4 1.7 1.8 1.4 1.9 2.5 2.8 2.3 2.0 2.4 2.0 1.7 1.4

26.0 1.4 1.7 1.8 1.4 1.8 2.4 2.9 2.3 1.9 2.4 2.0 1.7

28.0 0.9 1.1 1.2 1.7 2.1 2.2 1.3 1.9 2.0 1.7 1.4

28.0 1.7 2.1 2.2 1.2 1.8 1.9 1.7 1.4

30.0 1.1 1.4 1.6 1.3 1.9 1.6 1.4

30.0 1.4 1.6 1.2 1.8 1.7 1.4

32.0 0.8 1.0 1.3 1.6 1.4

32.0 1.3 1.6 1.4

34.0 0.8 1.2 1.4

34.0 1.2 1.4

36.0 1.0

36.0 0.9

69 to 85 69 to 85 70 to 85 69 to 85 70 to 85 71 to 85 71 to 85 73 to 85 71 to 85 71 to 85 71 to 85 75 to 85 73 to 85 76 to 85 73 to 85

71 to 85 72 to 85 72 to 85 73 to 85 74 to 85 72 to 85 74 to 85 77 to 85 75 to 85 75 to 85 74 to 85 76 to 85 77 to 85 76 to 85 74 to 85

7.3 t

7.3 t

300 kg

300 kg

1

1

Note: Counterweight 6 t, outrigger extension width 7.5 m

Note: Counterweight 6 t, outrigger extension width 7.5 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

FL
J

Boom FLJ
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[F capacity]

[F capacity]

43.0 m boom +1.6 m full automatic luffing jib Unit: t

51.7 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

6.0 7.3

8.0 7.3

7.0 7.3 4.3

9.0 7.3 7.3

8.0 7.3 7.3 4.3 3.3

10.0 7.3 7.3 4.3 3.2

9.0 7.3 7.3 7.3 4.3 3.3

11.0 7.3 7.3 7.3 4.3 3.2

10.0 7.3 7.3 7.3 6.2 4.3 4.3 3.3

12.0 7.3 7.3 7.3 6.2 4.3 4.3 3.2

11.0 7.3 7.3 7.3 6.1 4.5 4.3 4.3 3.3 3.3

14.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 3.2 3.1

12.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 4.3 3.3 3.3

16.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 3.9 3.2 3.0

14.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 4.2 3.3 3.2

18.0 7.3 7.3 7.0 5.7 4.3 4.3 4.3 3.8 3.1 3.2 2.8 2.3

16.0 7.3 7.3 7.3 5.7 4.4 4.3 4.3 4.0 3.1 2.4 3.3 3.1 2.5

20.0 7.1 6.9 6.6 5.6 4.3 4.3 4.3 3.6 3.0 2.3 3.1 2.7 2.3

18.0 7.3 7.3 6.9 5.5 4.3 4.3 4.3 3.8 3.0 2.4 3.3 2.9 2.4

22.0 6.7 6.5 6.3 5.4 4.3 4.3 4.2 3.5 2.9 2.3 3.0 2.6 2.2

20.0 7.3 7.3 6.7 5.4 4.3 4.3 4.3 3.7 3.0 2.3 3.3 2.8 2.3

24.0 6.3 6.2 6.0 5.3 4.2 4.3 4.1 3.4 2.9 2.3 2.9 2.5 2.1 1.8

22.0 7.3 7.3 6.4 5.3 4.2 4.3 4.3 3.6 2.9 2.3 3.1 2.6 2.2 1.8

26.0 6.0 5.8 5.7 5.2 4.2 4.3 3.9 3.3 2.8 2.3 2.8 2.4 2.0 1.7 1.4

24.0 7.3 7.3 6.2 5.2 4.2 4.3 4.1 3.4 2.8 2.3 3.0 2.5 2.1 1.7 1.5

28.0 5.6 5.5 5.4 5.2 4.2 4.3 3.8 3.2 2.7 2.2 2.7 2.3 2.0 1.7 1.4

26.0 7.3 7.1 6.0 5.1 4.2 4.3 3.9 3.3 2.7 2.2 2.8 2.4 2.1 1.7 1.4

30.0 5.3 5.2 5.1 5.0 4.2 4.2 3.6 3.1 2.7 2.2 2.6 2.3 1.9 1.6 1.4

28.0 7.1 6.8 5.8 5.0 4.3 3.8 3.2 2.7 2.2 2.7 2.3 2.0 1.6 1.4

32.0 5.0 4.9 4.8 4.7 4.0 3.5 3.0 2.6 2.2 2.5 2.2 1.9 1.6 1.4

30.0 6.2 6.5 5.6 5.0 4.2 3.6 3.1 2.6 2.2 2.6 2.2 1.9 1.6 1.4

34.0 4.6 4.6 4.5 4.5 3.9 3.4 3.0 2.6 2.2 2.4 2.1 1.8 1.6 1.4

32.0 5.2 5.5 5.5 4.9 4.0 3.5 3.0 2.6 2.2 2.5 2.2 1.8 1.5 1.4

36.0 3.8 4.0 4.2 4.3 3.7 3.3 2.9 2.6 2.2 2.3 2.0 1.8 1.5 1.4

34.0 4.4 4.6 4.8 4.9 3.7 3.4 2.9 2.5 2.4 2.1 1.8 1.5 1.4

38.0 3.2 3.3 3.5 3.6 3.6 3.2 2.8 2.5 2.2 2.0 1.7 1.5 1.4

36.0 3.6 3.8 3.9 4.0 3.5 3.2 2.8 2.5 2.3 2.0 1.7 1.5 1.4

40.0 2.6 2.7 2.9 2.9 3.2 3.1 2.8 2.5 2.2 1.9 1.7 1.5 1.4

38.0 3.0 3.1 3.2 3.3 3.1 2.7 2.5 2.2 2.0 1.7 1.5

44.0 1.5 1.6 1.8 2.2 2.4 2.6 2.5 2.0 1.8 1.6 1.4

40.0 2.4 2.5 2.6 3.1 3.0 2.7 2.5 2.1 1.9 1.6 1.4

48.0 0.8 0.9 1.3 1.5 1.7 1.9 1.7 1.6 1.4

44.0 1.3 1.4 2.1 2.3 2.4 2.0 1.8 1.5 1.4

52.0 0.8 0.9 1.2 1.4 1.5 1.4

48.0 1.2 1.4 1.4 1.8 1.7 1.5

56.0 0.9

52.0 1.2 1.3 1.4

45 to 85 39 to 85 41 to 85 57 to 85 69 to 85 46 to 85 43 to 85 49 to 85 62 to 85 67 to 85 48 to 85 55 to 85 50 to 85 57 to 85 66 to 85

30 to 85 31 to 85 43 to 85 54 to 85 67 to 85 33 to 85 36 to 85 42 to 85 56 to 85 66 to 85 35 to 85 43 to 85 46 to 85 57 to 85 68 to 85

7.3 t

7.3 t

300 kg

300 kg

1

1

Note: Counterweight 40 t, outrigger extension width 6.2 m

Note: Counterweight 40 t, outrigger extension width 6.2 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight
Standard number of 
parts of line

Full automatic luffing jib

Standard number of 
parts of line
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[F capacity]

[F capacity]

56.0 m boom +1.6 m full automatic luffing jib Unit: t

60.0 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

9.0 6.3

9.0 5.3

10.0 6.3 6.3

10.0 5.3

11.0 6.3 6.3 4.3

11.0 5.3 5.3

12.0 6.3 6.3 6.3 4.3 2.9

12.0 5.3 5.3 4.1

14.0 6.3 6.3 6.3 6.0 4.3 4.3 2.9

14.0 5.3 5.3 5.3 4.1 2.8

16.0 6.3 6.3 6.1 5.9 4.4 4.3 4.3 3.8 2.9 2.8

16.0 5.3 5.3 5.3 5.3 4.1 4.1 2.8 2.7

18.0 6.3 6.0 5.7 5.6 4.4 4.3 4.3 3.7 3.1 2.9 2.8

18.0 5.3 5.3 5.3 5.1 4.4 4.1 4.1 3.6 2.8 2.6

20.0 5.9 5.7 5.4 5.3 4.3 4.3 4.3 3.5 3.1 2.3 2.9 2.7 2.2

20.0 5.3 5.2 5.0 4.9 4.3 4.1 4.1 3.5 3.1 2.7 2.6 2.2

22.0 5.6 5.4 5.2 5.1 4.3 4.3 4.1 3.4 3.0 2.3 2.9 2.6 2.1

22.0 5.1 4.9 4.7 4.6 4.3 4.1 4.0 3.4 3.0 2.3 2.7 2.5 2.1

24.0 5.3 5.1 4.9 4.8 4.2 4.3 4.0 3.3 2.9 2.3 2.8 2.5 2.1 1.8

24.0 4.8 4.7 4.5 4.4 4.3 4.1 3.9 3.3 2.9 2.3 2.7 2.4 2.1

26.0 5.0 4.9 4.7 4.6 4.2 4.3 3.8 3.2 2.8 2.3 2.7 2.4 2.0 1.7 1.4

26.0 4.5 4.4 4.3 4.2 4.2 4.0 3.8 3.2 2.9 2.3 2.6 2.4 2.0 1.7

28.0 4.7 4.6 4.5 4.4 4.2 4.1 3.7 3.1 2.8 2.2 2.7 2.3 2.0 1.7 1.4

28.0 4.3 4.2 4.1 4.1 4.1 3.8 3.6 3.1 2.8 2.2 2.6 2.3 1.9 1.7 1.4

30.0 4.5 4.4 4.3 4.3 4.2 4.0 3.6 3.0 2.7 2.2 2.6 2.2 1.9 1.6 1.4

30.0 4.1 4.0 3.9 3.9 3.9 3.6 3.5 3.0 2.8 2.2 2.5 2.2 1.9 1.7 1.4

32.0 4.3 4.2 4.1 4.1 4.1 3.8 3.4 3.0 2.7 2.2 2.5 2.2 1.9 1.6 1.4

32.0 3.9 3.8 3.7 3.7 3.7 3.5 3.4 2.9 2.7 2.2 2.5 2.1 1.8 1.6 1.4

34.0 4.1 4.0 3.9 3.9 3.6 3.3 2.9 2.6 2.2 2.4 2.1 1.8 1.6 1.4

34.0 3.7 3.6 3.6 3.5 3.5 3.3 3.2 2.9 2.7 2.2 2.4 2.1 1.8 1.6 1.4

36.0 3.9 3.8 3.7 3.7 3.5 3.2 2.8 2.6 2.2 2.3 2.0 1.8 1.5 1.4

36.0 3.5 3.5 3.4 3.4 3.2 3.1 2.8 2.6 2.2 2.3 2.0 1.7 1.6 1.4

38.0 3.4 3.6 3.6 3.6 3.3 3.1 2.8 2.6 2.2 2.2 2.0 1.7 1.5 1.4

38.0 3.4 3.3 3.2 3.2 3.0 3.0 2.7 2.6 2.2 2.2 2.0 1.7 1.5 1.4

40.0 2.8 3.0 3.1 3.2 3.2 3.1 2.7 2.5 2.2 1.9 1.7 1.5 1.4

40.0 2.8 2.9 3.1 3.1 2.9 2.8 2.7 2.5 2.2 2.2 1.9 1.7 1.5 1.4

44.0 1.8 1.9 2.0 2.1 2.4 2.6 2.6 2.5 2.0 1.8 1.6 1.4

44.0 1.7 1.9 2.0 2.1 2.3 2.4 2.4 2.4 2.0 1.8 1.6 1.5 1.4

48.0 0.9 1.0 1.1 1.5 1.7 1.9 2.0 1.9 1.7 1.5 1.4

48.0 0.9 1.0 1.1 1.2 1.5 1.7 1.9 2.0 1.9 1.7 1.5 1.4

52.0 0.8 1.0 1.1 1.3 1.5 1.5 1.4

52.0 0.9 1.1 1.2 1.2 1.5 1.5 1.4

56.0 0.9 1.1

56.0 0.8 1.1 1.2

44 to 85 46 to 85 48 to 85 55 to 85 70 to 85 45 to 85 49 to 85 54 to 85 59 to 85 67 to 85 53 to 85 56 to 85 57 to 85 63 to 85 69 to 85

48 to 85 50 to 85 51 to 85 53 to 85 69 to 85 54 to 85 53 to 85 58 to 85 58 to 85 68 to 85 58 to 85 58 to 85 61 to 85 59 to 85 67 to 85

7.3 t

7.3 t

300 kg

300 kg

1

1

Note: Counterweight 40 t, outrigger extension width 6.2 m

Note: Counterweight 40 t, outrigger extension width 6.2 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

FL
J

Boom FLJ
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[G capacity]

[G capacity]

43.0 m boom +1.6 m full automatic luffing jib Unit: t

51.7 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

6.0 7.3

8.0 7.3

7.0 7.3 4.3

9.0 7.3 7.3

8.0 7.3 7.3 4.3 3.3

10.0 7.3 7.3 4.3 3.2

9.0 7.3 7.3 7.3 4.3 3.3

11.0 7.3 7.3 7.3 4.3 3.2

10.0 7.3 7.3 7.3 6.2 4.3 4.3 3.3

12.0 7.3 7.3 7.3 6.2 4.3 4.3 3.2

11.0 7.3 7.3 7.3 6.1 4.5 4.3 4.3 3.3 3.3

14.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 3.2 3.1

12.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 4.3 3.3 3.3

16.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 3.9 3.2 3.0

14.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 4.2 3.3 3.2

18.0 7.3 7.3 7.0 5.7 4.3 4.3 4.3 3.8 3.1 3.2 2.8 2.3

16.0 7.3 7.3 7.3 5.7 4.4 4.3 4.3 4.0 3.1 2.4 3.3 3.1 2.5

20.0 7.1 6.9 6.6 5.6 4.3 4.3 4.3 3.6 3.0 2.3 3.1 2.7 2.3

18.0 7.3 7.3 6.9 5.5 4.3 4.3 4.3 3.8 3.0 2.4 3.3 2.9 2.4

22.0 6.7 6.5 6.3 5.4 4.3 4.3 4.2 3.5 2.9 2.3 3.0 2.6 2.2

20.0 7.3 7.3 6.7 5.4 4.3 4.3 4.3 3.7 3.0 2.3 3.3 2.8 2.3

24.0 6.3 6.2 6.0 5.3 4.2 4.3 4.1 3.4 2.9 2.3 2.9 2.5 2.1 1.8

22.0 7.3 7.3 6.4 5.3 4.2 4.3 4.3 3.6 2.9 2.3 3.1 2.6 2.2 1.8

26.0 6.0 5.8 5.7 5.2 4.2 4.3 3.9 3.3 2.8 2.3 2.8 2.4 2.0 1.7 1.4

24.0 7.0 7.3 6.2 5.2 4.2 4.3 4.1 3.4 2.8 2.3 3.0 2.5 2.1 1.7 1.5

28.0 4.9 5.1 5.4 5.2 4.2 4.3 3.8 3.2 2.7 2.2 2.7 2.3 2.0 1.7 1.4

26.0 5.8 6.1 6.0 5.1 4.2 4.3 3.9 3.3 2.7 2.2 2.8 2.4 2.1 1.7 1.4

30.0 3.9 4.2 4.5 4.7 4.2 4.2 3.6 3.1 2.7 2.2 2.6 2.3 1.9 1.6 1.4

28.0 4.7 4.9 5.2 5.0 4.3 3.8 3.2 2.7 2.2 2.7 2.3 2.0 1.6 1.4

32.0 3.1 3.3 3.6 3.8 3.8 3.5 3.0 2.6 2.2 2.5 2.2 1.9 1.6 1.4

30.0 3.7 3.9 4.2 4.4 4.2 3.6 3.1 2.6 2.2 2.6 2.2 1.9 1.6 1.4

34.0 2.4 2.6 2.8 3.0 3.1 3.4 3.0 2.6 2.2 2.4 2.1 1.8 1.6 1.4

32.0 2.9 3.1 3.3 3.4 3.7 3.5 3.0 2.6 2.2 2.5 2.2 1.8 1.5 1.4

36.0 1.8 1.9 2.1 2.3 2.4 2.8 2.9 2.6 2.2 2.3 2.0 1.8 1.5 1.4

34.0 2.2 2.3 2.5 2.6 3.0 3.3 2.9 2.5 2.4 2.1 1.8 1.5 1.4

38.0 1.2 1.4 1.5 1.6 1.9 2.2 2.5 2.5 2.2 2.0 1.7 1.5 1.4

36.0 1.5 1.7 1.9 1.9 2.4 2.6 2.8 2.5 2.3 2.0 1.7 1.5 1.4

40.0 0.9 1.0 1.1 1.4 1.6 1.9 2.1 2.0 1.9 1.7 1.5 1.4

38.0 1.0 1.1 1.3 1.8 2.0 2.3 2.5 2.2 2.0 1.7 1.5

44.0 1.0 1.1 1.1 1.4 1.6 1.4

40.0 1.3 1.5 1.8 1.9 1.9 1.9 1.6 1.4

48.0 0.9 1.1

44.0 0.8 1.1 1.3 1.5 1.4

52 to 85 51 to 85 52 to 85 54 to 85 69 to 85 55 to 85 58 to 85 58 to 85 59 to 85 67 to 85 56 to 85 62 to 85 59 to 85 60 to 85 66 to 85

48.0 0.8

7.3 t

42 to 85 43 to 85 45 to 85 52 to 85 67 to 85 46 to 85 49 to 85 47 to 85 55 to 85 66 to 85 47 to 85 53 to 85 50 to 85 57 to 85 68 to 85

300 kg

7.3 t

1

300 kg

Note: Counterweight 28 t, outrigger extension width 6.2 m

1

Note: Counterweight 28 t, outrigger extension width 6.2 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

Full automatic luffing jib
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[G capacity]

[G capacity]

56.0 m boom +1.6 m full automatic luffing jib Unit: t

60.0 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

9.0 6.3

9.0 5.3

10.0 6.3 6.3

10.0 5.3

11.0 6.3 6.3 4.3

11.0 5.3 5.3

12.0 6.3 6.3 6.3 4.3 2.9

12.0 5.3 5.3 4.1

14.0 6.3 6.3 6.3 6.0 4.3 4.3 2.9

14.0 5.3 5.3 5.3 4.1 2.8

16.0 6.3 6.3 6.1 5.9 4.4 4.3 4.3 3.8 2.9 2.8

16.0 5.3 5.3 5.3 5.3 4.1 4.1 2.8 2.7

18.0 6.3 6.0 5.7 5.6 4.4 4.3 4.3 3.7 3.1 2.9 2.8

18.0 5.3 5.3 5.3 5.1 4.4 4.1 4.1 3.6 2.8 2.6

20.0 5.9 5.7 5.4 5.3 4.3 4.3 4.3 3.5 3.1 2.3 2.9 2.7 2.2

20.0 5.3 5.2 5.0 4.9 4.3 4.1 4.1 3.5 3.1 2.7 2.6 2.2

22.0 5.6 5.4 5.2 5.1 4.3 4.3 4.1 3.4 3.0 2.3 2.9 2.6 2.1

22.0 5.1 4.9 4.7 4.6 4.3 4.1 4.0 3.4 3.0 2.3 2.7 2.5 2.1

24.0 5.3 5.1 4.9 4.8 4.2 4.3 4.0 3.3 2.9 2.3 2.8 2.5 2.1 1.8

24.0 4.8 4.7 4.5 4.4 4.3 4.1 3.9 3.3 2.9 2.3 2.7 2.4 2.1

26.0 5.0 4.9 4.7 4.6 4.2 4.3 3.8 3.2 2.8 2.3 2.7 2.4 2.0 1.7 1.4

26.0 4.5 4.4 4.3 4.2 4.2 4.0 3.8 3.2 2.9 2.3 2.6 2.4 2.0 1.7

28.0 4.7 4.6 4.5 4.4 4.2 4.1 3.7 3.1 2.8 2.2 2.7 2.3 2.0 1.7 1.4

28.0 4.3 4.2 4.1 4.1 4.1 3.8 3.6 3.1 2.8 2.2 2.6 2.3 1.9 1.7 1.4

30.0 4.2 4.4 4.3 4.3 4.2 4.0 3.6 3.0 2.7 2.2 2.6 2.2 1.9 1.6 1.4

30.0 4.1 4.0 3.9 3.9 3.9 3.6 3.5 3.0 2.8 2.2 2.5 2.2 1.9 1.7 1.4

32.0 3.4 3.6 3.9 4.0 4.1 3.8 3.4 3.0 2.7 2.2 2.5 2.2 1.9 1.6 1.4

32.0 3.3 3.5 3.7 3.7 3.7 3.5 3.4 2.9 2.7 2.2 2.5 2.1 1.8 1.6 1.4

34.0 2.6 2.8 3.1 3.3 3.3 3.3 2.9 2.6 2.2 2.4 2.1 1.8 1.6 1.4

34.0 2.6 2.8 3.1 3.2 3.3 3.2 3.2 2.9 2.7 2.2 2.4 2.1 1.8 1.6 1.4

36.0 2.0 2.2 2.4 2.6 2.6 3.0 2.8 2.6 2.2 2.3 2.0 1.8 1.5 1.4

36.0 2.0 2.2 2.4 2.5 2.6 2.9 2.8 2.6 2.2 2.3 2.0 1.7 1.6 1.4

38.0 1.5 1.6 1.8 1.9 2.1 2.4 2.7 2.6 2.2 2.2 2.0 1.7 1.5 1.4

38.0 1.4 1.6 1.8 1.9 2.0 2.3 2.7 2.6 2.2 2.2 2.0 1.7 1.5 1.4

40.0 1.0 1.1 1.3 1.4 1.6 1.8 2.2 2.4 2.1 1.9 1.7 1.5 1.4

40.0 1.3 1.4 1.5 1.8 2.1 2.3 2.2 2.0 1.9 1.7 1.5 1.4

44.0 0.9 1.2 1.3 1.2 1.6 1.6 1.4

44.0 1.2 1.3 1.1 1.5 1.6 1.5 1.4

48.0 1.1 1.3

48.0 1.3

53 to 85 55 to 85 57 to 85 58 to 85 70 to 85 58 to 85 57 to 85 61 to 85 62 to 85 67 to 85 59 to 85 67 to 85 64 to 85 65 to 85 69 to 85

59 to 85 60 to 85 60 to 85 61 to 85 69 to 85 61 to 85 64 to 85 65 to 85 65 to 85 68 to 85 63 to 85 68 to 85 71 to 85 66 to 85 67 to 85

7.3 t

7.3 t

300 kg

300 kg

1

1

Note: Counterweight 28 t, outrigger extension width 6.2 m

Note: Counterweight 28 t, outrigger extension width 6.2 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

FL
J

Boom FLJ
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[H capacity]

[H capacity]

43.0 m boom +1.6 m full automatic luffing jib Unit: t

51.7 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

6.0 7.3

8.0 7.3

7.0 7.3 4.3

9.0 7.3 7.3

8.0 7.3 7.3 4.3 3.3

10.0 7.3 7.3 4.3 3.2

9.0 7.3 7.3 7.3 4.3 3.3

11.0 7.3 7.3 7.3 4.3 3.2

10.0 7.3 7.3 7.3 6.2 4.3 4.3 3.3

12.0 7.3 7.3 7.3 6.2 4.3 4.3 3.2

11.0 7.3 7.3 7.3 6.1 4.5 4.3 4.3 3.3 3.3

14.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 3.2 3.1

12.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 4.3 3.3 3.3

16.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 3.9 3.2 3.0

14.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 4.2 3.3 3.2

18.0 7.3 7.3 7.0 5.7 4.3 4.3 4.3 3.8 3.1 3.2 2.8 2.3

16.0 7.3 7.3 7.3 5.7 4.4 4.3 4.3 4.0 3.1 2.4 3.3 3.1 2.5

20.0 7.1 6.9 6.6 5.6 4.3 4.3 4.3 3.6 3.0 2.3 3.1 2.7 2.3

18.0 7.3 7.3 6.9 5.5 4.3 4.3 4.3 3.8 3.0 2.4 3.3 2.9 2.4

22.0 6.7 6.5 6.3 5.4 4.3 4.3 4.2 3.5 2.9 2.3 3.0 2.6 2.2

20.0 7.3 7.3 6.7 5.4 4.3 4.3 4.3 3.7 3.0 2.3 3.3 2.8 2.3

24.0 6.3 6.2 6.0 5.3 4.2 4.3 4.1 3.4 2.9 2.3 2.9 2.5 2.1 1.8

22.0 7.3 7.3 6.4 5.3 4.2 4.3 4.3 3.6 2.9 2.3 3.1 2.6 2.2 1.8

26.0 5.2 5.5 5.7 5.2 4.2 4.3 3.9 3.3 2.8 2.3 2.8 2.4 2.0 1.7 1.4

24.0 6.3 6.5 6.2 5.2 4.2 4.3 4.1 3.4 2.8 2.3 3.0 2.5 2.1 1.7 1.5

28.0 4.2 4.4 4.8 5.0 4.2 4.3 3.8 3.2 2.7 2.2 2.7 2.3 2.0 1.7 1.4

26.0 5.0 5.3 5.7 5.1 4.2 4.3 3.9 3.3 2.7 2.2 2.8 2.4 2.1 1.7 1.4

30.0 3.3 3.5 3.8 4.0 4.1 4.0 3.6 3.1 2.7 2.2 2.6 2.3 1.9 1.6 1.4

28.0 4.0 4.2 4.5 4.7 4.3 3.8 3.2 2.7 2.2 2.7 2.3 2.0 1.6 1.4

32.0 2.5 2.7 3.0 3.2 3.2 3.5 3.0 2.6 2.2 2.5 2.2 1.9 1.6 1.4

30.0 3.1 3.3 3.6 3.7 3.9 3.6 3.1 2.6 2.2 2.6 2.2 1.9 1.6 1.4

34.0 1.8 2.0 2.3 2.4 2.5 2.9 3.0 2.6 2.2 2.4 2.1 1.8 1.6 1.4

32.0 2.3 2.5 2.7 2.8 3.1 3.5 3.0 2.6 2.2 2.5 2.2 1.8 1.5 1.4

36.0 1.2 1.4 1.6 1.7 1.9 2.2 2.6 2.6 2.2 2.3 2.0 1.8 1.5 1.4

34.0 1.6 1.8 2.0 2.1 2.4 2.7 2.9 2.5 2.4 2.1 1.8 1.5 1.4

38.0 1.0 1.1 1.4 1.7 2.0 2.2 2.0 2.0 1.7 1.5 1.4

36.0 1.0 1.2 1.3 1.4 1.8 2.1 2.4 2.5 2.3 2.0 1.7 1.5 1.4

40.0 1.2 1.5 1.7 1.5 1.9 1.7 1.5 1.4

38.0 0.8 1.3 1.5 1.8 2.0 2.0 2.0 1.7 1.5

44.0 1.0 1.4 1.4

40.0 0.8 1.0 1.3 1.4 1.5 1.8 1.6 1.4

54 to 85 56 to 85 55 to 85 57 to 85 68 to 85 57 to 85 58 to 85 63 to 85 64 to 85 67 to 85 60 to 85 61 to 85 63 to 85 65 to 85 66 to 85

44.0 0.9 1.2 1.4

7.3 t

45 to 85 47 to 85 45 to 85 51 to 85 67 to 85 46 to 85 49 to 85 54 to 85 54 to 85 66 to 85 52 to 85 53 to 85 56 to 85 57 to 85 68 to 85

300 kg

7.3 t

1

300 kg

Note: Counterweight 25 t, outrigger extension width 6.2 m

1

Note: Counterweight 25 t, outrigger extension width 6.2 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight
Standard number of 
parts of line

Full automatic luffing jib

Standard number of 
parts of line
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[H capacity]

[H capacity]

56.0 m boom +1.6 m full automatic luffing jib Unit: t

60.0 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

9.0 6.3

9.0 5.3

10.0 6.3 6.3

10.0 5.3

11.0 6.3 6.3 4.3

11.0 5.3 5.3

12.0 6.3 6.3 6.3 4.3 2.9

12.0 5.3 5.3 4.1

14.0 6.3 6.3 6.3 6.0 4.3 4.3 2.9

14.0 5.3 5.3 5.3 4.1 2.8

16.0 6.3 6.3 6.1 5.9 4.4 4.3 4.3 3.8 2.9 2.8

16.0 5.3 5.3 5.3 5.3 4.1 4.1 2.8 2.7

18.0 6.3 6.0 5.7 5.6 4.4 4.3 4.3 3.7 3.1 2.9 2.8

18.0 5.3 5.3 5.3 5.1 4.4 4.1 4.1 3.6 2.8 2.6

20.0 5.9 5.7 5.4 5.3 4.3 4.3 4.3 3.5 3.1 2.3 2.9 2.7 2.2

20.0 5.3 5.2 5.0 4.9 4.3 4.1 4.1 3.5 3.1 2.7 2.6 2.2

22.0 5.6 5.4 5.2 5.1 4.3 4.3 4.1 3.4 3.0 2.3 2.9 2.6 2.1

22.0 5.1 4.9 4.7 4.6 4.3 4.1 4.0 3.4 3.0 2.3 2.7 2.5 2.1

24.0 5.3 5.1 4.9 4.8 4.2 4.3 4.0 3.3 2.9 2.3 2.8 2.5 2.1 1.8

24.0 4.8 4.7 4.5 4.4 4.3 4.1 3.9 3.3 2.9 2.3 2.7 2.4 2.1

26.0 5.0 4.9 4.7 4.6 4.2 4.3 3.8 3.2 2.8 2.3 2.7 2.4 2.0 1.7 1.4

26.0 4.5 4.4 4.3 4.2 4.2 4.0 3.8 3.2 2.9 2.3 2.6 2.4 2.0 1.7

28.0 4.4 4.6 4.5 4.4 4.2 4.1 3.7 3.1 2.8 2.2 2.7 2.3 2.0 1.7 1.4

28.0 4.3 4.2 4.1 4.1 4.1 3.8 3.6 3.1 2.8 2.2 2.6 2.3 1.9 1.7 1.4

30.0 3.5 3.8 4.1 4.3 4.2 4.0 3.6 3.0 2.7 2.2 2.6 2.2 1.9 1.6 1.4

30.0 3.5 3.7 3.9 3.9 3.9 3.6 3.5 3.0 2.8 2.2 2.5 2.2 1.9 1.7 1.4

32.0 2.8 3.0 3.3 3.4 3.5 3.4 3.4 3.0 2.7 2.2 2.5 2.2 1.9 1.6 1.4

32.0 2.7 2.9 3.2 3.4 3.5 3.3 3.4 2.9 2.7 2.2 2.5 2.1 1.8 1.6 1.4

34.0 2.1 2.3 2.5 2.7 2.7 3.1 2.9 2.6 2.2 2.4 2.1 1.8 1.6 1.4

34.0 2.0 2.2 2.5 2.7 2.7 2.6 3.0 2.9 2.7 2.2 2.4 2.1 1.8 1.6 1.4

36.0 1.5 1.7 1.9 2.0 2.1 2.4 2.8 2.6 2.2 2.3 2.0 1.8 1.5 1.4

36.0 1.4 1.6 1.9 2.0 2.0 2.4 2.8 2.6 2.2 2.3 2.0 1.7 1.6 1.4

38.0 1.1 1.3 1.4 1.6 1.9 2.2 2.5 2.2 2.1 2.0 1.7 1.5 1.4

38.0 1.4 1.5 1.8 2.2 2.4 2.2 2.0 2.0 1.7 1.5 1.4

40.0 1.1 1.4 1.7 1.9 1.6 1.9 1.7 1.5 1.4

40.0 1.6 1.9 2.0 1.5 1.9 1.7 1.5 1.4

44.0 1.1 1.5 1.4

44.0 1.5 1.5 1.4

58 to 85 57 to 85 59 to 85 60 to 85 69 to 85 58 to 85 61 to 85 66 to 85 66 to 85 67 to 85 63 to 85 66 to 85 68 to 85 69 to 85 69 to 85

60 to 85 62 to 85 64 to 85 63 to 85 68 to 85 63 to 85 66 to 85 68 to 85 69 to 85 68 to 85 67 to 85 71 to 85 70 to 85 69 to 85 67 to 85

7.3 t

7.3 t

300 kg

300 kg

1

1

Note: Counterweight 25 t, outrigger extension width 6.2 m

Note: Counterweight 25 t, outrigger extension width 6.2 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

FL
J

Boom FLJ
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[I capacity]

[I capacity]

43.0 m boom +1.6 m full automatic luffing jib Unit: t

51.7 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

6.0 7.3

8.0 7.3

7.0 7.3 4.3

9.0 7.3 7.3

8.0 7.3 7.3 4.3 3.3

10.0 7.3 7.3 4.3 3.2

9.0 7.3 7.3 7.3 4.3 3.3

11.0 7.3 7.3 7.3 4.3 3.2

10.0 7.3 7.3 7.3 6.2 4.3 4.3 3.3

12.0 7.3 7.3 7.3 6.2 4.3 4.3 3.2

11.0 7.3 7.3 7.3 6.1 4.5 4.3 4.3 3.3 3.3

14.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 3.2 3.1

12.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 4.3 3.3 3.3

16.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 3.9 3.2 3.0

14.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 4.2 3.3 3.2

18.0 7.3 7.3 7.0 5.7 4.3 4.3 4.3 3.8 3.1 3.2 2.8 2.3

16.0 7.3 7.3 7.3 5.7 4.4 4.3 4.3 4.0 3.1 2.4 3.3 3.1 2.5

20.0 6.5 6.9 6.6 5.6 4.3 4.3 4.3 3.6 3.0 2.3 3.1 2.7 2.3

18.0 7.3 7.3 6.9 5.5 4.3 4.3 4.3 3.8 3.0 2.4 3.3 2.9 2.4

22.0 5.1 5.5 5.9 5.4 4.3 4.3 4.2 3.5 2.9 2.3 3.0 2.6 2.2

20.0 6.3 6.7 6.7 5.4 4.3 4.3 4.3 3.7 3.0 2.3 3.3 2.8 2.3

24.0 3.8 4.2 4.6 4.9 4.2 4.3 4.1 3.4 2.9 2.3 2.9 2.5 2.1 1.8

22.0 4.8 5.2 5.7 5.3 4.2 4.3 4.3 3.6 2.9 2.3 3.1 2.6 2.2 1.8

26.0 2.8 3.1 3.5 3.8 3.9 3.6 3.9 3.3 2.8 2.3 2.8 2.4 2.0 1.7 1.4

24.0 3.6 3.9 4.4 4.7 4.2 4.3 4.1 3.4 2.8 2.3 3.0 2.5 2.1 1.7 1.5

28.0 2.2 2.6 2.8 2.9 2.7 3.1 3.2 2.7 2.2 2.7 2.3 2.0 1.7 1.4

26.0 2.6 2.9 3.2 3.5 3.6 3.5 3.9 3.3 2.7 2.2 2.8 2.4 2.1 1.7 1.4

30.0 2.0 2.0 1.9 2.3 2.9 2.7 2.2 2.6 2.3 1.9 1.6 1.4

28.0 1.7 2.0 2.3 2.5 2.6 3.0 3.2 2.7 2.2 2.7 2.3 2.0 1.6 1.4

32.0 2.1 2.5 2.2 1.9 2.2 1.9 1.6 1.4

30.0 1.5 1.7 1.8 2.2 2.7 2.6 2.2 2.5 2.2 1.9 1.6 1.4

34.0 1.8 1.9 1.8 1.8 1.6 1.4

32.0 1.5 2.0 2.3 2.2 1.9 2.2 1.8 1.5 1.4

36.0 1.8 1.5 1.4

34.0 1.3 1.6 1.3 1.8 1.8 1.5 1.4

38.0 1.5 1.4

36.0 1.2 1.7 1.5 1.4

65 to 85 64 to 85 66 to 85 66 to 85 66 to 85 65 to 85 68 to 85 70 to 85 69 to 85 68 to 85 67 to 85 70 to 85 71 to 85 70 to 85 68 to 85

38.0 1.2 1.5

7.3 t

57 to 85 59 to 85 57 to 85 60 to 85 66 to 85 59 to 85 59 to 85 61 to 85 62 to 85 66 to 85 59 to 85 62 to 85 63 to 85 65 to 85 68 to 85

300 kg

7.3 t

1

300 kg

Note: Counterweight 15 t, outrigger extension width 6.2 m

1

Note: Counterweight 15 t, outrigger extension width 6.2 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

Full automatic luffing jib
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[I capacity]

[I capacity]

56.0 m boom +1.6 m full automatic luffing jib Unit: t

60.0 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

9.0 6.3

9.0 5.3

10.0 6.3 6.3

10.0 5.3

11.0 6.3 6.3 4.3

11.0 5.3 5.3

12.0 6.3 6.3 6.3 4.3 2.9

12.0 5.3 5.3 4.1

14.0 6.3 6.3 6.3 6.0 4.3 4.3 2.9

14.0 5.3 5.3 5.3 4.1 2.8

16.0 6.3 6.3 6.1 5.9 4.4 4.3 4.3 3.8 2.9 2.8

16.0 5.3 5.3 5.3 5.3 4.1 4.1 2.8 2.7

18.0 6.3 6.0 5.7 5.6 4.4 4.3 4.3 3.7 3.1 2.9 2.8

18.0 5.3 5.3 5.3 5.1 4.4 4.1 4.1 3.6 2.8 2.6

20.0 5.9 5.7 5.4 5.3 4.3 4.3 4.3 3.5 3.1 2.3 2.9 2.7 2.2

20.0 5.3 5.2 5.0 4.9 4.3 4.1 4.1 3.5 3.1 2.7 2.6 2.2

22.0 5.3 5.4 5.2 5.1 4.3 4.3 4.1 3.4 3.0 2.3 2.9 2.6 2.1

22.0 5.1 4.9 4.7 4.6 4.3 4.1 4.0 3.4 3.0 2.3 2.7 2.5 2.1

24.0 4.1 4.4 4.9 4.8 4.2 4.3 4.0 3.3 2.9 2.3 2.8 2.5 2.1 1.8

24.0 4.0 4.4 4.5 4.4 4.3 4.1 3.9 3.3 2.9 2.3 2.7 2.4 2.1

26.0 3.1 3.4 3.8 4.1 4.2 3.8 3.8 3.2 2.8 2.3 2.7 2.4 2.0 1.7 1.4

26.0 3.0 3.3 3.7 4.0 4.2 3.7 3.8 3.2 2.9 2.3 2.6 2.4 2.0 1.7

28.0 2.2 2.5 2.8 3.1 3.2 2.9 3.3 3.1 2.8 2.2 2.7 2.3 2.0 1.7 1.4

28.0 2.8 3.1 3.2 2.8 3.3 3.1 2.8 2.2 2.6 2.3 1.9 1.7 1.4

30.0 2.0 2.2 2.3 2.1 2.5 3.0 2.7 2.2 2.6 2.2 1.9 1.6 1.4

30.0 2.3 2.5 3.0 2.8 2.2 2.5 2.2 1.9 1.7 1.4

32.0 2.4 2.7 2.2 2.1 2.2 1.9 1.6 1.4

32.0 2.3 2.7 2.2 2.1 1.8 1.6 1.4

34.0 2.0 2.2 2.0 1.8 1.6 1.4

34.0 2.2 1.8 1.6 1.4

36.0 1.8 1.5 1.4

36.0 1.6 1.4

38.0 1.5 1.4

38.0 1.4

66 to 85 67 to 85 67 to 85 68 to 85 69 to 85 67 to 85 70 to 85 72 to 85 71 to 85 71 to 85 69 to 85 73 to 85 74 to 85 73 to 85 71 to 85

70 to 85 71 to 85 71 to 85 72 to 85 71 to 85 71 to 85 72 to 85 75 to 85 75 to 85 73 to 85 74 to 85 76 to 85 77 to 85 75 to 85 73 to 85

7.3 t

7.3 t

300 kg

300 kg

1

1

Note: Counterweight 15 t, outrigger extension width 6.2 m

Note: Counterweight 15 t, outrigger extension width 6.2 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

FL
J

Boom FLJ
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[L capacity]

[L capacity]

43.0 m boom +1.6 m full automatic luffing jib Unit: t

51.7 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

6.0 7.3

8.0 7.3

7.0 7.3 4.3

9.0 7.3 7.3

8.0 7.3 7.3 4.3 3.3

10.0 7.3 7.3 4.3 3.2

9.0 7.3 7.3 7.3 4.3 3.3

11.0 7.3 7.3 7.3 4.3 3.2

10.0 7.3 7.3 7.3 6.2 4.3 4.3 3.3

12.0 7.3 7.3 7.3 6.2 4.3 4.3 3.2

11.0 7.3 7.3 7.3 6.1 4.5 4.3 4.3 3.3 3.3

14.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 3.2 3.1

12.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 4.3 3.3 3.3

16.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 3.9 3.2 3.0

14.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 4.2 3.3 3.2

18.0 7.3 7.3 7.0 5.7 4.3 4.3 4.3 3.8 3.1 3.2 2.8 2.3

16.0 7.3 7.3 7.3 5.7 4.4 4.3 4.3 4.0 3.1 2.4 3.3 3.1 2.5

20.0 7.1 6.9 6.6 5.6 4.3 4.3 4.3 3.6 3.0 2.3 3.1 2.7 2.3

18.0 7.3 7.3 6.9 5.5 4.3 4.3 4.3 3.8 3.0 2.4 3.3 2.9 2.4

22.0 6.4 6.5 6.3 5.4 4.3 4.3 4.2 3.5 2.9 2.3 3.0 2.6 2.2

20.0 7.3 7.3 6.7 5.4 4.3 4.3 4.3 3.7 3.0 2.3 3.3 2.8 2.3

24.0 5.1 5.4 5.9 5.3 4.2 4.3 4.1 3.4 2.9 2.3 2.9 2.5 2.1 1.8

22.0 6.2 6.5 6.4 5.3 4.2 4.3 4.3 3.6 2.9 2.3 3.1 2.6 2.2 1.8

26.0 4.0 4.3 4.7 5.0 4.2 4.3 3.9 3.3 2.8 2.3 2.8 2.4 2.0 1.7 1.4

24.0 4.9 5.2 5.6 5.2 4.2 4.3 4.1 3.4 2.8 2.3 3.0 2.5 2.1 1.7 1.5

28.0 3.1 3.3 3.7 3.9 4.0 3.8 3.8 3.2 2.7 2.2 2.7 2.3 2.0 1.7 1.4

26.0 3.8 4.1 4.4 4.7 4.2 4.3 3.9 3.3 2.7 2.2 2.8 2.4 2.1 1.7 1.4

30.0 2.3 2.5 2.8 3.0 3.1 3.0 3.4 3.1 2.7 2.2 2.6 2.3 1.9 1.6 1.4

28.0 2.8 3.1 3.4 3.6 3.7 3.8 3.2 2.7 2.2 2.7 2.3 2.0 1.6 1.4

32.0 1.6 1.8 2.1 2.2 2.3 2.6 3.0 2.6 2.2 2.5 2.2 1.9 1.6 1.4

30.0 2.0 2.3 2.5 2.7 2.9 3.3 3.1 2.6 2.2 2.6 2.2 1.9 1.6 1.4

34.0 1.4 1.5 1.7 2.0 2.4 2.6 2.2 2.3 2.1 1.8 1.6 1.4

32.0 1.4 1.6 1.8 1.9 2.2 2.5 3.0 2.6 2.2 2.5 2.2 1.8 1.5 1.4

36.0 1.4 1.8 2.1 2.2 1.7 2.0 1.8 1.5 1.4

34.0 0.8 0.9 1.1 1.2 1.6 1.9 2.3 2.5 2.2 2.1 1.8 1.5 1.4

38.0 1.3 1.5 1.6 1.7 1.5 1.4

36.0 1.0 1.3 1.6 1.8 1.7 2.0 1.7 1.5 1.4

40.0 1.6 1.5 1.4

38.0 0.8 1.1 1.2 1.2 1.6 1.7 1.5

59 to 85 60 to 85 59 to 85 62 to 85 67 to 85 61 to 85 62 to 85 64 to 85 65 to 85 67 to 85 64 to 85 67 to 85 67 to 85 69 to 85 66 to 85

40.0 0.8 1.1 1.5 1.4

7.3 t

48 to 85 50 to 85 52 to 85 54 to 85 67 to 85 52 to 85 51 to 85 56 to 85 57 to 85 66 to 85 52 to 85 57 to 85 61 to 85 62 to 85 68 to 85

300 kg

7.3 t

1

300 kg

Note: Counterweight 28 t, outrigger extension width 5.0 m

1

Note: Counterweight 28 t, outrigger extension width 5.0 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight
Standard number of 
parts of line

Full automatic luffing jib

Standard number of 
parts of line
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[L capacity]

[L capacity]

56.0 m boom +1.6 m full automatic luffing jib Unit: t

60.0 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

9.0 6.3

9.0 5.3

10.0 6.3 6.3

10.0 5.3

11.0 6.3 6.3 4.3

11.0 5.3 5.3

12.0 6.3 6.3 6.3 4.3 2.9

12.0 5.3 5.3 4.1

14.0 6.3 6.3 6.3 6.0 4.3 4.3 2.9

14.0 5.3 5.3 5.3 4.1 2.8

16.0 6.3 6.3 6.1 5.9 4.4 4.3 4.3 3.8 2.9 2.8

16.0 5.3 5.3 5.3 5.3 4.1 4.1 2.8 2.7

18.0 6.3 6.0 5.7 5.6 4.4 4.3 4.3 3.7 3.1 2.9 2.8

18.0 5.3 5.3 5.3 5.1 4.4 4.1 4.1 3.6 2.8 2.6

20.0 5.9 5.7 5.4 5.3 4.3 4.3 4.3 3.5 3.1 2.3 2.9 2.7 2.2

20.0 5.3 5.2 5.0 4.9 4.3 4.1 4.1 3.5 3.1 2.7 2.6 2.2

22.0 5.6 5.4 5.2 5.1 4.3 4.3 4.1 3.4 3.0 2.3 2.9 2.6 2.1

22.0 5.1 4.9 4.7 4.6 4.3 4.1 4.0 3.4 3.0 2.3 2.7 2.5 2.1

24.0 5.3 5.1 4.9 4.8 4.2 4.3 4.0 3.3 2.9 2.3 2.8 2.5 2.1 1.8

24.0 4.8 4.7 4.5 4.4 4.3 4.1 3.9 3.3 2.9 2.3 2.7 2.4 2.1

26.0 4.3 4.6 4.7 4.6 4.2 4.3 3.8 3.2 2.8 2.3 2.7 2.4 2.0 1.7 1.4

26.0 4.2 4.4 4.3 4.2 4.2 4.0 3.8 3.2 2.9 2.3 2.6 2.4 2.0 1.7

28.0 3.3 3.6 3.9 4.2 4.2 4.0 3.7 3.1 2.8 2.2 2.7 2.3 2.0 1.7 1.4

28.0 3.3 3.5 3.9 4.1 4.1 3.8 3.6 3.1 2.8 2.2 2.6 2.3 1.9 1.7 1.4

30.0 2.5 2.8 3.1 3.3 3.4 3.2 3.6 3.0 2.7 2.2 2.6 2.2 1.9 1.6 1.4

30.0 2.5 2.7 3.0 3.3 3.4 3.1 3.5 3.0 2.8 2.2 2.5 2.2 1.9 1.7 1.4

32.0 1.8 2.0 2.3 2.5 2.6 2.5 2.8 3.0 2.7 2.2 2.5 2.2 1.9 1.6 1.4

32.0 2.0 2.3 2.5 2.6 2.4 2.8 2.9 2.7 2.2 2.5 2.1 1.8 1.6 1.4

34.0 1.7 1.8 1.9 2.2 2.6 2.6 2.2 2.4 2.1 1.8 1.6 1.4

34.0 1.8 1.9 1.8 2.1 2.6 2.7 2.2 2.3 2.1 1.8 1.6 1.4

36.0 1.6 2.0 2.3 2.2 1.9 2.0 1.8 1.5 1.4

36.0 2.0 2.3 2.2 1.8 2.0 1.7 1.6 1.4

38.0 1.5 1.7 1.8 1.8 1.7 1.5 1.4

38.0 1.7 1.8 1.7 1.7 1.5 1.4

40.0 1.7 1.5 1.4

40.0 1.7 1.5 1.4

62 to 85 64 to 85 63 to 85 64 to 85 68 to 85 64 to 85 65 to 85 67 to 85 67 to 85 67 to 85 66 to 85 71 to 85 71 to 85 72 to 85 69 to 85

66 to 85 66 to 85 67 to 85 67 to 85 67 to 85 66 to 85 69 to 85 72 to 85 70 to 85 69 to 85 69 to 85 72 to 85 74 to 85 72 to 85 71 to 85

7.3 t

7.3 t

300 kg

300 kg

1

1

Note: Counterweight 28 t, outrigger extension width 5.0 m

Note: Counterweight 28 t, outrigger extension width 5.0 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

FL
J

Boom FLJ
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[M capacity]

[M capacity]

43.0 m boom +1.6 m full automatic luffing jib Unit: t

51.7 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

6.0 7.3

8.0 7.3

7.0 7.3 4.3

9.0 7.3 7.3

8.0 7.3 7.3 4.3 3.3

10.0 7.3 7.3 4.3 3.2

9.0 7.3 7.3 7.3 4.3 3.3

11.0 7.3 7.3 7.3 4.3 3.2

10.0 7.3 7.3 7.3 6.2 4.3 4.3 3.3

12.0 7.3 7.3 7.3 6.2 4.3 4.3 3.2

11.0 7.3 7.3 7.3 6.1 4.5 4.3 4.3 3.3 3.3

14.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 3.2 3.1

12.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 4.3 3.3 3.3

16.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 3.9 3.2 3.0

14.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 4.2 3.3 3.2

18.0 7.3 7.3 7.0 5.7 4.3 4.3 4.3 3.8 3.1 3.2 2.8 2.3

16.0 7.3 7.3 7.3 5.7 4.4 4.3 4.3 4.0 3.1 2.4 3.3 3.1 2.5

20.0 7.1 6.9 6.6 5.6 4.3 4.3 4.3 3.6 3.0 2.3 3.1 2.7 2.3

18.0 7.3 7.3 6.9 5.5 4.3 4.3 4.3 3.8 3.0 2.4 3.3 2.9 2.4

22.0 5.6 6.0 6.3 5.4 4.3 4.3 4.2 3.5 2.9 2.3 3.0 2.6 2.2

20.0 6.9 7.2 6.7 5.4 4.3 4.3 4.3 3.7 3.0 2.3 3.3 2.8 2.3

24.0 4.4 4.7 5.1 5.3 4.2 4.3 4.1 3.4 2.9 2.3 2.9 2.5 2.1 1.8

22.0 5.4 5.8 6.2 5.3 4.2 4.3 4.3 3.6 2.9 2.3 3.1 2.6 2.2 1.8

26.0 3.3 3.6 4.0 4.3 4.2 4.1 3.9 3.3 2.8 2.3 2.8 2.4 2.0 1.7 1.4

24.0 4.2 4.5 4.9 5.2 4.2 4.3 4.1 3.4 2.8 2.3 3.0 2.5 2.1 1.7 1.5

28.0 2.4 2.7 3.1 3.3 3.4 3.2 3.6 3.2 2.7 2.2 2.7 2.3 2.0 1.7 1.4

26.0 3.1 3.4 3.8 4.0 4.1 4.0 3.9 3.3 2.7 2.2 2.8 2.4 2.1 1.7 1.4

30.0 1.7 1.9 2.2 2.4 2.5 2.4 2.8 3.1 2.7 2.2 2.6 2.3 1.9 1.6 1.4

28.0 2.2 2.5 2.8 3.0 3.1 3.5 3.2 2.7 2.2 2.7 2.3 2.0 1.6 1.4

32.0 1.5 1.7 1.7 2.1 2.6 2.6 2.2 2.3 2.2 1.9 1.6 1.4

30.0 1.5 1.7 2.0 2.1 2.3 2.7 3.1 2.6 2.2 2.6 2.2 1.9 1.6 1.4

34.0 1.5 1.9 2.2 2.2 1.8 2.1 1.8 1.6 1.4

32.0 1.0 1.3 1.4 1.6 2.0 2.4 2.6 2.2 2.3 2.2 1.8 1.5 1.4

36.0 1.6 1.7 1.7 1.8 1.5 1.4

34.0 1.1 1.4 1.8 2.0 1.7 2.1 1.8 1.5 1.4

38.0 1.7 1.5 1.4

36.0 1.2 1.4 1.2 1.6 1.7 1.5 1.4

40.0 1.5 1.4

38.0 1.1 1.6 1.5

61 to 85 62 to 85 62 to 85 64 to 85 67 to 85 63 to 85 64 to 85 69 to 85 67 to 85 66 to 85 65 to 85 68 to 85 69 to 85 69 to 85 66 to 85

40.0 1.1 1.3

7.3 t

55 to 85 53 to 85 55 to 85 57 to 85 67 to 85 54 to 85 57 to 85 59 to 85 60 to 85 66 to 85 56 to 85 60 to 85 60 to 85 62 to 85 68 to 85

300 kg

7.3 t

1

300 kg

Note: Counterweight 25 t, outrigger extension width 5.0 m

1

Note: Counterweight 25 t, outrigger extension width 5.0 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

Full automatic luffing jib
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[M capacity]

[M capacity]

56.0 m boom +1.6 m full automatic luffing jib Unit: t

60.0 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

9.0 6.3

9.0 5.3

10.0 6.3 6.3

10.0 5.3

11.0 6.3 6.3 4.3

11.0 5.3 5.3

12.0 6.3 6.3 6.3 4.3 2.9

12.0 5.3 5.3 4.1

14.0 6.3 6.3 6.3 6.0 4.3 4.3 2.9

14.0 5.3 5.3 5.3 4.1 2.8

16.0 6.3 6.3 6.1 5.9 4.4 4.3 4.3 3.8 2.9 2.8

16.0 5.3 5.3 5.3 5.3 4.1 4.1 2.8 2.7

18.0 6.3 6.0 5.7 5.6 4.4 4.3 4.3 3.7 3.1 2.9 2.8

18.0 5.3 5.3 5.3 5.1 4.4 4.1 4.1 3.6 2.8 2.6

20.0 5.9 5.7 5.4 5.3 4.3 4.3 4.3 3.5 3.1 2.3 2.9 2.7 2.2

20.0 5.3 5.2 5.0 4.9 4.3 4.1 4.1 3.5 3.1 2.7 2.6 2.2

22.0 5.6 5.4 5.2 5.1 4.3 4.3 4.1 3.4 3.0 2.3 2.9 2.6 2.1

22.0 5.1 4.9 4.7 4.6 4.3 4.1 4.0 3.4 3.0 2.3 2.7 2.5 2.1

24.0 4.6 5.0 4.9 4.8 4.2 4.3 4.0 3.3 2.9 2.3 2.8 2.5 2.1 1.8

24.0 4.6 4.7 4.5 4.4 4.3 4.1 3.9 3.3 2.9 2.3 2.7 2.4 2.1

26.0 3.6 3.9 4.3 4.6 4.2 4.3 3.8 3.2 2.8 2.3 2.7 2.4 2.0 1.7 1.4

26.0 3.5 3.8 4.2 4.2 4.2 4.0 3.8 3.2 2.9 2.3 2.6 2.4 2.0 1.7

28.0 2.7 3.0 3.3 3.6 3.7 3.4 3.7 3.1 2.8 2.2 2.7 2.3 2.0 1.7 1.4

28.0 2.6 2.9 3.3 3.5 3.7 3.3 3.6 3.1 2.8 2.2 2.6 2.3 1.9 1.7 1.4

30.0 1.9 2.2 2.5 2.7 2.8 2.6 3.0 3.0 2.7 2.2 2.6 2.2 1.9 1.6 1.4

30.0 2.1 2.5 2.7 2.8 2.5 2.9 3.0 2.8 2.2 2.5 2.2 1.9 1.7 1.4

32.0 1.8 2.0 2.0 1.9 2.3 2.8 2.7 2.2 2.5 2.2 1.9 1.6 1.4

32.0 1.9 2.0 2.2 2.7 2.7 2.2 2.4 2.1 1.8 1.6 1.4

34.0 1.7 2.1 2.4 2.2 1.9 2.1 1.8 1.6 1.4

34.0 2.1 2.4 2.2 2.1 1.8 1.6 1.4

36.0 1.8 1.9 1.8 1.8 1.5 1.4

36.0 1.9 1.7 1.6 1.4

38.0 1.7 1.5 1.4

38.0 1.7 1.5 1.4

40.0 1.5 1.4

40.0 1.4

64 to 85 66 to 85 65 to 85 66 to 85 67 to 85 65 to 85 66 to 85 71 to 85 69 to 85 69 to 85 68 to 85 72 to 85 72 to 85 72 to 85 69 to 85

68 to 85 68 to 85 69 to 85 68 to 85 69 to 85 70 to 85 71 to 85 73 to 85 74 to 85 71 to 85 73 to 85 75 to 85 75 to 85 73 to 85 71 to 85

7.3 t

7.3 t

300 kg

300 kg

1

1

Note: Counterweight 25 t, outrigger extension width 5.0 m

Note: Counterweight 25 t, outrigger extension width 5.0 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of 
parts of line

Standard number of 
parts of line

FL
J

Boom FLJ
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[N capacity]

[N capacity]

43.0 m boom +1.6 m full automatic luffing jib Unit: t

51.7 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

6.0 7.3

8.0 7.3

7.0 7.3 4.3

9.0 7.3 7.3

8.0 7.3 7.3 4.3 3.3

10.0 7.3 7.3 4.3 3.2

9.0 7.3 7.3 7.3 4.3 3.3

11.0 7.3 7.3 7.3 4.3 3.2

10.0 7.3 7.3 7.3 6.2 4.3 4.3 3.3

12.0 7.3 7.3 7.3 6.2 4.3 4.3 3.2

11.0 7.3 7.3 7.3 6.1 4.5 4.3 4.3 3.3 3.3

14.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 3.2 3.1

12.0 7.3 7.3 7.3 6.0 4.5 4.3 4.3 4.3 3.3 3.3

16.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 3.9 3.2 3.0

14.0 7.3 7.3 7.3 5.8 4.4 4.3 4.3 4.2 3.3 3.2

18.0 5.9 6.3 6.8 5.7 4.3 4.3 4.3 3.8 3.1 3.2 2.8 2.3

16.0 7.3 7.3 7.3 5.7 4.4 4.3 4.3 4.0 3.1 2.4 3.3 3.1 2.5

20.0 4.3 4.7 5.3 5.6 4.3 4.3 4.3 3.6 3.0 2.3 3.1 2.7 2.3

18.0 5.6 6.1 6.6 5.5 4.3 4.3 4.3 3.8 3.0 2.4 3.3 2.9 2.4

22.0 3.0 3.4 3.9 4.3 4.3 3.8 4.2 3.5 2.9 2.3 3.0 2.6 2.2

20.0 4.1 4.5 5.1 5.4 4.3 4.3 4.3 3.7 3.0 2.3 3.3 2.8 2.3

24.0 2.8 3.1 3.3 2.8 3.4 3.4 2.9 2.3 2.9 2.5 2.1 1.8

22.0 2.8 3.2 3.7 4.0 4.2 3.7 4.3 3.6 2.9 2.3 3.1 2.6 2.2 1.8

26.0 3.1 2.8 2.3 2.6 2.4 2.0 1.7 1.4

24.0 2.1 2.6 2.8 3.0 2.7 3.2 3.4 2.8 2.3 3.0 2.5 2.1 1.7 1.5

28.0 2.7 2.2 2.3 2.0 1.7 1.4

26.0 1.9 2.3 3.0 2.7 2.2 2.6 2.4 2.1 1.7 1.4

30.0 1.9 1.6 1.4

28.0 2.1 2.5 2.2 2.3 2.0 1.6 1.4

32.0 1.6 1.4

30.0 1.7 1.9 1.9 1.6 1.4

34.0 1.4

32.0 1.7 1.5 1.4

70 to 85 71 to 85 70 to 85 73 to 85 73 to 85 71 to 85 73 to 85 76 to 85 75 to 85 74 to 85 72 to 85 75 to 85 75 to 85 75 to 85 73 to 85

34.0 1.5 1.4
� (°) 65 to 85 64 to 85 65 to 85 68 to 85 65 to 85 67 to 85 66 to 85 68 to 85 67 to 85 68 to 85 67 to 85 70 to 85 69 to 85 69 to 85 70 to 85

Standard hook block 7.3 t
Hook block weight 300 kg

Note: Counterweight 15 t, outrigger extension width 5.0 m

Standard number of parts of line 1

7.3 t
300 kg

1

7.3 t
300 kg

1

7.3 t
300 kg

1

Note: Counterweight 15 t, outrigger extension width 5.0 m

[N capacity]

[N capacity]

56.0 m boom +1.6 m full automatic luffing jib Unit: t

60.0 m boom +1.6 m full automatic luffing jib Unit: t

Jib Length 7.4 m 12.4 m 17.4 m

Jib Length 7.4 m 12.4 m 17.4 m

Load radius Offset Offset Offset

Load radius Offset Offset Offset

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

(m) 5° 15° 30° 45° 60° 5° 15° 30° 45° 60° 5° 15° 30° 45° 60°

9.0 6.3

9.0 5.3

10.0 6.3 6.3

10.0 5.3

11.0 6.3 6.3 4.3

11.0 5.3 5.3

12.0 6.3 6.3 6.3 4.3 2.9

12.0 5.3 5.3 4.1

14.0 6.3 6.3 6.3 6.0 4.3 4.3 2.9

14.0 5.3 5.3 5.3 4.1 2.8

16.0 6.3 6.3 6.1 5.9 4.4 4.3 4.3 3.8 2.9 2.8

16.0 5.3 5.3 5.3 5.3 4.1 4.1 2.8 2.7

18.0 6.1 6.0 5.7 5.6 4.4 4.3 4.3 3.7 3.1 2.9 2.8

18.0 5.3 5.3 5.3 5.1 4.4 4.1 4.1 3.6 2.8 2.6

20.0 4.6 5.0 5.4 5.3 4.3 4.3 4.3 3.5 3.1 2.3 2.9 2.7 2.2

20.0 4.5 4.9 5.0 4.9 4.3 4.1 4.1 3.5 3.1 2.7 2.6 2.2

22.0 3.3 3.7 4.2 4.6 4.3 4.0 4.1 3.4 3.0 2.3 2.9 2.6 2.1

22.0 3.6 4.1 4.5 4.3 4.0 4.0 3.4 3.0 2.3 2.7 2.5 2.1

24.0 3.1 3.4 3.6 3.0 3.5 3.3 2.9 2.3 2.8 2.5 2.1 1.8

24.0 3.4 3.6 3.5 3.3 2.9 2.3 2.7 2.4 2.1

26.0 3.2 2.8 2.3 2.7 2.4 2.0 1.7 1.4

26.0 3.2 2.9 2.3 2.4 2.0 1.7

28.0 2.8 2.2 2.3 2.0 1.7 1.4

28.0 2.8 2.2 1.9 1.7 1.4

30.0 2.2 1.9 1.6 1.4

30.0 1.7 1.4

32.0 1.6 1.4

32.0 1.4

34.0 1.4

75 to 85 74 to 85 76 to 85 76 to 85 77 to 85 76 to 85 77 to 85 79 to 85 78 to 85 77 to 85 78 to 85 80 to 85 80 to 85 79 to 85 78 to 85

72 to 85 73 to 85 73 to 85 74 to 85 75 to 85 73 to 85 75 to 85 77 to 85 77 to 85 74 to 85 74 to 85 77 to 85 78 to 85 78 to 85 75 to 85

Note: Counterweight 15 t, outrigger extension width 5.0 m

Note: Counterweight 15 t, outrigger extension width 5.0 m

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

� (°)
Standard hook block
Hook block weight

Standard number of parts of line

Standard number of parts of line

Standard number of parts of line

Full automatic luffing jib
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